Tehniskas prasibas:

Minimalas prasibas grozamam video novérosanas kameram:

Tips

Grozama 360 gradu; Dienas un nakts redzamiba; Mitruma drosa
Vandaldro$a; Megapixel kamera; PTZ Network IP kamera

Attéla sensors

Sensors 1/2.8"

Iz3kirtsp&ja 1920x1080 (HxV)

Video 1080P, 720P, 480P, VGA, QVGA, CIF

kvalitate

Talummaina | Up to 480X (Optical 30X, Digital 16X)

Straumé$ana | Dual streaming

WDR Super WDR

Day/Night Auto / Manual (configurable switching threshold 1-8) - removable IR

Cut Filter

Shutter Time

1/100000s-1/5s selectable (60Hz/50Hz)

IR Distance 200 m

Day/Night Auto, Day, Night

Mode

Minimalais Color 0.02 Lux, B/W 0.00 Lux

apgaismojums

Max. Frame | 2MP 16:9 (1920x1080) at 30 fps (NTSC/PAL)

Rate

Attela Exposure Mode: Auto/shutter priority, White Balance:

iestatfjumi Auto/ATW/Indoor/Outdoor/One-Push Backlight Compensation:
On/Off Sharpness: 15 level sensitivity, WDR, DNR, Privacy Zone

Kustibas 3 level sensitivity

Detekcija

Datu H.265+/H.265(HEVC)/H.264+/H.264/MJPEG

kompresija

BaroSana 24V/IAC; 220V

Audio One-Way audio

Audio G711-Alaw, G711-Ulaw, PCM, 8kHz

kompresija

Micro SD Micro SD Card up to 64 GB

Protokoli IPv4/IPv6, TCP/IP, UDP, HTTP, HTTPS, SSL, UPnP, SNMP,
RTSP, RTP, ICMP, IGMP, SMTP, NTP, DHCP, DNS, PPPOE,
Bonjour ,DDNS, FTP, QoS, IP Filter

Tikla Ethernet 1 x 10/100 base-T Ethernet connection for LAN/WAN,

pieslégums RJ45

PoE PoE+(IEEE 802.3at)

Klimatiskie Paredzgta lietoSanai ara apstaklos, atbilstosa Baltijas valstu

apstakli klimatiskajiem apstakliem.

Darba No -40° lidz 60°C

temperatiira

Papildus Vadiba un konfiguré$ana — izmantojot interneta parliku, divu Iimenu




iespéjas pieejas drosiba, aizsargata ar paroli

Stiprinajums | Kronsteins ar kameras nokrisnu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem un luksoforiem.

Vadibas Power 2-pin Terminal Block

konektori Alarm In/Out Terminal Block 6 in/ 1 out
Network RJ-45 for Ethernet 10BaseT/100BaseTX
Audio In/Out Terminal Block 1 in /0 out
Reset 2-pin Terminal Block

Patéréjama Heater off: 15W

jauda Heater on: 40W

Drosiba IP67, IK10

Atbilstiba CE, FCC, RoHS

standartiem

Papildus VideonovéroSanas kameram janodroSina funkcionali saderiga datu

prasibas parraide uz PaSvaldibas operativas informacijas centru Sarmas iela 4
un Jelgavas pils€tas domes serveru telpu Liela iela 11.
Pilséta videonovérosanas kameru vadibai un datu arhivam izmanto
Alnet Systems Inc. serveru un klientu programmatiiru. Kameram
jabiit ieklautam Alnet Systems Inc. sertificéto kameru saraksta:
http://www.alnetbaltic.com/products/supported-ip-cameras/

Stiprinajums | KronSteins ar kameras nokri$nu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem, luksoforiem, vai citas virsmas.

Minimalas prasibas negrozamam video novéroSanas kameram:
Tips Negrozama; Dienas un nakts redzamiba; Mitruma drosa

( IP66); Vandaldrosa; Megapixel kamera; Network kamera;

Attéla sensors

Sensors 1/2.8”

Izskirtsp&ja 1920x1080 (HxV)

Video 1080P, 720P, 480P, VGA, QVGA, CIF
kvalitate

Scanning Progressive scanning

System

StrauméSana Dual streaming

WDR Super WDR

Day/Night IR Cut Filter Removal

IR Distance 60 m

Shutter Time

1/100000s to 1/5s selectable (60Hz/50Hz)

Lens

2.8 —-12.0mm Zoom, F1.2 - F2.1, Motorized Focus & Zoom Control
— One Click Focus Function

Lens Mount CS Mount, DC Auto-Iris Control Output
Day/Night Auto, Day, Night

Mode

Minimalais Color: 0.005 lux, BW: 0.00 lux (Sens-up 32x)

apgaismojums

Compression

Configurable up to 60fps@21080p



http://www.alnetbaltic.com/products/supported-ip-cameras/

FPS

Burnt-in Text

Video stream overlay text

Kustibas 3 level sensitivity

Detekcija

Datu H.265+/H.265(HEVC)/H.264+/H.264/MJPEG

kompresija

Barosana 12V/DC; 220V

Audio Input 1 channel, Output 1 channel

Audio G.711

kompresija

Micro SD Micro SD Card up to 32 GB

Protokoli TCP/IP, UDP/IP, HTTP, RTSP, RTCP, RTP/UDP, RTP/TCP,
SNTP, mDNS, UPnP, SMTP, IGMP, DHCP, DDNS, SSL v2/v3,
IEEE 802.1X, SNMP v2/v3

Tikla Ethernet 1 x 10/100 base-T Ethernet connection for LAN/WAN,

pieslégums RJ45

PoE PoE+(IEEE 802.3af)

Klimatiskie Paredzéta lieto$anai ara apsaklos, atbilstoSa Baltijas valstu

apstakli klimatiskajiem apstakliem.

Darba No -40° lidz 50°C

temperatura

Papildus Vadiba un konfiguré$ana — izmantojot interneta parliku, divu

iespéjas limenu pieejas drosiba, aizsargata ar paroli

Stiprinajums KronSteins ar kameras nokri$gu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem un luksoforiem.

Vadibas Network RJ-45 for Ethernet 10BaseT/100BaseTX

konektori Analog video output for installation only
USB 2.0 - Plug Interface
Audio Intup/Output

Drosiba IP66

Atbilstiba CE

standartiem

VCA - VCA detectIP, VCA countIP, VCA accessIP,

ieblivets VCA surveillancelP, VCA advancedIP

videoanalitikas | Atbilstosi:

atbalsts http://www.udptechnology.com/video_analytics.htmi
http://www.vcatechnology.com/public/

Papildus Videonoveérosanas kameram janodrosSina funkcionali saderiga datu

prasibas parraide uz PasSvaldibas operativas informacijas centru Sarmas iela 4
un Jelgavas pils€tas domes serveru telpu Liela iela 11.
Pilséta videonoveérosanas kameru vadibai un datu arhivam izmanto
Alnet Systems Inc. serveru un klientu programmatiiru. Kameram
jabit ieklautam Alnet Systems Inc. sertific€to kameru saraksta:
http://www.alnetbaltic.com/products/supported-ip-cameras/

Papildus ONVIF atbalsts:

saderiba http://www.onvif.org/



http://www.udptechnology.com/video_analytics.html
http://www.vcatechnology.com/public/
http://www.alnetbaltic.com/products/supported-ip-cameras/
http://www.onvif.org/

Stiprinajums

Kronsteins ar kameras nokri$nu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem, luksoforiem, vai citas virsmas.

Minimalas prasibas LPR(numuru noloasi§ana) video novéro$anas kameram:

Tips

Negrozama; Dienas un nakts redzamiba; Mitruma drosa
( IP66); Vandaldrosa; Megapixel kamera; Network kamera;

Attéla sensors

Sensors 1/2.8”

Iz8kirtspé&ja 1920x1080 (HxV)

Video 1080P, 720P, 480P, VGA, QVGA, CIF
kvalitate

Scanning Progressive scanning

System

Straumésana Dual streaming

Day/Night IR Cut Filter Removal

IR Distance 100 m

Shutter Time

1/100000s to 1/5s selectable (60Hz/50Hz)

Focus Control

Simple focus / Manual, Remote control via network, Button control
(Manual, Simple focus, Day & Night)

Lens 7.0 — 22.0mm Zoom, F1.2 - F2.1, Motorized Focus & Zoom Control
— One Click Focus Function

Lens Mount CS Mount, DC Auto-Iris Control Output

Day/Night Auto (ICR) / Color / B/W [/ External / Schedule

Mode

Wide 140dB

Dynamic

Range

Minimalais Color: 0.002Lux @F1.2, B/W: OLux with IR on

apgaismojums

Compression
FPS

Configurable up to 60fps@1080p

Burnt-in Text

Video stream overlay text

Kustibas 3 level sensitivity

Detekcija

Datu H.265+, H.264 (MPEG-4 part 10/AVC), MJPEG

kompresija

BaroSana 12V/DC; 220V

Audio Input 1 channel, Output 1 channel

Audio G.711 u-law/G.726 selectable, G.726 (ADPCM) 8KHz, G.711 8KHz
kompresija G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps

Micro SD Micro SD Card up to 32 GB

Protokoli TCP/IP, UDP/IP, RTP(UDP), RTP(TCP), RTCP,RTSP, NTP,

HTTP, HTTPS, SSL, DHCP, PPPoOE, FTP,
SMTP, ICMP, IGMP, SNMPv1/v2c/v3(MIB-2), ARP, DNS, DDNS,
QoS, PIM-SM, UPnP, Bonjour




Tikla Ethernet 1 x 10/100 base-T Ethernet connection for LAN/WAN,

pieslégums RJ45

PoE PoE+(IEEE 802.3af)

Klimatiskie Paredzéta lictosanai ara apsaklos, atbilstoSa Baltijas valstu

apstakli klimatiskajiem apstakliem.

Darba No -40° Iidz 50°C

temperatura

Papildus Vadiba un konfigurésana — izmantojot interneta parluku, divu

iesp€jas limenu pieejas drosiba, aizsargata ar paroli

Stiprinajums Kronsteins ar kameras nokriSnu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem un luksoforiem.

Vadibas Network RJ-45 for Ethernet 10BaseT/100BaseTX

konektori Analog video output for installation only
USB 2.0 - Plug Interface
Audio Intup/Output

Drosiba IP66

Atbilstiba CE

standartiem

Papildus Videonovéros$anas kameram janodro$ina funkcionali saderiga datu

prasibas parraide uz PaSvaldibas operativas informacijas centru Sarmas iela 4
un Jelgavas pils€tas domes serveru telpu Liela iela 11.
Pilséta videonoveéroSanas kameru vadibai un datu arhivam izmanto
Alnet Systems Inc. serveru un klientu programmatiiru. Kameram
jabtt ieklautam Alnet Systems Inc. sertific€to kameru saraksta:
http://www.alnetbaltic.com/products/supported-ip-cameras/

Papildus ONVIF atbalsts:

saderiba http://www.onvif.org/

Stiprinajums Kronsteins ar kameras nokri$nu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem, luksoforiem, vai citas virsmas.

Pretendentam javeic ALNET video sistémas paplaSinasana ar 2 (divam) ALNET Systems NS24
NETSTATION licencém, katra paredzeta, lai nodroSinatu signalu un arhiva ierakstu no 24 IP
videokameram, janodro$ina licence LPR numuru nolasiSanas kameram, licen¢u piegade un
uzstadiSana veicama uz Jelgavas pilsétas domes esoSajiem video serveriem, Jelgava, Liela iela
11.

Pretendentam japiesaista atbilstoSi kvalificéti specialisti, vismaz 2 (divi) ,,ALNET Systems”
sertificeti inZenieri;

Pretendentam jaiesniedz programmatiiras razotaja (,,ALNET Systems”) izdots apliecinajums
(sertifikatu kopijas), kas apliecina Pretendenta kvalifikaciju un tiesibas sniegt pakalpojumu un
nodroSinat garantijas servisu Latvijas Republika;

Pretendentam jaiesniedz video nov€roSanas kameras razotaja vai ta pilnvarota parstavja izdots
apliecinajums (sertifikatu kopijas), kas apliecina Pretendenta kvalifikaciju un tiesibas sniegt
pakalpojumu un nodroSinat garantijas servisu Latvijas Republika.


http://www.alnetbaltic.com/products/supported-ip-cameras/
http://www.onvif.org/

