Uznémuma nosaukums:

Izveidotajs:
GRUNDFOs D 7
Datums: 14.03.2018
Apraksts Vértiba [m] [MAGNAL 32120, 17230 v ﬁ’}g
Visparéja informacija: 14 Sig‘_ﬁf 23&
Izstradajuma nosaukums: MAGNAL1 32-120 Stknéjamais Skidrums = Apkures tdens
Izstradajuma Nr.: 98609713 31 Sﬁﬁ’JﬂnTitS?gpSf;ﬁ darba lalka =60°C
EAN numurs: 5711498165977 124
114
Tehn.: 104 | 100
Faktiski aprékinata plasma: 4.68 m3/st ol Lo
Sdkna rezultéjoSais siknéSanas 6.51m
augstums: 8 I 80
Maks. sukn. augstums: 120 dm 74 70
TF klase: 110 6 60
Apstiprinajumi pases datu plaksnité: CE,VDE,EAC,CN ROHS 54 |50
Modelis: A ad L0
Materiali: 37 30
Sitkna korpuss: Cuguns 2 20
EN-GJL-200 14 10
ASTM A48-200B 0 I | | Elta suklnis+mlotors+lfrekv.lpérv. l=58.1'% o
Suaknrats: PES 30%GF 0 1 2 3 4 5 6 7 8 Q [m¥/st]
w4
Uzstadisana:
Apkartéjas vides temperatiras 0..40°C
diapazons: 1504
Maks. darba spiediens: 10 bar
Pievienojums: G2" 1004
Spiediena pakape: PN10
Garums no viena pievienojuma l1dz 180 mm 50
otram:
P1=140.1W
Skidrums: 0
Saknéjamais Skidrums: Apkures Gdens
Skidruma temperatiras diapazons: -10..110°C
Liquid temperature during operation: 60 °C  —
Blivums: 983.2 kg/m3 el 2o
Kinematiska viskozitate: 1 mm2/s OV E Lkl
e i 7
Elektriskie dati: L X
leejas jauda P1: 8..188 W
Tikla frekvence: 50 Hz
Nominalais spriegums: 1x230V
Maksimalais stravas patérins: 0.08..1.51A
Korpusa klase (IEC 34-5): X4D
Izolacijas klase (IEC 85): F
Citi:
Energy (EEI): 0.21
Neto svars: 4kg i i e b faoe and aciionalprotecion
Bruto svars: 5.04 kg (== T S
Shipping volume: 0.012 m3 L] — { —
— =
& =
=
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