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Sija IPE 270 S-1 (zem
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Spares 50x150mm
$600mm

Marlatas
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150x150mm
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BLACHY PRUSZYNSKI
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NESOSO PROFILLOKSNU SPECIFIKACIJA
Nr.pk. Materials Skaits, gab. mﬂaﬁm
1. T92P S320 t=1,50mm 12 3.35
2. T92P S320 t=1,50mm 6 4.45
3. T92P S320 t=1,50mm 20 9.00
4. T92P $320 t=1,50mm 10 8.00
5. T92P $320 t=1,50mm 18 2.50
6. T92P $320 t=1,50mm 1 455
KOKMATERIALU SPECIFIKACIJA
Nr.p.k. | ApzZiméjums Nosaukums mm..__q_dam. Skaits >uﬁ“.=m.
1 SP-1 Spares 50x150mm | 2.70 6 0.12
2 SP-2 Diag.sp. 100x150mm | 4.10 1 0.06
3 SP-3 Marlatas 150x150mm 2.20 2 0.10
KOPA| 0.28
PIEZIMES:

1. Projekta paredzéts izmantot C24 (masivkoka) klases kokmaterialus;

2. Visus koka elementus ieteicams apstradat ar antiseptiki un antipirénu (pieméram,

Iidzekliem "INWOOD Classic" un "INWOOD Fire" vai analogiem);
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Pie neso8ajam profilétajam

T92P $320 t=1,50mm

PIEZIMES:
1. Térauda elementu specifikaciju skatit lapa BK-14;

loksném no apaksas pieskrivétas
sijas SHS 50x50x5mm ar soli
1500mm S-10

PIEZIMES:
- Nesos$o lokSnu stiprinasanai ievérot to razotaja noradijumus;

- Projekta paredzéts izmantot razotaja "BLACHY PRUSZYNSKI" neso$as profilétas loksnes;

- Visu atveru izmérus un novietojumu precizét AVK sadala;

- Parseguma platnes izblvei nepiecieSams veikt eso$a parseguma demontazu ~30,5m2 platiba;

- Profilétas jumta loksnes paredzéts uzstadit ka stinguma diskus, tos izbavéjot atbilstosi raZotaja

noradijumiem, attiecigi izvietojot ari skraves. Jumta profilloksném | konstrukciju klase.
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BLACHY PRUSZYNSKI

T92P $320 t=1,00mm
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