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Geotehniskas izpetes parskats

Jelgava, Burinu cela tilts par Svéti

(btives nosaukums, kadastra numurs un adrese)
SIA ,,Projekts 3”

(pastitajs, liguma datums un numurs)
Geotehniskas izpétes darbu uzdevums no 2017.gada 05. augusta

(apsekosanas uzdevums, ta izsniegsanas datums)

Starpzinojuma parskats izsniegts _2017.gada 05. augusta

1. Visparigas zinas par bivi

1.1. btives veids Caurteka
1.2. | apbives laukums (m?) -
1.3. stavu skaits -
1.4. Planotais pamatu veids -

1.5. Planotais darbu veids parbave

2. Visparigas zipas par izpetes metodem un apjomiem

2.1 Izpétes veidi Vitpurbsana, dinamiska zondesana (DPSH-B)
vitpurbsana 2 gab
Dinamiska zondesana 1
gab

2.3. Laboratorijas testi Nemot veéra lauku apstaklos noteiktos grunsu

veidus laboratorija tika analizéts esoso mala
grunsu fizikalimehaniskas 1ipasibas: dabiskais
mitrums, konsitence, plastiskums.

2.4 Izpétes metodes standarti LVS EN ISO 22475-1:2006 ,,Geotehniska izpé&te
un testesana.

Paraugosanas metodes un pazemes adens
meérjjumi. 1. dala: Darbu izpildes tehniskie
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principi”

2.5 Grunts paraugu kategorija B
2.6 | Lauku darbu apjoms un pietiekamiba Geotehniskie izpétes punkti tika veikti
abas caurtekas puses. Urbumi tika veikti
15 -20 m dzilumam
Dinamiska zondésana veikta lidz 13,80 m
3. Esosa situacija
3.1. | e
Caurteka par Svetes & c,_,:l' 5
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Caurtekas novietojums plana

Caurteka atrodas Jelgavas pilsétas R dala uz Barinu cela. Geomorfologiski
caurteka atrodas Viduslatvijas zemienes Zemgales Iidzenuma. Absolutas
augstuma atzimes urbuma vietas sastada 3,55-3,60 m.

Urbumi tika novietoti pa diognali katra tilta puse.

Caurtekas geotehniskais griezums redzams 1. teksta pielikuma




3.1.

3. Esosa situacija

1.izpetes punkts tika novietots caurtekas A dala un 2.izpetes punkts novietots
R dala uz esosas cela konstrukcijas.

Pasreiz nav zinams esosas caurtekas ievives dzilums un uz kadas grunts
pamatnes ta atrodas.

Caurtekas izpétes zona geotehniskos apstak]us veido sadas gruntis:

Tehnogénas
GTE - 1g Uzbérta grunts - grants

GTE - 1p' Uzbérta grunts — puteklaina smilts, bliva
GTE - 1p" Uzbérta grunts — puteklaina smilts, vidgji bliva
GTE - 1p™ Uzbérta grunts — puteklaina smilts, irdena

GTE - 1g Uzbérta grunts - grants, iegul visa laukuma no zemes
virsmas 0,3 m bieza slana veida, absolita slana pédas atzime 3,25.

GTE - 1p' Uzberta grunts — putek/aina smilts, bliva, iegul visa
laukuma 0,8 m bieza slapa veida dziluma intervala no 0,8 lidz 1,6 m,
absolttas slana pedas atzimes 1,95 - 2,00.

Slana porainibas koeficientu pienemt vienadu ar e = 0,53.

GTE - 1p" Uzbeérta grunts — putek/aina smilts, videji bliva, iegul visa
laukuma 0,2 m bieza slana veida dziluma intervala no 0,6 lidz 1,8 m,
absolttas slana pedas atzimes 1,75 - 2,80.

Slana porainibas koeficientu pienemt vienadu ar e = 0,63.

GTE - 1p"" Uzberta grunts — putek/aina smilts, irdena, iegul visa
laukuma 0,3 m bieza slapa veida dziluma intervala no 0,3 lidz 0,6 m,
absolttas slana pedas atzimes 2,95 - 3,00.

Dabiga saguluma
GTE - 6' Puteklaina smilts, bliva
GTE - 6" Puteklaina smilts, vidgji bliva
GTE - 7' Smalka smilts, bliva
GTE - 7" Smalka smilts, vidgji bliva
GTE - 16mp Sloksnu mals, miksti plastisks
GTE - 16pc Sloksnu mals, pusciets
GTE - 16sp Sloksnu mals, siksti plastisks

GTE - 6’ Putek/aina smilts, bliva, iegu] visa laukuma 1,7 - 1,8 m bieza
slana veida dziluma intervala no 4,4 lidz 6,2 m, absolutas slana pedas atzimes
-2,65 - -2,60.

Slana porainibas koeficientu pienemt vienadu ar e = 0,54.



GTE - 6" Putek/aina smilts, videji bliva, iegul visa laukuma 0,6 m
bieza slapa veida dzilJuma intervala no 6,2 lidz 6,8 m, absolutas slana pedas
atzimes -3,25 - -3,20.

Slana porainibas koeficientu pienemt vienadu ar e = 0,60.

GTE - 7' Smalka smilts, bliva, iegul visa laukuma bieza slanpa veida
0,4 m dziluma intervala no 3,0 lidz 3,4 m, absolutas slana pédas atzimes 0,15
- 0,20.

Slana porainibas koeficientu pienemt vienadu ar e = 0,56.

GTE - 7" Smalka smilts, vidéji bliva, iegul visa laukuma 1,0 - 1,4 m
bieza slapa veida dzilJuma intervala no 1,6 lidz 4,5 m, absolutas slana pedas
atztimes -0,90 - 0,60.

Slana porainibas koeficientu pienemt vienadu ar e = 0,60.

GTE - 16mp Slokspu mals, miksti plastisks, iegul] visa laukuma 0,6 -
1,6 m bieza slana veida dziluma intervala no 6,8 lidz 9,4 m, absolutas slana
pedas atzimes -5,85 - -3,80.

GTE - 16pc Slokspu mals, pusciets, iegul visa laukuma 2,2 m bieza
slana veida dziluma intervala no 12,8 Ilidz 15,0 m, absolatas slapa pédas
atzimes -11,45 - -11,40.

GTE - 16sp Slokspu mals, siksti plastisks, iegul visa laukuma 0,4 - 5,0

m bieza slapa veida dziluma intervala no 7,4 lidz 20,0 m, absolatas slana
pedas atzimes -16,45 - -4,20.

4.2. | Secinajumi un ieteikumi

1. Geotehniskie apstakli izpéetitaja laukuma ir viendabigi, jo abos izpétes punktos
konstatéti vienadi geotehniskie apstakili.

2. Gruntsudens Itmenis izpé&tes diena tika konstatéts tikai no 1,70 -2,5 m dziJumam no
zemes virsmas vai uz absolatam augstuma atzimém 1,10 — 1,90 m.

3. Nemot veéra viendabigo geotehnisko situaciju par caurtekas pamatni ieteicams
izmantot vidgji blivas un blivas smalkas smilts slanus (GTE — 7" un 7°).

4. Malaino grunsu normativais caursalsanas dzilums, iespgjamais 1 reizi 10 gados ir
120 cm. (LBN 003-15 "Buvklimatologija™).



5. Gruntsudens sastavs pec LVS EN 206 neuzrada neviena no raditajiem agresivitati.
Laboratorijas protoklu skatit teksta pielikumu Nr. 3.

6. Grunsu fizikalimehaniskas 1pasibas skatit 1. pielikuma

Geotehniska izpéte veikta 2017. gada 15. augusta.

SIA ,ILA.R.” geotehnikis/geologs: Gints Robalts

Teksta pielikumi

1. | Grunsu fizikali mehanisko ipasibu tabula 1 lapa
2. | Dinamiskas zondgsanas dati un grafiks 4 lapas
3. | Gruntsudens testésanas parskats 1 lapa
4. | Grunts testésanas parskats 2 lapas

Grafiskie pielikumi

1. | Geotehnisko izstradnu un griezuma linijas izvietojuma 1 lapa
plans M 1 : 500

2. | Geotehniskais griezums 1-1” un ta apzim&jumi 1 lapa



1. Pielikums

LAR. Grunsu normativie un aprekinu raditaji Objekts: Svetes_Caurteka
Porainibas Dabigais Blivums, Ipatnéja saiste, lek$éjas berzes, Def. mod
GTE Grunts nosaukums koeficients mitrums g/cm?® MPa grados MPa Pd Ro
MPa MPa
e w Pn Cn Cil Ci ®n Qi (0] E
1g |Uzbérta grunts - grants 1,75
1p' |Uzbérta grunts — puteklaina smilts, bliva 0,535 2,04 0,0056 0,0056 0,0056 33,21 32,74 | 32,32 36,91 11,75 | 0,34
1p” EITZ\?:”"" grunts — puteklaina smilts, videji| - 53, 1,95 00041 | 00041 | 00041 | 3013 |2901|2802]| 2113 | 547 | 026
1p" pzbérta grunts — puteklaina smilts, 1,92
irdena
6' Puteklaina smilts, bliva 0,542 2,04 0,0055 0,0055 0,0055 33,08 32,81 | 32,63 35,21 11,15 | 0,34
6" Puteklaina smilts, vid&ji bliva 0,600 1,95 0,0046 0,0046 0,0046 31,26 30,37 | 29,58 25,11 7,13 0,28
7' Smalka smilts, bliva 0,564 1,95 0,0033 0,0033 0,0033 34,64 34,33 | 34,06 31,56 9,40 0,34
7" Smalka smilts, vidéji bliva 0,601 1,97 0,0026 0,0026 0,0026 33,19 32,86 | 32,65 25,91 7,05 0,31
16mp | Slok$nu mals, miksti plastisks 0,699 24,6 2,00 ~18 513 | 0,30
16pc | Slok$nu mals, pusciets 0,71 25 1,99 ~18 9,23 | 0,30
16sp | Slok$nu mals, siksti plastisks 0,654-0,884 | 23-31,2 1,90-2,03 ~18 8,31 | 0,30




LLA.R.

Dinamiskas zondesanas pasw

Objekts: Svetes_Caurteka

Dinamiskas zondésanas punkts (DPSHB) - 2

Dzilums n pd

0,6 1 1,06
0,8 4 4,23

1 10 10,56
1.2 9 8,63
14 15 14,39
1,6 14 13,43
1,8 7 6,71

2 4 3,84
2,2 7 6,19
24 7 6,19
2,6 9 7,95
2,8 9 7,95

3 9 7,95
32 11 8,99
34 12 9,81
3,6 10 8,18
38 9 7,36

4 8 6,54
4,2 12 9,21
44 8 6,14
4,6 13 9,98
48 13 9,98

5 14 10,75
52 12 8,67
54 20 14,45
5,6 11 7,95
58 20 14,45

6 19 13,73
6,2 15 10,36
6,4 12 8,28
6,6 12 8,28
6,8 7 4,83

7 6 3,64
72 5 2,86
74 8 4,58
7,6 20 11,45
78 30 17,18

8 17 9,73
8,2 9 4,87
8,4 10 541
8,6 11 5,95
8,8 9 4,87

9 8 4,33
9,2 11 5,62
94 9 4,6
9,6 12 6,14
9,8 13 6,65
10 11 5,62
10,2 13 6,29
10,4 11 5,32
10,6 13 6,29
10,8 16 7,74
11 18 8,71
11,2 24 11
11,4 17 7,79
11,6 21 9,63
11,8 17 7,79
12 16 7,33
12,2 19 8,25
12,4 18 7,82
12,6 21 9,12
12,8 18 7,82
13 22 9,56
13,2 21 8,65
134 21 8,65
13,6 22 9,06
13,8 22 9,06
14 21 8,65
14,2 25 9,66
14,4 22 8,5
14,6 27 10,43
14,8 22 8,5
15 28 10,81
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DPSH PAGANI TG 63-150 kN
"BG I

Rigas iela 45-34, Livani

DYNAMIC PENETRATION TEST Nr.1
Equipment used... DPSH (Dinamic Probing Super Heavy)

Customer:
Site:

ite:
Location: Svetes caurteka, Jelgava

Dete: 05,09.2017

Scale 1:62

No. of blows tip penetration Rpd (Kg/cm?)
5 10 15 20 25 30 0

o

24,8

99,2




Processing type nr. blows: Average

Depth (m) | No. of blows | Calculation | Reduced dyn.| Dynamic Reduced Allow.
Chi probe resistance resistance allowable pressure
reduction (Kg/cm?) (Kg/cm?) pressure Herminier -

coeff. Herminier - Dutch
Dutch (Kg/lcm?)
(Kg/lcm?)
0,20 0 0,855 0,00 0,00 0,00 0,00
0,40 0 0,851 0,00 0,00 0,00 0,00
0,60 1 0,847 8,23 9,72 0,41 0,49
0,80 4 0,843 32,78 38,87 1,64 1,94
1,00 10 0,840 75,49 89,90 3,77 4,49
1,20 9 0,836 67,66 80,91 3,38 4,05
1,40 15 0,783 105,57 134,85 5,28 6,74
1,60 14 0,780 98,11 125,86 4,91 6,29
1,80 7 0,826 52,00 62,93 2,60 3,15
2,00 4 0,823 27,54 33,45 1,38 1,67
2,20 7 0,820 48,01 58,54 2,40 2,93
2,40 7 0,817 47,84 58,54 2,39 2,93
2,60 9 0,814 61,29 75,27 3,06 3,76
2,80 9 0,811 61,08 75,27 3,05 3,76
3,00 9 0,809 56,90 70,37 2,85 3,52
3,20 1 0,806 69,32 86,00 3,47 4,30
3,40 12 0,803 75,38 93,82 3,77 4,69
3,60 10 0,801 62,62 78,18 3,13 391
3,80 9 0,798 56,18 70,37 2,81 3,52
4,00 8 0,796 46,74 58,72 2,34 2,94
4,20 12 0,794 69,91 88,08 3,50 4,40
4,40 8 0,791 46,47 58,72 2,32 2,94
4,60 13 0,739 70,54 95,42 3,53 4,77
4,80 13 0,737 70,34 95,42 3,52 4,77
5,00 14 0,735 71,18 96,84 3,56 4,84
5,20 12 0,783 64,99 83,01 3,25 4,15
5,40 20 0,731 101,13 138,34 5,06 6,92
5,60 1 0,779 59,28 76,09 2,96 3,80
5,80 20 0,727 100,61 138,34 5,03 6,92
6,00 19 0,725 90,15 124,26 4,51 6,21
6,20 15 0,724 71,00 98,10 3,55 4,91
6,40 12 0,772 60,59 78,48 3,03 3,92
6,60 12 0,770 60,46 78,48 3,02 3,92
6,80 7 0,769 35,19 45,78 1,76 2,29
7,00 6 0,767 28,55 37,21 1,43 1,86
7,20 5 0,766 23,74 31,01 1,19 1,55
7,40 8 0,764 37,92 49,62 1,90 2,48
7,60 20 0,713 88,41 124,04 4,42 6,20
7,80 30 0,661 123,04 186,07 6,15 9,30
8,00 17 0,710 71,17 100,26 3,56 5,01
8,20 9 0,759 40,26 53,08 2,01 2,65
8,40 10 0,757 44,66 58,97 2,23 2,95
8,60 11 0,756 49,04 64,87 2,45 3,24
8,80 9 0,755 40,06 53,08 2,00 2,65
9,00 8 0,753 33,88 44,97 1,69 2,25
9,20 1 0,752 46,52 61,83 2,33 3,09
9,40 9 0,751 38,00 50,59 1,90 2,53
9,60 12 0,750 50,59 67,45 2,53 3,37




9,80 13 0,699 51,07 73,08 2,55 3,65
10,00 11 0,748 44,16 59,07 2,21 2,95
10,20 13 0,697 48,63 69,81 2,43 3,49
10,40 11 0,746 44,03 59,07 2,20 2,95
10,60 13 0,694 48,48 69,81 2,42 3,49
10,80 16 0,693 59,57 85,91 2,98 4,30
11,00 18 0,692 64,05 92,51 3,20 4,63
11,20 24 0,641 79,11 123,35 3,96 6,17
11,40 17 0,690 60,31 87,37 3,02 4,37
11,60 21 0,639 69,00 107,93 3,45 5,40
11,80 17 0,688 60,13 87,37 3,01 4,37
12,00 16 0,687 54,19 78,86 2,71 3,94
12,20 19 0,686 64,26 93,64 3,21 4,68
12,40 18 0,685 60,79 88,71 3,04 4,44
12,60 21 0,634 65,64 103,50 3,28 5,18
12,80 18 0,683 60,60 88,71 3,03 4,44
13,00 22 0,632 65,83 104,15 3,29 521
13,20 21 0,631 62,74 99,42 3,14 4,97
13,40 21 0,630 62,63 99,42 3,13 4,97
13,60 22 0,629 65,51 104,15 3,28 521
13,80 22 0,628 65,40 104,15 3,27 521
14,00 21 0,627 59,95 95,64 3,00 4,78
14,20 25 0,626 71,25 113,86 3,56 5,69
14,40 22 0,625 62,58 100,20 3,13 501
14,60 27 0,623 76,67 122,97 3,83 6,15
14,80 22 0,622 62,35 100,20 3,12 501
15,00 28 0,621 76,31 122,86 3,82 6,14




SIA "AND resources" testesanas laboratorija
Olivu iela 9, LV-1004 ,Riga, talr. 29154719

Testesanas parskats Nr.

15ir/2017

T-246

Pasutitajs, ta adrese: SIA ”LLA.R.", Jurmala, Talsu soseja 31 k-19-50, LV-2016

Faktiska adrese:
Parauga veids:
Obijekts : Caurteka

Hamana iela 7, Riga
virszemes adens

Informacijas par testesanas paraugu

Lab.reg. Paraugu identifikacija Piegadats Testesanas Testesanas
Nr. laboratorija sakums beigas
15ir Caurteka* 14.08.2017. 14.08.2017. 15.08.2017.

Radrtaji un testesanas metodes

Raditaji Testesanas metodes Raditaji Testesanas metodes
pH LVS 1S010523:2012 CO2, briva, agresiva APHASM 4500CO,C

Ca™ LVS EN ISO 14911:2000 Magnijs LVS EN ISO 14911:2000
EVS-Elektrovaditspgja LVS EN 27888:1985 HCO, T-246--4:2002

Na", K',NH, LVS EN ISO 14911:2000 Kopgja cietiba T-246-0-3:2016

SOZ~ - sultatr,CI - hlortdi

LVS EN ISO 10304-1:2009

Karbonatu cietiba

APHASM 2340C

Testesanas

rezultati
Gruntsadens korozijas aktivitate attieciba pret betonu

Lab.reg.[ Ca™ | Mg Na | K NH, |HCO;| SO, | CI' | Cietiba | Cietba |pH [EVS | co, | co,

karbonatu | kopgja briva |agresiva

Nr. | mg/l] mg/l | mg/l| mg/l | mgN/I| mg/l | mg/l | mg/l | mg-ekv/l| mg-ekvil ms/Cm | mg/l | mg/l

15ir | 92,1 27,8 12,4] 3,8] 0,12] 337 32,7] 42,1 5,52 6,88] 7,69 /02 8,4 3,1
Laboratorijas vaditajs : M.Lazniks j/
Paraksts’

Testesanas rezultati attiecas tikai uz konkrétiem testésanas paraugiem ( objektiem ).
Bez testésanas laboratorijas rakstiskas atlaujas nav atlauta testésanas parskata reproducésana nepilna apjoma.

Par paraugu pareizas pemsanas vietu un nemsanas pareizibu un kvalitati atbild pasttitajs .

*-péc klienta datiem

1.(1)
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LATVIJAS GEOTEHNISKA LABORATORIJA
GRUNTSEKSPERTS
f

Margrietas iela 7, Riga, LV-1046
latgeolab@gmail.com, talr. 29189829

Pasdititajs: SIA"LLA.R.", Hdmana iela 7, Riga, LV-1007

Objekts: Jelgava, Svéte, Caurteka

Informacija par paraugiem: SmilSaina un malaina grunts (polietiléna maisinos ~ 2 kg)
Paraugu sanem$anas datums: 11.08.2017.

Rezultatu izsniegSanas datums: 21.08.2017.

TestéSanas parskats 464-2017

Lpp.2no 2
GRUNTS FIZIKALO IPASIBU NOTEIKSANAS REZULTATI
Urbuma-|  Parauga Plist Konsi
. Dabis-kais l_js a Drup$anas | Plastiskuma | Plistamibas onsis-
Lab. Farauga nemsanas mitrums mibas robeza skaitlis raditajs tences
robeza raditajs
Nr. Nr. dzilums
m w, % |w,% Wp, % Ip, % I I,
464B787 | 1-3 8,0-8,4 24,6 30,5 17,3 13,2 0,55 0,45
464B788 | 1-4 | 11,0-11,4| 28,2 36,5 19,4 17,1 0,51 0,49
464B789 | 1-5 | 14,1-14,4| 31,2 40,3 19,4 20,9 0,56 0,44
464B791 | 2-7 7,2-7,8 29,1 40,3 21,5 18,8 0,40 0,60
464B792 | 2-8 | 18,5-19,0| 23,0 39,1 13,8 25,3 0,36 0,64

Pasdtitajs atbildigs par parauga nemsanas pareizibu un kvalitati.

Testé3anas metodes:
- granulometriskais sastavs - LVS CEN ISO/TS 17892-4:2005 (sietu un areometra metodes),
- mitrums - LVS EN ISO 17892-1:2015,
- plastiskums - LVS CEN ISO/TS 17892-12:2013.

TestéSanas rezultati attiecas uz materialu, kas noradits parskata.
Bez Latvijas Geotehniskas Laboratorijas "Gruntseksperts" rakstiskas atlaujas testéSanas rezultatu
reproducésana nepilna apjoma ir aizliegta.

Laboratorijas vaditaja: M S Terentjeva
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LATVIIAS GEOTEHNISKA LABORATORIJA

GRUNTSEKSPERTS
Pasuttajs:  SJA "l.A.R.", Hamana iela 7, Riga, LV-1007 Margrietas iela 7, Riga, LV-1046
Objekts: Jelgava, Svéte, Caurtieka latgeolab@gmail.com, talr. 29189829
Informacija par paraugiem: Smil$aina un malaina grunts (polietiléna maisinos ~ 2 kg)
Paraugu sanems$anas datums: 11.08.2017. -T-510
Rezultatu izsniegSanas datums: 23.08.2017.
GRANULOMETRISKA SASTAVA NOTEIKSANAS REZULTATI
MALS / CLAY PUTEKLI / SILT SMILTS / SAND GRANTS, OLI / GRAVEL AKMENI / COBBLES
Smalka/Fine I Vidéja/Medium I Rupja/Coarse | Smalka/Fine IVidéja/Medium Rupja/Coarse | Smalka/Fine | Vidéja/Medium | Rupja/Coarse
0,002 0,006 0,02 0,06 0,2 0,6 2 6 20 60
100,0 u o u, e e e -}
[ T}
20,0 ’
80,0 d
Bd )%
70,0
60,0 / /
] / /
50,0 pe| /
40,0 ):r/ Y
30,0 /
20,0 /,’
| L
10,0 o
0,0
0,0010 0,0100 0,1000 1,0000 10,0000 100,0000
Parauga Dzilums,
Simbols Lab. Sample no-lidz Grunts nosaukums % % % % % Cy Ce
Depth, Soil name Grants | Smilts | Putekli Mals
Nr. Nr. from-to LVS EN ISO 14688-2:2004 Oli Cobbles| Gravel | Sand Silt Clay 10% | 30% | 60% . _
' _ _ TestéSanas parskats
o lasee7ss| 1-1 2228 Viendabiga s.malka smilts Even- 0 0 93 7 0.068] 0.110] 0.170| 2.5 105 464-2017
graded fine sand (FSa)
Ipp. 1 no 2
o |464B789| 1-5 | 14,1-14,4 Mals Clay (Cl) 0 0 6 | 34 60 - - - - -
O |464B790| 2-6 5,0-5,5 Putekli Silt (saSi) 0 1 4 | 92 4 - - - - -
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