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COOKER HOODS AND

KITCHEN FITTINGS

HP-N Series
HP-60 N Bl

LI

Traditional cooker hoods.

Characteristics:
Metalic filters.

Backdraft shutter.
Upper or rear extraction.

+ Attributes
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+ Technical characteristics

Modeal Color  Diameter 1] Airflow at  Supply Spead Motors Powar Illumination Current Sound
discharge Discharge free (W) Al pressure level®

tube duct  discharge [dB (A])
[mm] [mm] (m3/h)

HP-60 N BLANCO RAL 7003 600 120 240 230V-50Hz 3 1 100 Halogen 1x2BW 0.8 46

HP-40 N MARRON RAL 8019 600 120 240 230V-50Hz 3 1 100 Halogen 1x28W 08 4t

HP-60 N Bl BLANCO RAL 2003 600 120 330 230V-50Hz 3 2 2x100 Halogen 2x28W 1.4 53

HP-60 N BIMARRON ~ RAL 8019 600 120 330 230V-50Hz 3 2 2x100 Halogen 2x28W 1.4 53

* Sound pressure level measured at 1,5 m at free air conditions.

+ Dimensions

VERSIONS White/Brown
HP-40 N: 40 crm, wide,
HP-40 N Bl: 60 cm. wide.

+ Mounting Accessories

GSA-125 MO CX-125/215 PER-125W

Flexible aluminium Worm drive clips | Backdraft shutters

GRA-100 CT-125 ACTIVE CARBON

| Aluminium guards Cowl FILTERS
Circular
@190
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