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ALPHAZ2 L 25-50 180

Uzmanibu! Izstradajuma attéls var atSkirties no faktiska izstradajuma izskata.

Izstradajuma Nr.: 98124072

GRUNDFOS ALPHA2 L
The next generation of A-labelled small circulators

ALPHAZ2 L is the latest member of the Grundfos family of high-quality circulators.
With ALPHA2 L, you can stop worrying about complicated pump settings.

ALPHA2 L is flexible, reliable, and more compact than any other A-labelled circulator pump on the
market.

Compact design

The innovative design makes ALPHA?2 L the most compact Grundfos circulator available. With the
electronics integrated in the pump housing, installation in very confined spaces is now possible.

A-label

The frequency converter, permanent-magnet technology, and compact stator place ALPHA2 L
highest on the energy label scheme. ALPHA2 L will use up to 80 % less electrical energy than
D-labelled circulators.

ALPHA plug

The much appreciated and very popular ALPHA plug is the only plug in the market that offers
extremely simple cable connection.

One-touch operation
Intuitive one-touch operation enables simple setting.

Skidrums:

Soknéjamais Skidrums: Apkures Gdens
Skidruma temperatiras diapazons: 2 ..110 °C
Liquid temp: 60 °C

Blivums: 983.2 kg/m3
Kinematiska viskozitate: 1 mm?/s
Technical:

Faktiski aprékinata plasma: 1.69 m3/st

Sakna rezultéjoSais siknéSanas augstums: 2.66 m
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TF klase: 110
Apstiprinajumi pases datu plaksnité: VDE,GS,CE

Materiali:
Sukna korpuss: Cuguns
EN-JL 1020
ASTM A48-25 B
Saknrats: Kompozits, PP

Uzstadisana:
Apkartéjas vides temperatiras diapazons: 0 ..40 °C

Maks. darba spiediens: 10 bar
Pievienojums: G1l1/2
Spiediena pakape: PN 10

Garums no viena pievienojuma lidz otram: 180 mm

Elektriskie dati:

leejas jauda P1: 5..32W
Maksimalais stravas patérins:  0.05..0.27 A
Tikla frekvence: 50 Hz
Nominalais spriegums: 1x230V
Korpusa klase (IEC 34-5): P42
Izolacijas klase (IEC 85): F
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Apraksts Vértiba [:] |ALPHA? L 25-50 180, 1230 V, 50Hz ﬁ)};
Q =1.69 m¥/st

RN - H=266m
Visparéja |nf0rmacua: 5.5 Suknéjamais Skidrums = Apkures tdens
Izstradajuma nosaukums: ALPHA2 L 25-50 180 ’ Skidruma temp. = 60 ‘;C
Pozicija 504 Blivums = 983.2 kg/m
Izstradajuma Nr.: 98124072
EAN numurs: 5710629439925 45
Technical: 4.0
Maks. stkn. augstums: 50 dm 254 L0
TF klase: 110 ’

Apstiprinajumi pases datu plaksnité: VDE,GS,CE 304 | 60
Materiali: 25 150
Sadkna korpuss: Cuguns
EN-JL 1020 2.0 40
ASTM A48-25 B 15 -
Suknrats: Kompozits, PP > i
1.0 L 20
Uzstadisana:
Apkartéjas vides temperatdras diapazons: 0 ..40 °C 0.5 10
Maks. darba spiediens: 10 bar Eta siknis+motors = 38.4 %

i i i N 00 71/ T T T T T T T T T T T T -l 0
Z;;\éﬁgz]:?:képe: (P;Nlllé,z PlO 02 04 06 08 10 12 14 16 1,8 20 22 24  Q[md¥st
Garums no viena pievienojuma I1dz otram: 180 mm W]
~ 304
Skidrums:

Skidruma temperatiras diapazons: 2..110°C 254
Kinematiska viskozitate: 1 mm?/s -
Elektriskie dati: 154
leejas jauda P1: 5..32W
Maksimalais stravas patérins: 0.05..0.27 A 104
Tikla frekvence: 50 Hz 5
Nominalais spriegums: 1x230V Pls313W
Korpusa klase (IEC 34-5): P42 0 i
Izolacijas klase (IEC 85): F
Motora aizsardz.: NONE
Termiska aizsardz.: ELEC
Konrole:
Spailu karbas poz.: 6H
Citi:
Energy (EEI): 0.23
Neto svars: 2.1 kg
Bruto svars: 2.3 kg
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suknis

levade
Visparéjs
Application
Application area
UzstadiSanas veids
UzstadiSana

Plasma (Q)
Spiedienaugstums (H)

Jusu prasibas

Suknéjamais Skidrums

Min. Skidruma temperatira
Skidruma temperatdra darba laika
Maks. Skidruma temperatira

Maks. darba spiediens

Min. ieplades spiediens
Pielaujamais plismas samazinajums

Vadibas reZzims
Vadibas rezims

Decrease at low flow
DroSibas klase

Redigét slodzes profilu
Apkures sezona

Slodzes diagramma

Samazinats razigums nakts laika

Configuration

Saknu skaits

Operational conditions

Frekvence

Faze

Min. jaudas ierobezojums ZT palaidei
Spriegums

Apkure
Komercialas ékas
IzplatiSana
Galvenais
cirkulators

1.64 m3/st

25m

Apkures Gdens
20°C

60 °C

60 °C

10 bar

1.5 bar

2%

Proporcionals
spiediens

50 %

1P20

285 days
Standarta profils
No

Parallel
1

50 Hz

lor3

5.5 kW

\1/x 230 vai 3 x 400

Apkartéja temperatara 20 °C
Life cycle cost
Include savings in heat energy Yes
Water temperature difference 10K
Consumption controlled by thermostatic 100 %
valves
Thermostatic valves with P-band of 2K
Hydraulic balancing Yes
Price for heat energy (oil, gas etc.) 0.05 €/kWh
Hit list settings
Energijas cena 0.15 €/kWh
Energijas cenas paaugstinaSana 6 %
Aprékinasanas periods 15 years

Slodzes profils

1 2 3 4

Plasma 100 75 50 25 %
Spiediena augstums 108 94 81 67 %
P1 0.031 0.022 0.014 0.009 kw
Eta kopa 38.2 357 309 207 %
Laiks 410 1026 2394 3010 h/a

98124072 ALPHAZ2 L 25-50 180 50 Hz

Izvéles rezultats
Tips
Daudzums 1
Plasma
Spiediena augstums

ALPHAZ2 L 25-50 180

Min.ieplides spiediens

Jauda P1
Eta sOknis+motors

Eta kopa
Energ. patéring

CO2 emisija
Cena

Cena + energ. izmaksas

Ekspl. izdevumi

1.69 m3/st ( +3%)
2.66 m ( +7%)

0.2 bar (60 °C,
salidzinajuma ar
atmosféru)

0.031 kW
38.4 % =Eta soknis * Eta
motors
38.4 % =Eta attieciba pret
raz. punktu
96 kWh/Gads
55 kg/Gads
Péc pieprasijuma
Péc pieprasijuma /15Gadi
639 € /15Gadi

H

[m]
5.5
5.0
4.5
4.0
3.5

3.04

‘ALPHAZ L 25-50 180, 1*230 V, 50Hz [90}5}
o

Q =1.69 m¥st

H=2.66m

Saknéjamais Skidrums = Apkures Gdens
Skidruma temp. = 60 °C

Blivums = 983.2 kg/m?
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