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AUSTRUM

Skaidrojoss apraksts

apkures un ventilacijas sistemu buvprojektam.

1. Pielietojamie normativie dokumenti un izejas dati:
11. LBN 231-15 ,Dzivojamo un publisko Eku apkure un ventilacija”;
1.2. LBN 208-15 ,Publiskas €kas un buves”
1.3. LBN 002-15 ,Eku norobeZojo3o konstrukciju siltumtehnika”;
1.4. LBN003-15 ,Bivklimatologija”;
1.5. LBN 201-15 ,Bdvju ugunsdroS$iba’”;
1.6. LBN 016-15 ,Bivakustika”;
1.7. LBN 006-00 ,Batiskas prasibas buvém?;
1.8. LBN 007-10 ,Nekaitiguma prasibas bavem”;
1.9. LVS CR 1752-2008 , Eku ventilacija. lekstelpu vides projektéSanas kritériji’;

1.10. LVS EN 15251 ,lekStelpu novertéjuma kritériji temperatdrai, gaisa kvalitatei,
gaismai un troksnim”;

1.11. LVS ENISO 7730 ,Siltuma vides ergonomika ...”;

112. LVS EN 13779 ,Nedzivojamo €&ku ventilacija. Ventilacijas un gaisa
kondicionéSanas sistému veiktspéjas prasibas’.

1.13. Arhitektdras risinajumi un telpu planojums uz 2017.gada 18.04.

2. Ara gaisa aprékina parametri:
2.1. Ziema -22,3°C; Rh=88%.
2.2. Vasara +25.o°c, Rh=75%.

3. Telpu gaisa temperatiru un gaisa apmainu aprékina parametri:
3.1. Telpas sasniedzamo temperatiru un gaisa apmainu nodroSindjumu tabulu skatit
ékas gaisa apmainu tabula. Gaisa apmainu apjomi paredzéti saskana ar LBN 231-15 un
LVS EN 15251 ,lekStelpu novertéjuma kritériji temperatdrai, gaisa kvalitatei, gaismai un
troksnim” un LVS CR 1752-2008 , Eku ventilacija. lek3telpu vides projekté3anas kritériji”
prasibam saskana ar ,IDA 3" pielaujamam vértibam. CO, koncentracija izplides gaisa
pielaujama vértiba pienemta saskana ar ,IDA 27, tas ir robezas no 400 Iidz 600 (ppm) , kas
atbilst parastas gaisa kvalitates kategorijai. Ja apkartéja gaisa kvalitate péc mérijumu
veikSanas blUs ar augstaku CO, koncentraciju, tad ir jadoma par Sis koncentracijas
samazinasanas pasakumiem regiona méroga. Ja pasutitajs piekrit, ka CO, koncentracija
drikst bat ar zemaku kategoriju (IDA3- pienemama gaisa kvalitate robezas no 600-1000
ppm, vai IDA4 — zema gaisa kvalitate virs 1000 ppm), tad 81 norade var tikt labota, bet ST
CO; koncentracija nedrikst parsniegt 1032ppm, vai tas ir 2000 mg/m?® gaisa, kas noteikts ar
LBN 007-10 noteikumiem.

Lai nodrosinatu sanitari higiénisko normu prasibas gaisa kvalitatei saskana ar LBN
231-15 p.75.2. prasibam, mitrums publiskas telpas nodroSinams ar relativo gaisa mitrumu
ziema ne zemak par Rh=30% un vasara ne augstak par Rh=60%.
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4. Projektéto tehnisko risindjumu 1ss apraksts:
4.1. Ekas tehniska projekta AVK dala izstradata saskana ar ,Projekté$anas uzdevumu”,
ar mérki nodrosinat kvalitativu, ekonomisku un droSu apkures un ventilacijas sistému
ekspluataciju un kvalitativu, normativiem atbilstoSu mikroklimatu publiskas lietoSanas
telpas un telpu grupas.
4.2. Tehniska projekta AVK dala paredzéti pasakumi, kuri veicami, lai sasniegtu €kas
droSu ekspluataciju.
4.3. Buvprojekta AVK dala paredzéts atgdt energiju izmantojot ventilacijas sistému
agregatus ar rotacijas tipa rekuperatoriem, kuru efektivitate siltuma atgiSanai sasniedz
vairak ka 78%, kas atbilst Eko Dizaina 2018 normu prasibam un, kuru ieguto siltuma
energiju paredzéts izmantot ventilacijas sisttmu patéréjamo siltuma slodZzu atbalstam, ta
samazinot siltuma patérinus no ékas siltummezgla. Dzivoklu ventilacijai tiek paredzéti
keramiskie rekuperatori, ar kuriem tiek panakta gaisa apmaina dzivojamajas telpas bez
papildus siltuma pievadiSanas gaisa uzsildiS8anai. Radiatoru apkures sistémas radiatoru
sildjaudas paredzetas ar sildjaudas rezervi gaisa piesildisanai péc keramiskajiem
rekuperatoriem

5. Siltumapgades sistémas.
5.1. Lai nodrosinatu €ka visu paredzeto telpu un iekartu siltumapgadi, ir paredzétas
divas neatkarigas siltumapgades sistémas: radiatoru apkures sistéma un ventilacijas
kaloriferu siltumapgades sistéma. Siltumneséja sagatavoSana paredzéta esoSaja
siltummezgla, kuru nav paredzéts rekonstruét. Ta ka siltuma patérinu slodzes apkures un
ventilacijas sisttmam netiek palielinatas saskana ar Saja bivprojekta paredzétajiem
pasakumiem, bet siltd TGdens patérins netiek mainits, tad nav nepiecieSama siltummezgla
rekonstrukcija. Esosa siltummezgla automatiskas vadibas sistéma ir spéjiga pielagoties
samazinatajiem siltuma patériniem un spé&j nodrosinat siltumapgades funkcijas.
5.2. Siltuma nes€js radiatoru apkures sistema: tudens ar parametriem 70/50, pie ara gaisa
temperatiiras -22,3 C°. Darba spiediens apkures sistéma paredzéts 2.5 bar. Siltuma
patérins radiatoru apkures sistéma paredzets 83,02 kW.
5.3. Siltuma neséjs ventilacijas kaloriferu siltumapgades sistéma: Udens ar parametriem
80/60, pie ara gaisa temperatiras -22,3 C°. Darba spiediens kaloriferu siltumapgades
sisttma paredzéts 2.0 bar. Siltuma patérins kaloriferu siltumapgades sistéma paredzéts
38,1 kW.
5.4. Silta Udens apgades sistéma paredzéta UK sadala. Silta Tdens sistémas @dens
sagatavoSana paredzéta €kas esoSaja siltummezgla pie esosas siltuma patérina slodzes.
Siltumapgades sistemu pieslégumi pie esoSa siltummezgla siltumapgades sistémas
paredzéti péc neatkariga sléguma, izmantojot Udens sagatavoSanu plaksnu tipa
siltummainos.
5.5. Siltumtehniskajiem aprékiniem &kas konstrukciju siltumvadamibas koeficienti
paredzétas saskana ar AR dala paredzétajiem materialiem un ir sekojoSas:
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Ara gazbetona sienu konstrukcijam ar siltumizolaciju U=0.15 W/m’K;

Ara kiedelu mira sienu konstrukcijam ar siltumizolaciju U=0,14 W/m’K;
Logi-kopé&jais logu siltumcaurlaidibas

koeficients ar iek&jo ailu aizdari U=1.4 W/m’K;
Ar&jas stiklotas durvis-kop&jais

siltumcaurlaidibas koeficients U=1.4 W/m’;
Jumta konstrukcijas-kopé€jais siltumcaurlaidibas

Koeficients ar siltumizolaciju U=0.18 W/m’K;
Gridas virs grunts ar siltumizolaciju U=0.17 W/m’K.

6. Apkures sistema.

6.1. Eka ir esoSa apkures sistéma, kura saskana ar bives tehniskas apseko$anas atzinumu
ir apmierinosa stavokli, tomér neskatoties uz to ir pienemts IEmums demontét esoso
apkures sistému un tas vieta izblveét jaunu, jo tiek paredzéts nodalit dzivokliem paredzetos
apkures sistémas stavvadus no koplietoSanas telpas apkalpojosas dalas stavvadiem ar
atbilstosu siltuma uzskaites sistémas izveidi. Veca tipa sildkermeni tiks nomainiti pret
jauniem apkures radiatoriem ,Purmo Planora”, kuri atbilst vismodernakajam higi€énas
prasibam. Tie ir ar gludu radiatoru virsmu, kuras apstrades kvalitate atbilst DIN 55900
normativiem, tiem ir ieblvéts termoreguléSanas varsts ar 4 caurulvadu pieslégumu vietam
sanos un 2 apaksas piesléguma vietam. Radiatoru kvalitate atbilst SFS-EN ISO 9001 un
ISO 14001 prasibam. Ja kada telpa sildkermenu nomaina veikta jau ieprieks, tie var tikt
saglabati (iepriekS novértéjot jaudas piemérotibu), nepiecieSamibas gadijuma veicot
sildkermena piesléguma rekonstrukciju, lai nodroSinatu individualas reguléSanas iespéjas
un apkures sisttmas pareizu darbibu. Pielaujama analogu citu razotaju sildkermenu
uzstadisana ar lidzvertigiem jaudas parametriem.

6.2. Dzivoklu apkures sistemas paredzétas ar atseviSkiem pievienojumiem Kkopgjas
apkures sistémas stavvadiem, katram dzivoklim atseviSkS pievienojums. Katra dzivokla
pievienojuma vieta tiek uzstadits siltuma plismas uzskaites mezgls ar distances
nolasi$anas iespéju. Sie uzskaites mezgli tiek montéti koplietosanas gaitenos paredzétos
sienas skapiSos, kopéjos ar siltd un auksta ddens uzskaites mezgliem. Dzivoklu apkures
sistému radiatoru individualai termoreguléSanai tiek paredzéti firmas ,Danfos” radiatoru
termoregulatori RA 2920 ar iebldvétu sensoru, trieciendro$a korpusa, ar aizsardzibu pret
zadzibu un temperatiras ierobezoSanu RA varstiem. Radiatoru pievienojumam no
apaksSas tiek paredzeéti ,H” veida radiatoru noslégvarsti RLV-KS. Radiatora brivaja augséja
pievienojuma ligzda paredzéts uzstadit atgaisoSanas korki ar ieskrivéjamu atgaisotaju.
Radiatoru termoreguléSana iespéjama ar1 attalinata, aizstajot termoregulatorus RA 2920
ar firmas ,MESH ROBOTICS” piedavatu radiatora kontrolieri RRC-011, kuram ir
elektropiedzinas radiatora varsta regulators, kas tiek vadits lietojot bezvadu MR-01
protokolu. lekartas dizains Tpasi izstradats publiskam €kam, lai nodroSinatu aizsardzibu
pret vienkarSu iekartas noskrivéSanu un lokalu izreguléSanu. lekartas darbibai
nepiecieSams CBC sérijas vadibas bloks.
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6.3. KoplietoSanas telpu apkures sistéma paredzéta ar pievienojumiem citiem apkures
sistémas stavvadiem, kuri nav saistiti ar dzivoklu apkures sistemam. KoplietoSanas telpu
radiator siltuma patérina uzskaitei paredzéti siltuma maksas sadalitaji, vai ta saucama
“Alokatoru” siltuma uzskaites sistéma ar “Alokatoru” montazu katram radiatoram, kuri fiksé
radiatora un telpas temperattru, uzskaitot ari laiku, kadu radiators bijis attiecigaja
temperatura un noraidot So informaciju datu savacéjiem MESAdata WTT16, kuri uzstadami
gaitenos, kuri, savukart, Sos datus nodod centralajam datu terminalam MESA-WEP, kas
veic sistémas darbibas monitoring, datu apkopoSanu un ar internet palidzibu automatiski
reizi diena nosiita datus apkalpojosa uznémuma serverim. Tur dati tiek ievaditi datu
apstrades programma un pamatojoties uz Siem datiem tiek sagatavots aprékins par siltuma
patérinu katra telpa, parskats par siltuma patérinu EUR/m? pa telpu grupam, ka ari
iespéjams sanemt konkréta patérétaja patérina parskatu pa dienam.

Augstak aprakstita uzskaites sistéma nepiecieSama, lai telpas sanemamais siltums
tiktu izmantots sapratigi, netiktu izveédinats caur pastavigi pavertu logu, un tiktu izmantota
sildkermenu reguléSanas termostatisko galvu reguléSanas funkcija, novértéjot komfortu ko
ta sniedz un ietaupljumu, ko iesp€jams iegiut ar sapratigiem reguléSanas un telpu
ventilacijas paradumiem.

Lidzigi ir paredzeta ari dzivoklos patéréta siltuma uzskaite. Dzivoklu apkures sistému
autonomie plusmas siltuma patérina uzskaites mezgli ar siltuma patérina uzskaites
distances nolasitajiem WFM26, kuri patéréto siltumu nosaka katram dzivoklim atseviski,
atkariba no siltumnes€ja caurplides lieluma un temperatiru starpibas turpgaitas un
atgaitas caurulvados. So siltuma skaititaju uzskaititais siltuma patérins ir faktiskais patérins
dzivoklim kopuma, iedzivotajiem saprotamas meérvienibas. Papildus, dzivoklu radiatoriem ir
iespé€jams uzstadit ari siltuma maksas sadalitajus “Alokatorus”, lai butu iesp&ama ari katra
radiatora siltuma patérina kontrole, bet vecaka gada gajuma iedzivotajiem Sadas sistémas
siltuma uzskaites atskaites izdrukas bus komplicétas un nesaprotamas.

Art dzivoklu siltuma patérina uzskaites distances nolasitaju WFM26 radijumus paredzéts
noraidit tam pasam centralajam datu termindalam MESA-WEP, tikai taja nebds ievertéti
siltuma patérini no stavvados, gulvados un kapnu telpas patéréta siltuma dalas.

ArT koplietoSanas telpu apkures sistému radiatoru individualai termoreguléSanai tiek
paredzéti firmas ,Danfos” radiatoru termoregulatori RA 2920 ar iebdvétu sensoru,
trieciendro$a korpusa, ar aizsardzibu pret zadzibu un temperatiras ierobezosanu RA
varstiem. Radiatoru pievienojumam no apakSas tiek paredzéti ,H” veida radiatoru
noslégvarsti RLV-KS. Radiatora brivaja augsSéja pievienojuma ligzda paredzéts uzstadit
atgaisoSanas korki ar ieskrivéjamu atgaisotaju. Ari koplietoSanas telpu radiatoru
termoreguléSana iesp&jama attalinata, aizstajot termoregulatorus RA 2920 ar firmas
,MESH ROBOTICS” piedavatu radiatora kontrolieri RRC-011, kuram ir elektropiedzinas
radiatora varsta regulators, kas tiek vadits lietojot bezvadu MR-01 protokolu. lekartas
dizains 1pasi izstradats publiskam €kam, lai nodroSinatu aizsardzibu pret vienkarsu
iekartas noskravéSanu un lokalu izreguléSanu. lekartas darbibai nepiecieSams CBC
sérijas vadibas bloks.
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6.4. Apkures sistémas stavvadu un arl dzivoklu siltuma mezglu siltumnes€ja plusmas
paredzéts regulét ar firmas “Danfos” balanséSanas varstiem automatiska rezima.

6.5. Apkures sistémas tukSoSanai paredzéta caur ventiliem siltummezgla, no balanséSanas
varstiem, vai citiem, tam paredzeétiem ventiliem. Stavvadu atgaisoSana paredzéta caur
stavvadu augsgjo punktu automatiskajiem atgaisotajiem un caur radiatoru atgaisotajiem.
Horizontalos caurulvadus un radiatorus uzstadit ar 0,002 slipumu. Visus caurulvadus
slégtajas vertikalajas Sahtas, ka ari visus madistralos sadales caurulvadus pagrabstava
griestos paredzéts izolét ar firmas “Paroc” siltumizolacijas puscilindriem 30mm biezuma,
parklatiem ar aluminija foliju. Visas sienas un starpstavu parsegumos, kurus Skérso
caurulvadi, tas paredzéts iebuveét térauda apvalka caurulés caurulvadu termiskas izpleSanas
kompensacijai. Vietas, kur siltumapgades caurulvadi Skérso starpstavu parsegumus,
uzstadit caulas ar ugunsnoturibas robezu EI30 un spraugas aizpildit ar ugunsdroSiem
hermetiz&joSiem materialiem ar ugunsizturibas robezu EI30.

7. Ventilacijas sistémas.

7.1. Ekas koplietodanas telpu normativas gaisa apmainas organizé$anai paredzétas divas
pieplides-nostces centralizétas gaisa rekuperacijas sistemas PN1 un PN2 ar
rekuperacijas ventilacijas agregatiem, kuros paredzéti rotacijas tipa siltummaini un viena
pieplides sistéma bez siltuma rekuperacijas macibu virtuves tvaika nosudcéju nostcama
gaisa kompensacijai apstaklos, kad Sis tvaiku noslces paredzéts ieslégt. KoplietoSanas
telpu ventilacijas gaisa apmainas sisttmas PN1 un PN2 paredzétas ar mainigas gaisa
plismas automatiskas reguléSanas (VAV) varstiem, kuru gaisa plismu caurplides
reguléjamas atkariba no apkalpojamajas telpas nosuces gaisa vados izméritas CO,
koncentracijas telpas, kuras paredzétas nodarbibas. Visiem VAV varstiem paredzéti
minimalas gaisa caurplides ierobezotaji, kuri iereguléjami atkariba no telpu planojamas
izmantoSanas intensitates, robezas no vienas lidz 1,5 kartigai telpu gaisa apmainai stunda,
neatkarigi no CO, koncentracijas nosticamaja telpas gaisa. Atkariba no kopé€jas gaisa
pieplides-noslces gaisa plismas ventilacijas sistémas, ir paredzéta ventilacijas gaisa
apstrades agregatu raZibas automatiska reguléSana, kura atkariga no gaisa spiedienu
izmainam ventilacijas sistémas, kuras radis VAV varstu kopdarbibas rezultats. Sadi
izmainot gaisa apmainu daudzumus katrd no telpam, gala rezultata tiek ekonométi
energoresursi (siltumenergijas un ventilatoru motoru patéréjama elektronergija) ventilacijas
sistemu darbiba.

7.2. Ventilacijas sistemu PN1 un PN2 ventilacijas agregatus paredzéts uzstadit
pagrabstava esosas ventkameras telpa, kura pirms tam paredzéta firmas ,REMAK” esosas
ventilacijas iekartas ar mazefektivu plakSnu tipa rekuperatoru un esosas ventilacijas
sisttmas gaisa vadu demontaza. Visparapmainas ventilacijas gaisa apstrades sistému
PN1 un PN2 ventilacijas agregati paredzéti ar ventilatoriem un gaisa filtriem piepladé un
nostceé, gaisa uzsildiSanas Udens kaloriferiem ar siltumnesé&ju tdeni, ar parametriem
80/60° C. Uz piepludes un nosiices gaisa vadiem ara gaisa virziena uzstadami gaisa
noslégvarsti ar elektromotora izpildmehanismiem, kuriem paredzéts atsperu mehanisms
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varsta aizvérSanai stravas partraukumu gadijumiem. Telpu virziena pieplides un nosuces
gaisa vadiem ir uzstadami trokSnu slapétaji.
7.3. Ventilacijas sisttmas PN1 un PN2 paredzetas €kas koplietoSanas dalas gaisa
visparapmainas nodroSinaSanai saskana ar gaisa apmainu tabula noraditajiem lielumiem
un atkariba no CO, koncentracijas nosticamaja gaisa no telpam. Gaisa mitrumu telpas
apkures perioda 30% robezas nodroSinas ar higroskopiskiem rotacijas rekuperatoriem, kuri
nosucamajam gaisam nonemot mitrumu, to atgriezis piepludes gaisam. PN1 ventilacijas
sistémas gaisa nosulcei paredzéts pievienot arT vrtuves telpa Nr.124 paredzéto virtuves
tvaiku nosuci, kurai pirms gaiss tiek ievadits koplietoSanas ventilacijas sistéma, gaisa vada
ir paredzéets uzstadit aktivas ogles kasesu filtru, kura paredzéts nonemt virtuves aromatus,
lai tie nenokldtu ventilacijas sistema.
7.4. Ventilacijas sistema P3 paredzéta macibu virtuvé gaisa kompensacijai telpa, kad tiek
atvéerti VAV varsti uz virtuves tvaika nostcém. Macibu virtuves pavarda tvaiku nosdces
paredzétas ar aktivas ogles filtriem.
7.5. Ventilacijas agregatu vadiba paredzéta ar iebuvétiem automatiskas vadibas blokiem
C5.1. Siem vadibas blokiem iesp&jama iznesamu vadibas pultu pieslég$ana, kuras
novietojamas skolas dezZuranta telpa uz sienas. Ventilacijas sistému raZibas mainisies
automatiska rezima, atkariba no gaisa pluismu apjomu izmaindm no (VAV) varstu
automatiskas darbibas CO, koncentraciju un temperatiru registréSana telpu nosiices gaisa
vados. Rekomendéjama CO, koncentracija, kura uzstadama ir 400-600 (ppm). Rezim3,
kad telpas neatrodas neviena persona, ar ventilaciju tiek nodroSinata minimali planota
svaiga ara gaisa apmaina stunda.
7.6. Mainigas gaisa plismas (VAV) varstu vadibu, ta pat ka art ventilacijas gaisa apstrades
agregatu automatisko vadibu, iesp&jams pievienot Ekas BMS sistémai.
7.7. Magistralo gaisa vadu sadales visam ventilacijas sisttmam paredzétas zem pagraba
stava un 1.stava telpu griestiem.
7.8. Dzivoklos gaisa apmaina paredzéta ar td4 saucamo ,keramisko” rekuperatoru
palidzibu. To darbiba saistita ar mainiga virziena divu saparotu iekartu ventilatoru
ieslégSanos péc katram 75 sekundém, mainot gaisa plismas virzienu caur statisku
keramisku siltumu uzkrajoSu rekuperatoru. So rekuperatoru darbibai nav nepiecie$ama
papildus siltuma pievadiSana no siltummezgla. Ventilatoru darbiba ir klusa, kas pie
maksimalas raZibas neparsniedz 26 dB(A) un to elektriskas jaudas patérins neparsniedz
3,8 W katrai no divam saparotajam iekartam. So iekartu darbibas pamata ir keramisko
siltummainu uzsildiSana ar noslcamo telpas gaisu un $a& uzkrata siltuma atgiSanu
pieplides gaisa plismai mainoties reversa ventilatora darbibas virzienam. Nelielas
pieplides gaisa temperatiras starpibas starp telpas gaisa un pieplides gaisa
temperatiram paredzéts uzsildit pasas telpas, sajaucoties telpas un pieplides gaisam.

Dzivokliem gaisa apmaina paredzéta sekojoSos apjomos:

Gaisa apmaina dzivojamam telpam — 3 m°/m?

Nostice no virtuves ar elektriskajam plitim — 50 m®/h;

Nostice no telpas ar individualu klozetpodu — 25 m*/h;

Nostice no apvienota sanitarad mezgla — 50 m*/h.
7.9. Dzivoklu un koplietoSanas sanitarajos mezglos, ka arT dzivoklu un koplietoSanas
virtuvés paredzéta dabiskas vilkmes nosdces ventilacija caur esoSajiem, €kas nesoSajas
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sienas izbuvétajiem marétajiem kanaliem. Pievienojumu vietas esoSajiem murétajiem
kanaliem precizét uz vietas péc So kanalu apseko$anas un to eso$o vietu precizéSanas.
Pirms gaisa vadu pievienojuma esoSajiem vertikalajiem muarétajiem kanaliem, parbaudit to
vilkmes spéjas un ja nepiecieSams, attirit tos no bdvgruziem un cita rakstura
aizsprostojumiem. Pievienojumus vertikalajiem kanaliem atlauts veikt tikai ar noteikumu, ka
vienam vertikalajam marétajam kanalam drikst pievienot tikai vienu ventilacijas gaisa vada
atzarojumu visu stavu augstuma. Vienam Sim kanalam aizliegts pievienojums cita stava.

Stavu planos sanitaro mezglu un virtuves dabigo nostcu pievienojumi esoSajiem
vertikalajiem marétajiem kanaliem paraditi nosaciti, noradot tikai tas telpas, no kuram $is
ventilacijas nosuces sistémas ir paredzétas. EsoSos liekos atvérumus kanaliem paredzéts
aizdarinat ar ugunsnoturigiem REIG0 materialiem.

Ja dzivoklu iemitnieki ir nolémusi virs elektriskajiem pavardiem uzstadit virtuves
pavardu tvaika noslces ar ventilatoriem,tad tas drikst pievienot vai nu Saja projekta
nosaciti uzraditajiem virtuves dabigas nosuces ventilacijas kanaliem, vai arT tos drikst
pievienot pie esoSajiem neaiznemtajiem vertikalajiem murétajiem kanaliem, pirms tam
konsultéjoties ar nama apsaimniekotaju, kura pienakums ir veikt visu vertikalo kanalu
apsekosSanas akta pasutijumu un konstatét katra esoSa maréta kanala izméru, dzilumu,
vilkmes stavokli un konstatéto pievienojuma vietas stavu un no kuras telpas veikts
pievienojums.

Virs jumta esoso vertikalo maréto ventilacijas kanalu izvadu atvérumu malas pacelt
vismaz 40cm virs jumta virsmas un virs atvérumu galiem uzstadit gaisa vadu pretlietus
jumtinus — firmas ,WIRPLAST” aeratorus — gravitacijas védinatajus ,K11-1" ar d=110mm
un augstumu h=306mm virs izvadiem no tualetém un ,K12-1” ar d=160mm un h=420mm
virs izvadiem no virtuvém un savietotajiem sanitarajiem mezgliem. Ventilacijai
neizmantojamie esoSie marétie vertikalie kanali virs jumta nosedzami ar pretnokriSnu
aizsargajosu parklajumu.

8. Visparéjie noradijumi par mehaniskas ventilacijas sistému uzbivi:

7.1. Gaisa vadus gaisa ienemSana un izmeSanad pirms ventilacijas agregata ara gaisa
virziena ventkameras robezas paredzéts izolét ar puscietiem akmens vates paklajiem
,PAROC Mat 35 ALC” biezuma b=100mm, parklatiem ar aluminija foliju. Sos pasus gaisa
vadus neapkurinamo béninu telpas robezas paredzéts izolét ar izolacijas biezumu 50mm,
kondensata veidoSanas novérsanai.

7.2. Gaisa vadiem, kuri Skérso ventkameras, vertikalo ventilacijas kanalu un Sahtu sienas
un starpstavu parsegumus, paredzets uzstadit uguns noturibas varstus ar ugunsreakciju
EI30. Ja ugunsnoturibas varsts netiek iestradats norobezojosaja konstrukcija saskana ar
razotaju rekomendacijam, tad gaisa vadu posmus, kuri ir starp norobezojoSo konstrukciju
(ieskaitot gaisa vadu pasa norobezZojoSaja konstrukcija) un uguns noturibas varstu
nepiecieSams izolét ar ugunsnoturibas caurSuvotiem akmens vates paklajiem ,PAROC
WM 80”. Ar ,PAROC WM 80" izolaciju izoléjami arT visi gaisa vadi evakuacijas gaitenu un
kapnu telpu robezas.

7.3. Visi ventilacijas sistéemu gaisa vadi paredzéti no cinkota skarda rupnieciski
izgatavotiem gaisa vadiem ar skarda biezumiem saskand ar LBN 231-15 noteikumiem.
Apalo gaisa vadu veidgabali paredzéti ar gumijas manzetém, bet taisnstiira gaisa vadi un
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to veidgabali ar atlokiem, kuriem savienojumu vietas uzstadamas gumijas starplikas gaisa
vadu hermétiskuma nodroSinasanai.

7.4. \Ventilacijas sistemu automatiskds vadibas sadales paredzétas iebuvétas
ventilacijas agregatos rapnieciskas izgatavoSanas apstaklos. Ventilacijas sistemu agregatu
iznesamo vadibas pultu atraSanas vietas nepiecieSams saskanot ar pasutitaju.

7.5. Péc pasuititaja veéleSanas ventilacijas agregatu vadibu iesp&ams vadit, ka ar
iznesamu vadibas pulti, ta arT ar talvadibas pulti, par to iepriek§ vienojoties ar €kas
Tpasnieku pie ventilacijas agregatu pasutiSanas, vai art $&du ventilacijas sistému vadibu
iespéjams pasutit art laika gaita.

7.6. Visu gaisa apstrades agregatu ieslegSanu vai atslégSanu, ka ari procesu vadibu
iespéjams organizét no €kas dezuranta telpas, vai ar attalinatas datorprogrammas
palidzibu, kas Saja projekta netiek paredzets atseviska BMS sistemu risingjuma

7.7. Gaisa vadu profilaktiskai tiriSanai janodros$ina tiriSanas luku montaza saskana ar LVS
ENV 12097 noteikumiem.

7.8. Visas mehaniskas ventilacijas sistémas jasazeme.

7.9. Ugunsdrosiba:

Ugunsgréka gadijuma nodroSinat ventilacijas agregatu automatisku
atslegSanos ar to automatisku ieslégdanos péc stravas padeves atjaunoS$anas.
Ugunsgréka trauksmes atslégumu gadijumos kaloriferu siltumapgades Suntu mezglu
sukniem jaturpina darboties, nodrosSinot kaloriferus pret aizsalSanu.

7.10. Visi montazas darbi javeic saskana ar Latvijas Republika spékd esosSo celtniecibas
normu un noteikumu prasibam, ka arT jaievéro izstradajumu razotaju prasibas.

7.11. Saja projekta paredzéto ventilacijas agregatu un materidlu aizvieto$ana iesp&jama
ar analogiem izstradajumiem, ievérojot iespéjamos uzstadiSanas vietas gabaritus un Eko
Dizaina noteikumu prasibas.

Skaidrojosa apraksta pielikuma pievienots apkures sistémas radiatoru regulatoru,
ka arT vadibas panela un siltuma vadibas centralas iekartas funkciju apraksts.

Sagatavoja A.Palens
Riga, 2017.gada junijs.
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Pielikums skaidrojoSajam aprakstam.

Radiatora regulators

1.

O NV AEWN

Attalinata bezvadu vadiba 868 Mhz frekvencu diapazona.
Pret-noskrivésanas aizsardziba.
Bez pogam un bez tieSas iespéjas ietekmét darbibu/izregulét uzstadito rezZimu.
Indikacija par iespéjamam kJiméem darbiba, pieméram, zems bateriju limenis.
KlGmju zinojumu nodosSana uz vadibas iekartu talakai parvaldnieka informésanai.
Regulésanas un faktiskas temperatiras datu nodosana uz vadibas iekartu vésturiskai uzskaitei.
Atvérta loga identificéSana un siltuma pievades ierobezosana telpas védinasanas laika.
Ekonomiska reZzima sastadiSana atkariba no ara temperatiras. lespéjams iestatit darba rezima ar
neaizsalstoSu apkures siltumneséju, jeb aizsargat sistému pret aizsalsanu.
Saderigs ar sekojosu pieslégumu radiatoru varstiem (tiesi vai lietojot adapterus, tacu saglabajot
Pret-noskravésanas aizsardzibu):

a. M30x1,5

b. M30x1,0

c. M28x1,5

d. Danfoss AR

Vadibas panelis

1.
2.

5.
6.

Bezvadu darbiba 868 Mhz frekvencu diapazona
Informativs ekrans, kas norada uz uzstadito siltuma rezimu, faktisko telpas temperatiru un relativo
gaisa mitrumu.
Indikacija par iespéjamam klimém darbiba, pieméram, zems bateriju limenis.
Funkcijas:
a. Nodrosina telpu grupas uzstadita siltuma reZzima temperatiras korekciju (komforta
temperatiru).
b. Nodrosina uz noteiktu laiku partraukt uzstadito siltuma rezimu, parslédzot to uz komforta
rezZimu
c. Nodrosina ieséju parslégt siltuma pievadi ekonomiska rezima
Automatiska zemakas temperatiras ierobezosSana péc relativa telpas mitruma — nelauj
veidoties kondensatam uz telpu sienam
KlGmju zinojumu nodosana uz vadibas iekartu talakai parvaldnieka informésanai.
Regulésanas un faktiskas temperatiras, mitruma datu nodosana uz vadibas iekartu vésturiskai
uzskaitei.
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Siltuma vadibas centrala iekarta

1.

©OND U A WN

10.

Nodrosina siltuma vadibas panelu un radiatoru regulatoru centralizétu darbibu
Bezvadu iekartu vadiba 868 Mhz frekvencu diapazona

Atbalsta Iidz 1000 parvalditam iekartam

Viena vai vairaku bezvadu ara temperatiras sensoru atbalsts

Ethernet savienojums attalinatai siltuma vadibai

Bezvadu komunikacijas datu drosa kriptésana (AES 256)

Ethernet datu drosa kriptésana (SSL)

Pieejas kontrole lietojot drosa e-paraksta lietotaju autentificésanu

Siltuma vadibas programmu uzstadisana individualam telpu grupam

Véstures datu uzkrasana un atspogulosSana lietotajam definétos grafikos.
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Apkure, ventilacija un gaisa kondicionésana
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VENTILACIJAS SISTEMU RAKSTUROJUMU TABULA

. VENTILATORS ELEKTRODZINEJS GAISA SILDITAJS REKUPERATORS GAISA FILTRS
SISTEMAS Apkalpojam3s telpas val o N PIEZIMES
ez soms| SIS MAS| APkER e TIPS tc Slituma slodze; | TIPS tc Situma siodze] yncvn | o asE IEZIM
. TIPS L P apgr.min (s, Jauda) kW (fikls, jauda) kW
(KLASE) m*h Pa apgr./min kW leejd | Izeja leeja | izeja
Odens
Pleplide 3735 400 2652 3160 1,7 (~400V) kalorfferls 45 | +200 253 =223 «15 245 Kabatufllrs | F7 :;g’gjg‘:i’:;
PN1 Koplletosanas telpas Verso R 4500 UW 80/80°C Rotacljas atblistos!
Ecodi 2018
Nostce 3389 350 2487 3400 1.7 (~400V) - — - - +210|-16.9 Kabatu flitrs M5 9,227'3,",,,)
ddens
Nosice 2359 450 2398 2580 0,81 (~400V) kaloriferis 125 | +200 59 -223| +125 306 Kabatu filtrs F7 KOMEOVENT
80/60°C
PN2 Koplletosanas telpas Verso R 3000 VW Rotacijas atblist Ecodeslgn|
Pleplade 2359 450 2621 2580 0,75 (~400V) - — - - +200]| -14,8 - Kabatu fitrs M5 2018 praskbam)
MacTbu virtuves tvalka Odens
P3 Pieplide nosicéju gaisa Domekt S 800 F-HW 480 150 nav dots nav dots 0,075 (~230V) kaloriferls =223 | +20.0 6,8 — - —_ -_— Kabatu flitrs M5 KOMFOVENT
kompensacljas pleplade 80/60°C

BUVPROJEKTA "AVK" DALAS RASEJUMU SARAKSTS

BUVPROJEKTA "AVK" DALA IZMANTOTO DOKUMENTU SARAKSTS

Situmapgades un ventllacljas
slstemu aprakstu skatit skaldrojosaja
apraksta.

Visas atsauces uz iekartu, materialu
un izstradajumu izgatavotaju firmam,
kuras noraditas bivprojekta, liecina
tlkal par $o lzstraddjumu un lekartu
kvalltites un apkalpo$anas Mmenl.
Speclflkacljas noradito lekartu un
materlalu nomalpa Ir lespéjama ar
citdam tehniski analogam iekartam un
materlallem.

Blvuzpémeéjam pirms darbu
uzsaksanas japarllecinas par
raséjumos snlegtajlem Izmérlem.

Izmeri nevar tikt nolasiti pac méroga.

RASEJUMA Nr RASEJUMA NOSAUKUMS PIEZIMES DOKUMENTA NOSAUKUMS PIEZIMES Saubu vai pretrunu  gadjuma
= — e = = griezties pie projektétaja neskaidribu
AVK 1| viepAeice oI Gt ltumanerOlas oty seskales ekt (-OKATORS) |z 52 lapam | noversanal pr daru uzsBdanas,
AVK -2 | PAGRABA STAVA PLANS. SILTUMAPGADES SISTEMAS. Iskais ap : P ogaz S.A." Folija).
AVK -3 | 1.STAVA PLANS. APKURES SISTEMA. Jeb_k"‘('t:s lzmaipas val atkdpes no
AVK -4 2. STAVA PLANS. APKURES SISTEMA. _ _ ::gi:ktétéju plrsr:: tzurz]:l?;gzljas ar
AVK -5 | 3.STAVAPLANS. APKURES SISTEMA. Projekta galvenie raditaji
AVK =6 | 4.STAVA PLANS. APKURES SISTEMA, e b Siltuma patérin$ (kW) EI.Iek:arul 'I‘e‘;':::’u*’;i:'l_ﬁ;
AVK-7 5, STAVA PLANS. APKURES SISTEMA. nosaukums | Apkure | Ventllacfa K:;stals Kopa ](‘::;v, en:rgua
AVK -8 | KALORIFERU SILTUMAPGADES SISTEMAS SHEMA. ens (kW)
AVK -9 APKURES SISTEMAS SHEMA.
AVK - 10 RADIATORU UN DZIVOKLU SILTUMA PATERINU UZSKAITES MEZGLU PRINCIPIALAS el':::;: 83,02 38,1 oeos | 121.12 5,035 55,1
MONTAZAS SHEMAS. slodze
AVK - 11 RADIATORU IZVELES TEHNISKIE DATI.
AVK =12 PAGRABA STAVA PLANS. VENTILACIJAS SISTEMAS.
AVK -13 1. STAVA PLANS. VENTILACIJAS SISTEMAS PIENEMTIE APZIMEJUMI, Saja bivprojekta ir iekJautas un izstradatas visas nepiecie$amas
. . . dalas atbilstoSi biivat]auja ietvertajiem nosacijumiem..
AVK=-=14 | 2, STAVA PLANS. VENTILACIJAS SISTEMAS. Venthacljas skstémas PN1 galsa plepllides P1 galsa vads
- Ventllacljas slstémas PN1 galsa noslices N1 galsa vads
AVK =15 | 3, STAVA PLANS. VENTILACIJAS SISTEMAS. Voo s P2 b sontnio P2 o mose | BVPTOjEkta vadiitajs Llene Lice 1-00049
AVK -16 4. STAVA PLANS. VENTILACIJAS SISTEMAS.
— — — — Ventllacljas slstémas PN2 galsa noslices N2 galsa vads (vards un uzvards) (sertlflkata Nr,)
AVK -17 | 5. STAVA PLANS. VENTILACIJAS SISTEMAS. kzolBis galsa vads ar ugunsdrou kzolEcju EF30
AVK =18 JUMTA PLANS. VENTILACIJAS SISTEMAS. FDI-160 E Ugunsdro&Tbas varsts galsa vada ar ugunsizturiou EF30
AVK =19 VENTILACIJAS SISTEMU "P1" UN "N1" SHEMAS. EI30 é Ventialjas slstémas malriTgas galsa plismas (VAV)
AVK -20 VENTILACIJAS SISTEMU "P2", "N2" UN "P3" SHEMAS. regul@3anas varsts ar elektromotora lzpldmehanismu M
Quantum = L=60/40/20 m¥h  Reversds galsa plismas keramlskals rekuperators HR (datums) (paraksts)
HR 150 PROEﬁI BJ 150 PRO ar 3 atrumu ventllatoru ar raZlbam (m%h) - - -
— — — $1 bivprojekta apkures, ventllacljas un galsa kondicloné$anas dajas
IEKARTU UN MATERIALU SPECIFIKACIJAS Firmas "SYSTEMAIR" dubultas regulesanas pieplides | risinajumi atbilst Latvijas bavnormativiem un citu normativo aktu, ka
IEKARTU UN MATERIALU SPECIFIKACIJA. APKURES SISTEMA. Uz 4 lapam phOVA-A-00200 Peciioee T L maleiges gelea ari tehnisko vai fpaso noteikumu prasibam.
IEKARTU UN MATERIALU SPECIFIKACIJA. VENTILACIJAS KALORIFERU SILTUMAPGADES 373 m/h -MAX pleplddes galsa daudzums
SISTEMA. Uz1 Iapas 113 m¥h - MIN llerobeZotals plepludes galsa daudzums Bﬁvprojekta dajas vad'ltéjs Alvars Pilens
NOVA-E-200-150.,  Firmas "SYSTEMAIR" gaisa nosfices resttes ar izm8ru (virds un uzvirds)
IEKARTU UN MATERIALU SPECIFIKACIJA. VENTILACIJAS SISTEMAS. Uz 15 lapam L=157/45 mh 200x150mm un malnigas galsa pleplides daudzumu; 3.00198
157 m*h -MAX plepl0des galsa daudzums
ESOS0 SILTUMAPGADES UN VENTILACIJAS SISTEMU DEMONTAZAS DARBU APJOMI. Uz 1 lapas 45m’h - MIN lerobeZotals plepllides galsa daudzums 01.06.2017 (sertifikata Nr.)
BUVPROJEKTA "AVK" DALAI PIEVIENOTO DOKUMENTU SARAKSTS Amats: [Uzvards:  [Paraksts: [Datums:  [PasOEea: TS
) Jelgavas pilsetas dome ;:f:ie'(tg:"a? ?in;gs sn_lstr:nmf
DOKUMENTA NOSAUKUMS Reg.Nr.90000042516 iyt iahll A
PIEZIMES Bovprvad. | L.Lice Lield iela 11, Ter: 00 \
= . am = L= - - Jel , LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
Ventilacijas sistemas PN2 iekartas tehnisko datu izdruka Uz 6 lapam AVK sadal.vad. A.P3lens 01.06.2017. esava
Ventilacijas sistémas PN1 iekartas kataloga tehnisko datu izdruka Uz 1 lapas lzstradsja | A.Palens 01.06.2017.|0PJekts: POSU';;'{'U'"G: JIND2016/
arniva
Ventllicljas sistémas P3 lekartas kataloga tehnisko datu Izdruka Uz 1 lapas Ekas parbave Stacijas iela 13 numurs: 14rAK
Ventilacijas sistému Sunta mezglu tehnisko datu izdrukas Uz 3 lapam Merogs: | Stadija: | Marka:
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PIEZIMES

1.MIsus ventllacljas kaloriferu slitumapgades slstémas caurulvadus, radlatoru apkures slstémas stavvadus $ahtas un visus maglstralos
slitumapgades sadales caurujvadus lzolét ar flrmas "Paroc" slitumlzolacljas puscllindrlem 30mm blezuma3, parkiatlem ar aluminlja follju.
Slitummezgla un ventkameras robeZas vislem lzol&tajlem caurujvadlem paredz&tapolivinlihlorda aptinama dekoratlva pléve ar
dekoratlvlem nosl&ggallem.
2. Radiatoru apkures sist8mas caurulvadi, kuriem pl&nos un sh&mas nav uzradhts diametrs, pienemti ar diametru d=15x1,0mm.

3. Siltumapgades sistému caurplistosa siltumneséja iereguléSanai paredzéti balanséSanas varsti, kuros paredzamas caurplides
lielums noteikts ar m&rvientbu "I/s".
4. Slitumapgades slstémas darba spledlens paredzéts 2,5 bar.
5. Slitumapgades slst@mu madlstralo caurujvadu kritums [=0,002 slitummezgla virzlena. Slst&mu augstakajos punktos uzstadit

atgaiso8anas ventilus ar automatiskajiem atgaisot&jiem, zemakajos - tukSoSanas trejgabalus ar aizb&zni. TukSoSanai iesp&jams
izmantot arf balans&Sanas varstus. Vietas, kur nav iesp&jams caurulvadus tukSot pastecg, paredz&t armatiru So posmu izpGSanai ar

sasplestu galsu.

6. Slitumapgades caurulvadl un radlator| planos atvirzitl no slenam nosacttl.
7. Visas sienas un starpstavu parsegumos, kurus $k&rso caurulvadi, t3s paredzats ieblvat t8rauda apvalka caurulds caurujvadu
termiskas izpleSanas kompensacijai. Vietas, kur siltumapgades caurulvadi $kérso starpstdvu parsegumus, uzstadit Caulas ar
ugunslzturbas robezu EI-30 un spraugas alzplldTt ar ugunsdroslem hermetlz&joslem materlallem ar ugunslzturlbas robezu EI-30.
8. PIrms montaZas darbu uzsakSanas, attlecTgo sadaju montaZas darbu vadntajlem savstarpéjl Ir japreclzé augstumu atzImes visu

inZenierkomunikaciju

8k&rsosan3s vietas.

9. Pirms iekartu un materidlu pasifiSanas precizét izmérus uz vietas.
10. MontaZu un plenems$anas darbus velkt saskana ar LBN 231-15 un lekértu raZotaju montazas Instrukcljam.

TELPU EKSPLIKACIJA PAGRABA STAVA
Telpas Nosaukums Platiba, m2
numurs
-101 Gaitenis 100.41
=102 Kapnu telpa 5.22
-103 Kapnu telpa 4.90
-104 Partikas sadales telpa 57.87
=105 Macibu virtuve 20.36
-106 Velas telpa 28.61
-107 Dusas telpa 3.64
=108 Frizétava 15.59
-109 P&du apripes kabinets 15.59
-110 Ventilacijas iekartu telpa 17.39
=111 Elektrosadales telpa 14.09
-112 TrenaZieru zale 33.53
-113 Apgérbu izdales telpa 32.79
=114 Kabinets 15.60
-115 Kabinets 14.10
-116 Kabinets 15.99
=117 Kabinets 13.14
-118 Sapulcu telpa 33.76
-119 Paligtelpa 7.88
=120 Sieviesu tualete 3.49
-121 Viriesu tualete 4.07
122 Jelgavas invalidu biedribas 34.04
telpa
-123 Siltummezgla telpa 16.56
-124 Specializéto darbnicu telpa 49.57
=125 Specializé€to darbnicu telpa 33.32
-126 Sieviesu tualete 2.22
-127 Viriesu tualete 2.20
-128 Apkopes inventara telpa 3.96
Tualete cilvekiem ar
129 ierobeZotam kustibu iesp&jam 3.98
@ -130 Sieviesu dusas telpa 4.41
-131 VirieSu dusas telpa 4.40
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PIEZIMES
1.Visus apkures slstémas stavvadus Sahtas Izolét ar firmas "Paroc" slitumlzolacljas puscllindriem 30mm blezuma, parklatlem ar
aluminlja follju.
2. Radlatoru apkures slst&mas caurulvadl, kurlem planos un sh&mas nav uzradhts dlametrs, plenemtl ar dlametru d=15x1,0mm.
3. Slitumapgades slst&mu caurplisto33 slitumnesgja leregul&3anal paredz&tl balans&$anas varstl, kuros paredzamas caurplddes
lielums noteikts ar m&rvienTbu "I/s".
4. Siltumapg&des sist&mas darba spiediens paredz&ts 2,5 bar.
5. Slitumapgéades slstému maglstralo caurulvadu krtums 1=0,002 slitummezgla virzlena. Sistému augstakajos punktos uzstadn
atgalso$anas ventljus ar automatiskajlem atgalsotajlem, zemakajos = tuk3oSanas trejgabalus ar alzbaznl. TukSoSanal lesp&jams
izmantot arl balans&$anas varstus.
6. Siltumapgé&des caurulvadi un radiatori pl&nos atvirzhi no siendm nosaclti.
7. Visas siends un starpstédvu parsegumos, kurus Skérso caurulvadi, tas paredzéts ieblvét térauda apvalka cauruls caurulvadu
termlskas lzpleSanas kompensacljal. Vletas, kur slitumapgades caurulvadl Skérso starpstavu parsegumus, uzstadit aulas ar
ugunslzturlbas robezu EI-30 un spraugas alzplldTt ar ugunsdro3lem hermetlz&joslem materiallem ar ugunslzturlbas robezu EI-30. Amats: Uzvadrds:  |Paraksts: — [Datums: Pasdtitajs: Izpilditajs:
8, Pirms montaZas darbu uzsakSanas, attiecTgo sadaju montaZas darbu vaditijiem savstarpégji ir jipreciz& augstumu atzZImes visu Jelgavas pilsétas dome "Projektanas birojs Austrumi®
inZenierkomunikaciju SkérsoSanas vietas. Red.Nr.90000042516 18 Novembra iela 16, REzekne t
9. PIrms lekartu un materlalu pasiffSanas preclzét zmérus uz vietas. g.L X ;a iela 11 |Reg. Nr.42403019889 . g
10. MontaZu un plenemsanas darbus velkt saskana ar LBN 231-15 un lekartu raZotaju montazas Instrukcljam. reldiea 11, Tel.: 26821100 . y
Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
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TELPU EKSPLIKACIJA 2.STAVA
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PIEZIMES
1.Visus apkures sistémas stavvadus Sahtas izolet ar firmas "Paroc" siltumizolacijas puscilindriem 30mm biezuma, parklatiem ar
aluminija foliju.
2. Radlatoru apkures slstémas caurulvadl, kurlem planos un sh&mas nav uzradts dlametrs, plenemtl ar dlametru d=15x1,0mm.
3. Slitumapgades slstému caurplistosa slitumneséja lereguléSanal paredzétl balans&Sanas varstl, kuros paredzamas caurplides
llelums notelkts ar m&rvlenTbu "I/s".
4, Siltumapgades sist&m3s darba spiediens paredzéts 2,5 bar.
5. Siltumapgades sistému magistralo caurulvadu kritums i=0,002 siltummezgla virziena. Sistému augstakajos punktos uzstadit
atgalsosanas ventllus ar automatiskajlem atgalsotajlem, zemakajos = tukSoSanas trejgabalus ar alzbaznl. TukSosanal lesp&jams
|zmantot arl balans&$anas varstus.
6. Siltumapgades cauru|vadi un radiatori planos atvirzlti no sienam nosactti.
7. Visas sienas un starpstavu parsegumos, kurus Skérso caurulvadi, tas paredzéts ieblvét térauda apvalka caurulés caurulvadu
termlskas IzpleSanas kompensacljal. Vletas, kur slitumapgades caurulvadl $kérso starpstavu parsegumus, uzstadrt aulas ar
ugunslzturlbas robezu EI-30 un spraugas alzplldTt ar ugunsdroslem hermetlz&joslem materlallem ar ugunslzturlbas robezu EI-30. i _
8. Pirms montaZas darbu uzsak3anas, attiecTgo sadaju montaZas darbu vadntdjiem savstarpéji ir japreciz& augstumu atzImes visu Amats: Uzvards:  |Paraksts:  |Datums: Pasititdjs: |izpilditajs:
inZenierkomunikaciju SkérsoSanas vietas. Jelgavas pilsétas dome "Projekt&Sanas birojs Austrumi®
9. Pirms iekartu un materialu pasiff$anas precizét izmérus uz vietas. Red.Nr.90000042516 18 Novembra fela 16, REzekne U
10. Montazu un plenems$anas darbus velkt saskana ar LBN 231-15 un lekartu raZotaju montazas Instrukcljam. Lield fela 11, l:_:%: N;&Zzﬁ%%wm > \
Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
AVK sadal.vad| A.Palens 01.06.2017
h Izstradaja A.Palens 01.06.2017 |OPjekts: PasatT{'uma, JND2016/
\ & ~ o o arhlva. 14/ AK
\.‘ Ekas parbave Stacijas iela 13 numurs:
A Meérogs: 1:100
\ Rasejums: Marka: AVK
AUSTRUMI 2. stava plans. -
progé-ﬁonybimjs Apkures si?t Smas. Stadija: | Lapa: |Lapas Nr.
BP AVK-4 10
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TLEPU EKSPLIKACIJA 3.STAVA
::r:lp:rss Nosaukums Platiba, m2
301 Kapnu telpa 6.38
302 Kapnu telpa 6.12
303 Gaitenis 111.91
304 Gaitenis 4.82
Stv.25 Stv.26 305 Istaba ar virtuves nisu 14.36
22/400-700 22/400-500 1 22/400-500 22/400-500 22/400-500 22/400-400 i 22/400-500 22/400-400 i 22/400-400 22/400-500 22/400-500 22/400-500 22/400-400 221400400 ' 221400500 22/400-800 i 306 Gulamistaba 9.20
7/ 489 W 326 W 326 W 326 W 7 326 W 310W % 326 W 310W [7 310W 326 W Z 326 W 326 W 310W 310W Z 326 W 603 W 307 Vannas un tualetes istaba 5.90
_/ ¥ - I gl | . | 4. ) 1) 1 1 . 4 X - ol AL 1A Y A . I 1 - / 308 Gaitenis 4.63
O 15x12 | 15412 / 15x1.2 15x1.2 8 15x1 Tox1.2 | 15x1.2 ] \isxiz % 1 A 15x1 x1.2 f % 309 Istaba ar vrtuves nisu 19.55
/ ‘ 1 310 Istaba 10.82
|E| IEI Z ' / I=| é I=I E % 311 Dusas un tualetes telpa 5.90
350 7 / 312 Gaiteni 4.59
349 / — 15%1,2 / / aitenis .
2 1 X N <
10.72 m I I I 571 m é 10394“'4 - Virs gridal N . 1agf1r:’2as Z l=| I=l % 313 Istaba ar virtuves nisu 15.80
A 340 / % 314 Gulamistaba 8.54
7 345 |15x1.2 7 336 / 1 ' -
- 45 v % = . 10.70 m 20.31 m? / ‘ / 315 Vannas un tualetes istaba 4.58
Virs gfidas 16.99 m? / 17.23 m2 / 339 4 I]I % [ / 316 Gaitenis 4.59
/ : 7 14.77 m 4 / % . .
i —— é 7 / / 317 Istaba ar virtuves nisu 15.80
— £ | 4 396 FET — 335 . 333 - 332 - 331 - / 330 - % 318 Gulamistaba 8.54
2.86 m? — = 2.88 m 5.17 m | 557 334 17.35 m 17.16 m 35.97 m 17.40 m —ﬁ: 17.40 m / 319 Vannas un tualetes istaba 4.58
o~ e 793 2 g T 341 i o8 787 m? / / 320 Paligtelpa grupu dzivokliem  |16.99
. 0 = / / 321 Istaba ar vrtuves nisu 14.53
n 15 1
h 322 Tualetes telpa 2.46
i DZ.3.8 > / DZ.3.7 pz.3.6|l. 15 DZ.3.5 / % o e ==
| UM-3-8 n mm 8 4 324 Tualetes telpa 2.17
—_Stwl 1 bomm X515 UM-5-5 303 ‘ 325 Tualetes telpa 3.96
22x1.5/28x15 x UM-3-7 UM-3-6 111.91 m? D -
22/300-400 - 22/300-400 326 Tualetes telpa 2.18
254 W UM-3-2 tjm 16k1.2 15x12 s 25:(;” 327 Tualetes telpa 3.98
7 Spe2 UNe3e1 ] g%%%s“ T SIS . Stue 18x1.2 g L RTZ o 48 T . 328 Tualetes telpa 5.83
/ oS s~ 7, lndntnd == e e zZ A7, 329 Tualetes telpa 5.84
% J DZ.3.1. DZ3.2 ° DZ.3.3 DZ.3. [ 3 356 330 Istaba 17.40
| m H 4
% 304/ 307 % 4.63 m? 312 315 319 316 / 322 332 Istaba 35.97
/ 4.82/m? 3 4 311 59 m 2.58 m 258 m2| [4%9 m? / 7.46 302 333 Istaba 17.16
Y 2.20m 6.38|m? 7 L 3 ! 6.12 m? 334 Gaitenis 7.87
o
5 15x1.2 PN 7 320 [ o EB 335 Istaba 17.35
Irs gridas 2
/ virs gfdas /] T I ﬂ: :I 16.99 m / = [ 325 336 Istaba ar virtuves nisu 20.31
% ; s gridas Ny / 3.9 m’ 337 Istaba 6.28
> 313 = 327 338 Gaiteni
s — aitenis 5.17
é = 7 1580 m* || 7 || 317 s TR ] 338 339 Istaba 15.16
/ 305 7 310 virs gridas virs gridas 580 w22 M 22 M - - - -
/ 1236 7 T0.82 e 60 m ’ 340 Istaba ar virtuves nisu 27.37
/ . 9 ;8 ?“z - 309 . 314 318 lEI 1 ||] — L 329 T 341 Dusas un tualetes telpa 3.94
/ : % 19.55 m? | 8.54 m? —48.54 m? / - [] 5.84 m? 583 342 Gaitenis 7.54
% 15x1.2 ; I 5x1 % 15x}.2 \ 15x1.2 15x1.2 15x ! x1.2 | 15K1.2 15x1.2 15x 343 Istaba ar virtuves nisu 17.23
y e V] = 5 < : v 5 X
-/ ~ 1 T 1 1| 2 1 // 1 1 T Y 1 A ¥ % T T T = — —F 344 Istaba 10.94
A % 11 i o % =3 2 =3 ! = % A 345 Istaba 10.78
-/4 22/400-900 22/400-500 — 4 22/400-500 7 22/400-500 22/400-500 o~ 22/400-500 22/400-500 < 22/400-500 22/400-500 4 22/400-500 22/400-500 < 22/400-500 22/400-600 22/400-700 = 346 Dusas un tualetes telpa 4.88
662 W 3712W 355wW 372W 372W 372W 372W 372W 372 W 372 W 372 W 355 W 405 W 479 W 347 Gaitenis 7.93
Stv.13 Stv.11 .
% X1 348 Istaba ar virtuves nisu 17.17
349 Istaba 9.71
350 Istaba 10.72
351 Dusas un tualetes telpa 4.86
634.22 m?
® @ = ©), @ ® ® @ ® ®
PIEZIMES
1.Visus apkures sistdmas stavvadus $ahtas izol&t ar firmas "Paroc” siltumizolacijas puscilindriem 30mm biezuma, parklatiem ar
alumTnija foliju.
2. Radiatoru apkures sistémas caurulvadi, kuriem planos un shémas nav uzradits diametrs, pienemti ar diametru d=15x1,0mm.
3. Siltumapgades sistému caurpliistosa siltumneséja iereguléSanai paredzéti balansésanas varsti, kuros paredzamas caurpliides
llelums notelkts ar mérvlentbu "I/s".
4. Slitumapgades slstémas darba spledlens paredzéts 2,5 bar.
5. Siltumapg&des sist&mu magistralo caurulvadu kritums i=0,002 siltummezgla virziena. Sist8mu augstikajos punktos uzstadTt
atgaiso$anas ventilus ar automatiskajiem atgaisotdjiem, zemakajos - tukSoSanas trejgabalus ar aizbazni. TukSoSanai iespgjams
lzmantot arT balans&sanas varstus.
6. Slitumapgades cauru|vadl un radlatorl planos atvirz1tl no slenam nosacftl.
t7. Vl'saksa slgnalsgun astall('pslavu paarfe_gt\xlrp?;, k:rus _?:SéfSO c::ruwadl, tlas g?;igzéts I;buvtéat tég-xauda apvalka calljanél:,; calurulvadu Amats: Uzvards: Paraksts:  |Datums: PasatTtajs: IIzpilthajs:
ermiskas izpleSanads kompensacijai. Vietas, kur siltumapgades caurulvadi $k&rso starpstavu parsegumus, uzsf ulas ar = . : .
ugunsizturibas robezu EF30 un spraugas aizpildit ar ugunsdroSiem hermetiz€joSiem materidliem ar ugunsizturibas robezu EI-30. Jelgqvas pilsétas dome E’ﬁﬁfﬁ;’;{:’fﬂf Q;;::nr:i
8. Plrms montazas darbu uzsaksanas, attlecTgo sadalu montazas darbu vadTtajlem savstarpgjl Ir japreclzé augstumu atzImes visu Reg.Nr.90000042516 [Reg. Nr.42403019889 b %
InZenlerkomunlkaclju $k&rsoSan3s vletas. y ’;’ela ’5’[‘\7/ 310,01 Tel.: é&?: 130 i mu:jl
9. Pirms iekartu un materialu pasatTSsanas preciz&t izm&rus uz vietas. AVK sad " elgava, LV- @-pass: MioSasLm.Y AL
10. MontaZu un pienem3anas darbus veikt saskana ar LBN 231-15 un iekartu raZot&ju montazas instrukcijam. sadal.vad| A-Patens el - —
’ jzstradaja | APalens 01.06.2017 [Obiekts: P asatuma, | D016/
: \ Ekas parbive Stacijas iela 13 Mas: TELAR
5‘\:‘ Meérogs: 1:100
\ Ras&jums: Marka: AVK
AUSTRUMI 3. stava plans. -
progkﬁgcnymjs Apkures s igt smas. Stadija: | Lapa: |Lapas Nr.
BP AVK-5 20




TELPU EKSPLIKACIJA 4.STAVA
Telpas Nosaukums Platiba, m2
numurs
15x1.2 15%1.2 401 Kapnu telpa 6.38
c-du pacélums fo-du paoélums 402 Kapnu telpa 6.12
22/400-700 22/400-500 22/400-500 22/400-500 22/400-500 22/400-400 22/400-500 22/400-400 22/400-400 22/400-500 22/400-500 22/400-500 22/400-400 22/400-400 22/400-500 22/400-800 403 Gaitenis 103.80
7/ 489 W 326 W 7 326 W 326 W 7 326 W 310 W 7 326 W 310 W 7; 310 W 326 W P/ 326 W 326 W 7 310W 310W 7 326 W 603 W 7 — -
/ I I I I 7 I 7 I ) I 7 /) @ 404 Gaitenis 4.59
_| X ) A 1 ] 1 } 1 L 1 } L X ¥ P ] // ! /_ N N
/ = y 7 T 7 > R s w— g 3 ~ = / 405 Istaba ar virtuves nisu 14.36
O 15x1.2 ’ 1541.2 1px1.2 / 16x1.2 15x1.2 9 151 16x1.2 , 15x1.2 ¥ \ 15x1.2 / % 15x1.2 % 406 Gulamistaba 9.20
i | I | I % = 11 .I ‘ . 7 % [ / 407 Vannas un tualetes istaba 5.87
| % | 439 | % / / 408 Gaitenis 4.63
453 ‘ 452 % — 15%1.2 20.40 m? ’ . ' ! / 409 Istaba ar vrtuves nisu 19.58
450 virs gridal N 18x1.2 g 1
1072 m7] |l 971 m é e [ Vs gftdas , % 410 Istaba 10.82
455 7 247 | 15x12 445 444 A J/ 411 Dusas un tualetes telpa 5.90
14.99 m? 7 ; 14.24 m? 10.70 m? / / rar
15¢12 .99 m % 78 mi{rso 24 m 70 m IH 335 30 / / 412 Gaitenis 4.59
virs gridas / /— 4 18.12 m? 13.34 m? / / 413 Istaba ar virtuves nisu 15.80
1 = 1742419m2 é | ' / 414 Gulamistaba 8.54
454 - } 448 442 ) 441 . / / 415 Vannas un tualetes istaba 4.58
00400 4.86 m? 251 246 2.88 m? 5.17 - j - - 16.97 m \ — % e o= )
31w - 7.93 m? 7.54 m? o028 7.52 m? 417.65 m? % 417 Istaba ar virtuves nisu 15.80
° . 429 418 Gulamistaba 8.54
Dn 15 Stv.5
B30mm 28 7 -
i DZ.4.12 > DZ.4.11 pz.4.10 ||, X DZ.4.9 G224 6 419 Vannas un tualetes istaba __ [4.58
420 Gaitenis 7.63
L UM-4-12 n mm // " N
y — UM:,T SXL\.,A - 203 42 Istaza ar virtuves nisu ; 6.56
——5‘-1-3—'18,(1_2,22,(1.5 UM-4-10 703.80 m? 721300400 4 Istaba .51
zzfzzgloxoo UM 54w 423 Dusas un tualetes tepa 4.77
U] . , UM-4-2 y UM-4-4 Dn 15 um 15%1.2 424 Istaba 11.80
z _Sue2 Dot T TBx] 21187 Dn 15 1851212215 19x1.2/18x1.2 B30mm O 51.216x1.2 425 Istaba ar virtuves nisu 15.96
/ T % > 7 E e > 226 staba 3.38
DZ.4.1. DZ.4. DZ.4.3 DZ.4. DZ.4.5 DZ.4.6 I RiE -
é | - J\ Xt 427 Dusas un tualetes telpa 4.56
/ o) o © 428 Gaitenis 4.59
/ 404/ 80 419 416 (0] ) 429 Gaitenis 7.28
408 N 420 423 427
% 4.59/m? - 2(7)7"12 ] - ;8 - 763 mil ;;2 415 4.58 m? 4)6‘9 m? 421 u-/ 7.63 m? 4.77 m? 5 ‘:gzmz 2.56 m2 328 % 430 Istaba 13.34
. - 16.56 m? . - — m / 431 Virtuve 8.17
. 1 [ % = Virs gridas / 432 Istaba 17.65
/ 15%1,2 P / 7 . E :I / 433 Dusas un tualetes telpa 4.68
irs gnidas / 7 15x1.2 /
/ o5 — 59 — ! % Vs gridas / 434 Gaitenis 3.01
2 14.36 m? | % : 15%1.2 15.80 m? 1 ¢ é | / Ve % 435 Istaba 18.12
_1fxiz 410 a3 s gridas \ 1 7 EIEI, 436 Virtuve 8.17
irdortd V] | . 2
% virdgridas - 10.82 m? 580 7 = Z 3 7 15.96 m é 437 Dusas un tualetes telpa 4.15
406 s - 418 ! 424 4_ L |_426 | rr—
/ 2 19.58 m? 7 / T80 m? % 51 m? 8.38 m? / 438 Gaitenis 7.52
/ 9.20 m 7 . 8.54 m — I=II=F5 439 Istaba ar virtuves nisu 20.40
/ 15%1.2 15x1.2 virs ; 5x1 15%1.2 15%1.2 15%.2 16%1.2 15x / / x1.2 15x1.2  1px1.2 / .
/ rdas ; \ g " / 440 Dusas un tualetes telpa 6.28
i / P it ! : 1t 1 / o= 8 441 Istaba 16.97
Z/ e = : ,/ z = / el /‘ == 2 Z = x Z el 7 @ 442 Gaitenis 5.17
22/400-800 22/400=500 —-4 22/400=500 22/400<500 22/400=500 4 22/400-500 22/400=500 22/400-500 22/400-500 —f 22/400-500 22/400-500 < 22/400=500 22/400<500 22/400-800 -
W Smw Smw Smw T2 e Smw =W D - - 355 W W “HwW 443 Dusas un tualetes telpa 3.94
444 Istaba ar virtuves nisu 27.37
445 Istaba 14.63
446 Gaitenis 7.54
447 Istaba 10.78
448 Dusas un tualetes telpa 4.88
449 Istaba ar virtuves nisu 17.21
450 Istaba 10.94
451 Gaitenis 7.93
452 Istaba 9.71
— 453 Istaba 10.72
< ®
@ @ 3 @ @ @ @ @ @ 454 Dusas un tualetes telpa 4.86
455 Istaba ar virtuves nisu 17.17
630.62 m?

PIEZIMES
1.Visus apkures sistémas stavvadus Sahtas izolet ar firmas "Paroc" siltumizolacijas puscilindriem 30mm biezuma, parklatiem ar
aluminija foliju.
2. Radlatoru apkures slstémas caurulvadl, kurlem planos un shémas nav uzradhts dlametrs, plenemtl ar dlametru d=15x1,0mm.
3. Slitumapgades slstému caurplistosa slitumneséja lereguléSanal paredzétl balansésanas varstl, kuros paredzamas caurpliides
llelums notelkts ar mé&rvlenTbu "I/s".
4, Slitumapgades slst&m3s darba spledlens paredzéts 2,5 bar.
5. Siltumapgades sistému magistrélo caurulvadu kritums 0,002 siltummezgla virziena. Sistému augstakajos punktos uzstadit
atgalsosanas ventllus ar automatiskajlem atgalsotajlem, zemakajos = tukSoSanas trejgabalus ar alzbaznl. TukSosanal lesp&jams
Izmantot arT balans&$anas varstus.
6. Slitumapgades cauru|vadl un radlatorl planos atvirzil no slenam nosacftl.
7. Visas sienas un starpstavu parsegumos, kurus 8k&rso caurulvadi, tas paredzats ieblvat tsrauda apvalka caurulds caurulvadu
termiskas izpleSanas kompensacijai. Vietas, kur siltumapgades caurulvadi Skérso starpstavu parsegumus, uzstadit Caulas ar
ugunslzturfbas robezu EF30 un spraugas alzplldTt ar ugunsdroslem hermetiz&joslem materlallem ar ugunslzturibas robezu EI-30.
8. PIrms montazas darbu uzsak3anas, attlecTgo sadalu montazas darbu vadntdjlem savstarp&jl Ir japreclz&é augstumu atzImes visu

i;’li;!'lierk_or:(\;rr:ikaciju §:$§l:§?§an5§t\_li§et55- N ot Amats: Uzvdrds:  |Paraksts:  |Datums: PasOtTtdjs: Izpilditajs:
. FIrms el U un matenalu pasutisanas precizet Izmerus uz vietas. o= P KtSta bil Austrumi”
10. MontaZu un plenemsSanas darbus velkt saskana ar LBN 231-15 un lekartu raZotaju montazas Instrukcljam. Jelgtfvas pilsétas dome 18r:l{)evembr:aiselar$£ R;;eol:nn;
Reg.Nr.90000042516 [Res. Nr.42403019889 b
vr.7u . Nr. \‘
Liela iela 11, Tel.: 26821100 \
Jeleava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
AVK sadal.vad| A.Palens 01.06.2017 save,
' lzstradaja | A.Palens 01.06.2017 [OPJekts: P““ﬁ?“’"“’ JIND2016/
A arhiva
4 s _ i & . 14/ AK
\ Ekas parbave Stacijas iela 13 numurs:
\ Meérogs: 1:100
% - -
AUSTRUMI e . TR T
4, stava plans. -
proiektéianas birojs Apkures sif temas. Stadija: | Lapa: |Lapas Nr.
BP AVK-6 21




@ @ < @ @ @ @ @ @ @ TELPU EKSPLIKACIJA 5.STAVA
J:ILP;SS Nosaukums Platiba, m2
501 Kapnu telpa 6.38
502 Kapnu telpa 6.12
503 Gaitenis 103.80
504 Gaitenis 4.82
505 Istaba ar virtuves nisu 14.59
15.0%1.0 15.0%1.0 506 Gulamistaba 9.17
c-du pacalums e-du pacélums 507 Vannas un tualetes istaba 5.90
22/400-800 22/400-600 22/400-700 22/400-700 22/400-600 22/400-600 22/400-700 22/400-600 22/400-600 22/400-700 22/400-700 22/400-700 22/400-600 22/400-600 22/400-700 22/400-1000 508 Gaitenis 4.63
7 582 W 411 W Z 475 W 475 W 7 411 W 391 W 7 475 W 391 W 2 391 W 475 W 7 475 W 475 W Z 391 W 391 W 7z 475 W 765 W - -
Z ] | o | ] 1 | = @ 509 Istaba ar vrtuves nisu 19.55
] 1 -
——=F — ; = L_¢ — — — s — T —— - n: i — 510 Istaba 10.82
8 15x1.2 l 15 \ 15%1.2 1Ex12 / 15x1.2 15x1.2 % 15x1 15%1.2 / N x1.2 \15x1.2 5x1.2 © © \18x12 \ 5x1.2 \ 15x1.2 511 Dusas un tualetes telpa 5.90
;] |;| |;| |;| 7 DO ogiigo |;| 512 Gaitenis 4.59
3 . | " 536 =31 %. 513 Istaba ar virtuves nisu 15.69
553 552 —1 550 15x1.2 514 Gulamistaba 8.54
7 L | virs grida 18x1.2 8.17 m? |I |I| .15 m? .
W72 e 9.71 m 11.32 m? | 1"0501’;)9”12 N = s gridas 515 Vannas un tualetes istaba 4.58
- 545 15%1: x1.2 —é —é —
—N 15x1.2 14.97 mz+| [—10.72 m? %D 339 5 535 em griestiem I~ zem griestie 516 Gaitenis 4.59
' 18x1.2 555 547 virs gridats - 20.38 m 533 517 Istaba ar virtuves nisu 15.69
virs gridas 16.99 m? 17.31 m? 17.59 m? 4 B > -
. 31 m [ P 13.34 m 518 Gulamistaba 8.54
. ; | I L r_ 72 l l 519 Vannas un tualetes istaba 4.58
]]I \ / I[ {j - 7 ﬁ' \ 520 Gaitenis 7.85
542 3 537 532
€
540 541 | | 530 521 Istaba 11.80
22/400-400 7 Lo
31w 18612 | 551 546 - 2.17m 243 6,28 m? 238 16.97 m? .17 | 460 i 2 = [[7.65 522 Istaba 9.51
— e o 7.93 ml 7 55 mZ 3.96 mZ 1 7.50 mZ v du pg :;=I|1 u nnm":lu 3 -
b 15 M 554 : : . 48 I Ok % 534 Sﬂv_g g P 65;‘? a 523 Dusas un tualetes tepa 4.92
b30| 4.86||m? Visxi.2 1.2 L .74.m : -
mm — [m DZ.5.12 DZ.5.11 4.41 m{] DZ.5.10 . \_ﬂ 8x XI DZ.5.9 36)2 21 3 = M D757 524 Istaba ar virtuves nisu 16.56
7 I v > varsse v 7 (74 y | P E:" i A / > N rviois A 77 525 Gaitenis 4.61
st UM-5-12 2015 St AL o b30njm | == b30mm 526 Istaba 8.38
Sty 15x12 UM-5-11 - UM-5-10 503 UM-5-7 527 Dusas un tualetes telpa 4.58
221400600 UM53 103.80 m? 2000 528 Istaba ar virtuves nisu 15.94
UM-5-2 UM-5-4 UM-5-5 uM5-6
Sty UM-S1 _Dn 1§ Dn 15 Sth3 Stv6 Stvr on 15 onis 1 Stvo 15x1.2 530 Istaba 17.65
15512 ; 7 b30mr] b30mm 5912 Dn 15— 18x1.2 X b30mm b30mm 15x1.2 530 a Gaitenis 6.74
. = 7 / ] === z==s o i 1 rrzrzzrzzzrray . === Y27 2 7 531 Virtuve 8.15
DZ.5.1. — Dz.5.2||(> | EQ Dz.5.3 N DZ.5.4 Q] DZ.5.5 B -
O //\ Ii—, = B E B0 | (7T ﬁ 15x1.2 532 Dusas un tualetes telpa 4.69
i ~ F J - 00 - ©0 , . IE 533 Istaba 13.34
504 507 / 208 _ €0 512 | 515 519 |—L 516 o8 720 527 _ 534 Gaitenis 3.61
4.82 if2 5.90 m? X], ; 231 ] 4.63 m 511 459 m7] [4.58 m? E [4.58 m? 43?9 m? 524 5w 523 1 - ?‘232 - 14.58 m 535 Istaba 17.59
8(3 - == — : = < 6.56 m? P ) 4.92 m4L L — I3 536 Virtuve 817
/‘ Vi::;%é 7 \ 1 17 virs gridas ¥4.b1 m? 537 Dusas un tualetes telpa 4.17
S ’ 15x1.2 — ] : % ’ L 538 Gaitenis 7.50
4 _ 1\ nm ‘ —= = 1513 517 virs gridas P - : 539 Istaba ar virtuves nisu 20.38
{:i?: T - E 15.69 m? 15x1.2 15x1.2 15.69 m? 522 | — e 540 Dusas un tualetes telpa 6.28
=05 L \),‘ - 510 “Virs gridas < |~ irs gridas \ T st mr [ ‘1’ 541 Istaba 16.97
14.59 m? 506 e 10.82 m? A 521 542 Gaitenis 5.17
7 L 20 TR 509 514 518 11.80 m L
9.17 m 1%.55 m? 3.5k m? | | 8.54 m2 Ifl Ifl 543 Dusas un tualetes telpa 3.96
15%1.2 15%1.2 ﬁsxu_ 15%1.2 15%1.2 15%1.2 . 15%1.2 15%1.2 ‘ 15x1)2 Tow1.2 ‘Qgsxyz © 544 Istaba ar virtuves nisu 11.10
virs ngdas :‘T_ / | ) O 545 Istaba ar virtuves nisu 15.35
- T 0 | : - =0 & & ! - = - ! 2 1 = & + —— H @ 546 Gaitenis 7.55
T = I 1 | y | o | I
! ' ! ! 547 Istaba 17.31
/4 22/400-1100 22/400-600 a4 /] 22/400-600 / 22/400-600 22/400-600 4 22/400-700 22/400-600 “4 22/400-600 22/400-700 4 22/400-700 22/400-700 L4 22/400-600 é 22/400-600 22/400-1100 A
796 W 457 W 436 W 467 W 467 W 510 W 447 W 447 W 510 W 517 W 476 W 434 W 446 W 808 W 548 Dusas un tualetes telpa 4.81
549 Virtuve 10.21
550 Istaba 11.32
551 Gaitenis 7.93
552 Istaba 9.71
553 Virtuve 10.72
554 Dusas un tualetes telpa 4.86
555 Istaba 17.17
615.04 m?
® @ = ® @ ® ® @ ® ®
PIEZIMES
1.Visus apkures sistémas stavvadus $ahtas izolét ar firmas "Paroc" siltumizolacijas puscilindriem 30mm biezuma, parklatiem ar
aluminija foliju.
2. Radiatoru apkures sistémas caurulvadi, kuriem planos un shémas nav uzradits diametrs, pienemti ar diametru d=15x1,0mm.
3. Siltumapgades sistému caurplistosa siltumneséja iereguléSanai paredzéti balansé$anas varsti, kuros paredzamas caurplades
lielums noteikts ar mérvienibu "I/s".
4. Siltumapgades sistémas darba spiediens paredzéts 2,5 bar.
5. Siltumapgades sistemu magistralo caurulvadu kritums i=0,002 siltummezgla virziena. Sistému augstakajos punktos uzstadit
atgaisoSanas ventilus ar automatiskajiem atgaisotajiem, zemakajos - tukS8oSanas trejgabalus ar aizbazni. TukSoSanai iesp&jams
izmantot art balanséSanas varstus.
6. Siltumapgades caurulvadi un radiatori planos atvirziti no sienam nosaciti.
7. Visas sienas un starpstavu parsegumos, kurus Skérso caurulvadi, tas paredzéts iebivét térauda apvalka caurulés caurulvadu - —— - - —— ——
termiskas izplesanas kompensacijai. Vietas, kur siltumapgades caurulvadi $kérso starpstavu parsegumus, uzstadit ¢aulas ar Amats: Uzvards:  |Paraksts:  |Datums: Pasatitajs: {zpz}ldv‘t_ags. o
ugunsizturibas robezu EI-30 un spraugas aizpildit ar ugunsdrodiem hermetiz&josiem materialiem ar ugunsizturibas robezu EI-30. [ Jelgavas pilsétas dome 1';‘;‘18“65;”&_5 {’";’(1)5 ’;‘_‘Strl‘(’m‘
8. Pirms montazZas darbu uzsak8anas, attiecigo sadalu montazas darbu vaditdjiem savstarpéji ir japrecizé augstumu atzimes visu Reg.Nr.90000042516 Red OJfTZ ;83'512889‘ czekne
inZenierkomunikaciju $kérso$anas vietas. Lield iela 11, Tel.: 26821100
9. Pirms iekartu un materialu pasatiSanas precizét izmérus uz vietas. Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
10. MontaZu un pienem3anas darbus veikt saskana ar LBN 231-15 un iekartu raZotaju montazas instrukcijam. AVK sadal.vad.| A.Palens 01.06.2017
sstradsja | A.Palens 01.06.2017 |OPJekts: P"Z“rt,gg;" @ UND2016/
= s . 14/ AK
Ekas parbave Stacijas iela 13 numurs:
Mérogs: 1:100
Rasejums: Marka: AVK
AUSTRUM' 5. stava plans. Stadija: | Lapa: |Lapas Nr
projektéianas birojs Apkures sistemas . . .
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P3
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KALORIFERU SILTUMAPGADES SISTEMAS SHEMA

SOKNA SAJAUKSANAS MEZGLA "1" PRINCIPIALA SHEMA
bez méroga
@ DN32

QR @
.I?@_D - q_&.Jg

Coig.

Ventlladjas lekartas PN1Gdens kalorifeds Q1 =25,3 kW

Algalsotajs

Termosensors

NerlOs&josa terauda lokanas pievienojuma caurules

Clrkulacljas siknls “Yonos Plco 15/1-6 (130mm)"
G=1,088 m¥h

Trisgaltu regulgjosals varsts "Bellmo R313 d=15

Kvs=4 0 ar elekiromotora pievadmeh&nismu NR24-SR

@Pe®0 @ 96O

T40
Pa— —— R — -— Sletina flitrs
DN15 / DN1 § / Vlenvirzlena varsts
Balpasa pretesfibas reguléjams varsts
@ Lodvelda noslégventlls

SUKNA SAJAUKSANAS MEZGLA "2" PRINCIPIALA SHEMA
bez méroga

@ @  Ventliacjas lekrtas PN20dens kalortferls Q1 =5,9 kW
DN20 @  Atgaisotsjs
I? ®@  Termosensors
L ——F22— P - —7'22. @ NerlOs8&o3a t8rauda lokands plevienojuma caurules
®  Clkulaclas sdknls “Yonos Plco 15/1-6 (130mm)"
DN20 G=0,263 m*h
l? ®  Trisgaitu regukjosais varsts "Belimo R311 d=15
Taa I Kvs=1,6 ar elektromotora plevadmehanlsmu NR24-SR
fa -— @  Sletinafits
®  Menvirzlena varsts
DN20 ® Ba
pasa pretesflbas regul&jams varsts
@ () Lodvelda nosiégventills

SUKNA SAJAUKSANAS MEZGLA "3" PRINCIPIALA SHEMA
bez méroga

@ @ @ @  Ventiialjas lekartas P3 Odens kalorlferls Q1 =6,8 kW
DN25 (@  Atgalsotajs
'9 ' @  Termosensors
A A W .- -, - P L _m' (O] NerQs8&joda t8rauda lokanis plevienojuma caurules
4 ® Clrkulacljas sUknls "Yonos Plco 15/1-6 (130mm)*
DN25 G=0,301 m¥h
I(? ®  Trisgaltu reguksjosals varsts "Belimo R310 d=15
T4 T40 A Kvs=1,0 ar elektromotora plevadmehanismu NR24-SR
-— = / +— / e -— @  Sletinafirs
DN15 DN1 ®  Menvirzlena varsts
DN2 [¢) Balpasa pretesflbas regul8jams varsts
@ @  Lodvelda nosisgventlls
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PIENEMTIE APZIMEJUMI

uz kabriferu
sls1@mu, dmé2x1.5

) Gm0,45389 I's

= turpgaita (A12) \\Uz esofo skunmezglu o alrer
mapgades sisiemas, 5

= atgaita (A22)

- atgaisotajs,

-lodventllls ,

- drosele

= termoregulatos,

- caurulvadu savlenojums, pacélums

- caurujvadu diametru maina

PIEZIMES
1.Visus ventilacijas kaloriferu siltumapgéades sistémas caurulvadus izolét ar firmas "Paroc" siltumizolacijas puscilindriem 30mm
biezuma, parklatiem ar aluminija foliju. Siltummezgla un ventkameras robezas visiem izolétajiem caurulvadiem paredzéta
polivinllhlorTda aptinama dekoratlva pléve ar dekorativiem nosléggallem.
2. Slitumapgades slst&8mu caurplisto33 slitumnessja lereguldsanal paredz&tl balans&Sanas varstl, kuros paredzamas caurplides
lielums noteikts ar m&rvienTbu "I/s".
3. Siltumapgades sist8m3s darba spiediens paredzats 2,0 bar,
4. Slitumapgades slstému maglstralo caurulvadu kritums 1=0,002 slltummezgla virzlena. Slstému augstakajos punktos uzstadit
atgalso$anas ventllus ar automatiskajlem atgalsotajlem, zemakajos = tukSoSanas trejgabalus ar alzbaznl. TukSosanal lesp&jams
izmantot arl balans&8anas varstus, Vietas, kur nav iesp&jams cauru|vadus tukSot pastecs, paredz&t armatlru So posmu izpd3anai ar
saspiestu gaisu.
5. Siltumapgades caurulvadi planos atvirziti no sienam nosactti.
6. Visas slenas un starpstdvu parsegumos, kurus Skérso caurulvadl, tds paredzéts leblvét térauda apvalka caurul&s caurujvadu
termiskas lzpleSanas kompensacljal.
7. Pirms montaZas darbu uzsak$anas, attiecTgo sadaju montaZas darbu vaditajiem savstarpéiji ir japrecizé augstumu atzImes visu
inZenierkomunik&ciju SkérsoSanas vietas.
8. Pirms iekartu un materialu pasifiSanas precizét izmérus uz vietas.
9. Montazu un plenem3anas darbus velkt saskana ar LBN 231=15 un lekértu raZotaju montazas Instrukcljam.

Amats: Uzvards: Paraksts: Datums: Pasatitajs: Izpilditajs:
Jelgavas pilsetas dome “Projekt@sanas birojs Austrumi”
. 18 Novembra iela 16, R&zekne
Reg.Nr.90000042516 |Ret. Nr.42403019889 A
Liela iela 11, Tel.: 26821100 \
. -pasts: inf i STRU»
AVK sadal.vad] A.Palens 01.06.2017 Jelgava, LV-3001 Fpuis ctanmty AN
E\ Izstradaja A.Palens 01.06.2017 |Objekts: P asaariggéna, JND2016/
. 14/ AK
Ekas parbave Stacijas iela 13 numurs:
Merogs: 1:100
AUSTRUMI Ras&jums: Marka: AVK
projektesanas birojs Kaloriferu siltumapgades sistémas shema.| Stadija: | Lapa: |Lapas Nr.
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Balans&joSo varstu un siltuma patérina
uzskaites mériericu tabula dzivokliem.

bgaé 16%1.2
c-du pacélums
i Silt & Rad K o oaaims
iltuma neséja 8josa 8jo3a | .. . i i ¥ &
Dzivokla ui!f(uari]::s aprékina atérJiné Balaysetjosa Ba|a['IS?JOSa Siituma uzskaites dz?vgiltf/r-\l:oiaatlgfu c-du pacelums
Nr. prina patem varsta _varsta mérierice g g 22/400-800 22/400-600 22/400-700 22/400-700 22/400-600 22/400-600 22/400-700 22/400-600 22/400-600 22/400-700 22/400-700 22/400-700 22/400-600 22/400-700 22/400-1000
mezglaNr.] th [ s Kv izmérs DN uzstadisanas gadijuma o 582 W 411w 475 W 475 W 411w 391W 475 W 391 W 391W 475 W 475 W 475 W Zen: g’r‘i;ﬁﬁem 391W 475 W A=) Stava aridas fmon
- fotbA = - - . ava gridas limenis
Dzivok|u apkures sistémas Stava gridas limenis 5.stava gridas fimenis g ﬂ ﬂ ﬁ ]‘j ]‘j ﬁ ﬂ ]‘j ﬂ ﬁ ﬁ ﬁl ﬁg 5.stava gridas imenis
21 |UM-211 | 445 [001235] 0.16 15 |WFM26 (0.6 mh) 2 ﬂ . 7 - . ﬂ
22 |UM-2-2 47.3 10.01313 0.16 15 WFM26 (0.6 m*h) 3 15%1.2 | \15x1.2 15x1.2 15%1.2 | 15x1.2 | \18x1.2 15x1.2 15x1.2 | 15%1.2 | % \18x1.2 \15x1.2 \15x1.2
2-3 UM-2-3 32.0 |0.00889 0.08 15 WFM26 (0.6 m*/h) 2 18x1.2 15x1.2 5.stava gridas limenis
24 |UM-2-4 32.0 |0.00889] 0.8 15 WFM26 (0.6 m¥h) 2 Zem griestiem c-du pacalums /
18.0x1.2 22/400-400 22/400-500 22/400-800
25 |UM-2-5 414 10.01149 0.16 15 WFM26 (0.6 m3/h) 3 virs gridas 22/400-700 22/400-500 % 22/400-500 22/400-500 22/400-400 22/400-500 22/400-400 22/400-500 22/400-500 T30W T36W T603W o
489W 326 W 326 W 326 W 310W 326 W s o 310 W 326 W 326 W zem griestiem
26 |uM2-6 27.3 [ 00076 | 0.08 15 WFM26 (0.6 m*h) 2 3 virs gridas 22/400-500 Dn 15 P | 4.s1ava gridas menis
dstava 22/400-400 326 W b30mm 22/400-900
27 |UM-2-7 414 10.01149 0.16 15 WFM26 (0.6 m3h) 3 221400400 gridas imenis stow 15x12 £ 7 Z 7 Z 687 W
¥ 2. WFM26 (0.6 m¥h 7 7 T 7 \ i i 15x1.2 22/400-400 \ 15%1.2 \15x1.2 \15x1.2
28 Um-2-8 63.3 |0.01758 0.2 15 ( ) 4 15x1.2 15x1.2 15x1.2 18x1.2 15x1.2 15x1.2 310w
31 |um-31 | 445 (001235 o0.16 15 WFM26 (0.6 m¥h) 2 15%1.2 virs 15x1.2
32 |um-3-2 47.3 10.01313[ 0.16 15 WFM26 (0.6 m¥h) 3 AP 18x1.2
33 |um-3-3 0.10 WFM26 (0.6 m*h) 2 ¢-du pacglums
32.0 |0.00889 : 15 : 22000500 22/400-700 22/400-500 22/400-500 5 22/400-400 22/400-500 22/400-500 Dn 15 22/400-500 22/400-400 22/400-400 22/400-500 22/400-800 Stv.10
3.4 UM-3-4 32.0 |0.00889 0.10 15 WFM26 (0.6 m¥h) 2 o 489 W 326 W 326 W 22/400-500 22/400-500 22/400-400 AP Virs gridas 310 W 326 W 326 W b30mm 326 W 310 W 310 W 326 W 503 W O 15x1.2
semva 2 326 W 326 W 310w 22/400-500 Stv.5 22/400-400 UMST 15%1.2 Asvis ASYAS O 15 stava gridas fimenis
3-5 UM-3-5 41.4 10.01149 0.16 15 WFM26 (0.6 m®h) 3 gridas imenis | /- ﬁ " ﬂ 326 W 18x1.2 Y oy % c-du pacelums G=0,0113 s G=0,01111ls ﬂi
<1 22/300-400
36 |UM36 27.3 | 0.0076 0.08 15 WFM26 (0.6 m*/h) 2 z Z 18xi2 4 1s - Z 22/300-400
15%1.2 / \ 15%1.2 ; \18x1.2 15x1.2 | 15x1.2 | ASV-PV-15Y 1h30m \ 15x1.2 \15x1.2 15x1.2 | \15x1.2 \15x1.2 254 W
37 |UM-3-7 414 |o.01149 0.16 15 WFM26 (0.6 m3/h) 3 15%1.2 / \1sx12 D s
mmy 156x1.2
3-8 |UM-3-8 63.3 [0.01758 0.2 15 WFM26 (0.6 m*/h) 4 ASV-15 ’ Dn 20 a
i 15%1.2 ‘b3omm ™~
41 |UM-41 | 445 001235 0.16 15 |WFM26 (0.6 m¥h) 2 1912 virs 4 et Stv.25 A [\Stv.26 Stv.10
22/300-400 gridas 22/400-700 22/400-500 22/400-500 Stv.4 VI 9 22/400-400 22/400-500 22/400-500 22/400-500 22/400-400 201400400 X1-2 1512 55 400-500 22/400-800 15x1.2
2 “ieowW e W L 18x12 Bl 22/400-500 22/400-400 22/400-400 22/400-500 22/400-800
42 |um-4-2 47.3 (0.01313 0.16 15 WFM26 (0.6 m*h) 3 254 W o 489 W 326 W 326 W Virs gridas 310W 326 W 326 W 326 W 310W 310W 326 W 603W O
. B 22/400-500 22/400-500 22/400-400 22/400-500 Stv.5 ASV-M-15 ASVALS ASVALIS ) L
4-3 UM-4-3 32.0 |0.00889 0.10 15 WFM26 (0.6 m3/h) 2 2stava =~ 326 W 326 W W 22x1.5 22/400-400 ASV-PV-15 ASV-PV-15 SV-PV-15 ~| _|2.stava gridas limenis
WFM26 (0.6 m?/h) gridas limenis ‘I " ] G=0,0113 /s G=0,01111/s 221300400
44 |uma4 | 320 [o0.00889| 0.10 15 6m 2 - ]j ) ‘ J |
St.v.8 15%x1.2 254 W
4-5 UM-4-5 473 |0.01313 0.16 15 WFM26 (0.6 m¥h) 3 M// \\M § \M M M 22%1.2 \\M \M M \M \M 11/300-400
q 40W
4-6 UM-4-6 41.9 |0.01165 0.16 15 WFM26 (0.6 m*h) 2 ? 15x1.2
!
- -4 - 3,
47 |UM-a7 53.3 | 0.0148 0.16 15 WFM26 (0.6 m*/h) 3 29/300.400 221400-500 18x1.2 22/400-500 22/400-500 22/400-500 22/400-500 22/400-500 22/400-500 $E28 A1 [[NSLv.28 55/400.600 22/400-600 Stv.10
4-8 |uM-4-8 27.3 | 0.0076 0.08 15 WFM26 (0.6 m¥h) 2 “SBAW 15x1.2 ° % 22243070\-200 o6 W 22/400-500 21800500 virs gridas 326 W 326 W 326 W 326 W 326 W 326 W - : 438 W 438 W ° 15x1.2
Virs gridas 326 W Stv.4 e 15x1.2
49 |UM-4-9 414 |0.01149] 0.16 15 WFM26 (0.6 m*h) 3 istava E‘_’ﬂ ]j m 221400500 22x15 S26W 2 H 297400500 ]j ]j 15x1.2 ]j] Tj ]j ]j] ASvnas ASVAAS ]j] ]jE 1 stava gridas limenis
410 |um-4-10 | 273 |oo0o76 | 0.8 15 WFM26 (0.6 m*h) 2 gridas fimenis - ' 326 W J / l_“l‘ 326 W 7 / 7 /Zi%s.gd%ﬁ\/ I Tbikns \ 291300400
i 15x1.2
411 |UM-4-11 | 414 |oo1149] o0.16 15 WFM26 (0.6 m¥h) 3 15x1.2 | 15x1.2 | 15x12 1512 | ST ASVALS ¥ \ 15x1 2 15%1.2 | \ 15x1.2 \15x1.2 \15x1.2 ASV20 18x1.2 \15x1.2 \ 15x1.2 11300400 - 254 W
3 15%1.2 b U V| G=0,03954 I/s ASV-M-20 T
4-12 [UM-4-12 | 63.3 [0.01758 0.2 15 WFM26 (0.6 m*h) 4 *% A 15x12 18x12 A —J 18x1.2 22%1.5 A 15x1.2
51 | UM-5-1 53.9 [0.01497| 0.16 15 WFM26 (0.6 m*h) 2 Stv.19 22x15
T5x1.2 Stv.21 18%1.2 Stv.24 S8 S8 Stv.10
~ e 58.9 |0.01636 1 15 WFM26 (0.6 m¥h 3 22/300-400 16x1.2 — S x1. x1. V.
= o ( ) o % % 22/400-400 11 22/400-500 22/402)8;362 She2Z AR 22/400-600 22/400-500 12 23100500 2/400-500 22/400-500 22/400-600 22/400-900 12
. UM-5- 3 o By - - X1 - 450 W 383 W 383 W 383 W T 383W T 383W C 682W
5-3 5-3 41.2 10.01143( 0.16 15 WFM26 (0.6 m?h) 2 12 3 ) 294 W 3 1400-600 383 W 383 W Stvs ivos 383 W 383 W sz o S
T i 1 — e | o R o i ' - 0 0 O gl) ) e |
55 |UM-5-5 61.4 [0.01704 0.2 15 WFM26 (0.6 m¥h) 3 2815 < : ﬁ’/ 2 : 575 W
5.6 UM-5-6 53.9 |0.01498 0.16 15 WFM26 (0.6 m3/h) 2 v ot e 15x1.2 / 15x1.2 & 15x1.2 ; 22/400-500 M// \\M \\M M M// Gﬁﬁs‘g%&’ésﬁ\m \\M 15%1.2
ASV-PV-15 e 1.0 ; Tae5 W = s -
57 |um57 | 701 |o.o01948| 02 15 |WFM26 (0.6 m¥h) 3 _ ey zem griestiem S5tk seow o 28x1.5 o —
58 |uM-5-8 | 372 [0.01034| 0.1 15 WFM26 (0.6 m*/h) 2 22/300-500 15x1.2 N - — = T
: 28x15 Zem grestern -
59 [um-59 | 577 |0.01602| 0.16 15 WFM26 (0.6 m%h) 3 o oriestiom - D 5012 R
5-10 | UM-5-10 37.2 [0.01034 0.1 15 WFM26 (0.6 m*¥/h) 2 N ey onsan ASVM25 zem griestiem -
ASVPV-20 36x1.5 35x1.5 ASvpvTs Stv.3 AR
511 |UM-5-11 | 549 |0.01525 0.16 15 WFM26 (0.6 m*h) 3 22/300-500 6005202 s\ / \ o 22x1.5 ASV-M-20 18x1.2 6=0.030511/g
}-amwre 2 3 ASV-M-20 ASV-PV-20
- _5- WFM26 (0.6 m*h 279 W r 35%1.5 ASV-PV-20 42x1.5 42x1.5 ASVAM50  G=0,03467 Iis ASV-M-15 :
5-12 |UM-5-12 | 77.4 [0.02149 0.2 15 ( ) 4 / \{22&5 /f/ / Y §=0,05574 Us SSLEvI0N BVEVTE 22%%0 VCOO
KOPA: 40 komplekti 104 gab. 2 > >
/ /1 // Nazats 35x1.5 36x1.5 \ 35x1.5 / \L18x1.2
/ UM-5-3 I ASVM32
/ / ASV-M-15 A oterin / / ASV-M-15 //
/ /-1 // /| G=0,25911 Ils UM-5-5 /-1
/ s " I 4‘7 /
X1.. 4
/ /! /I P Il /
/ / ) I /
UM-4-1 / /] /) _15x1.2 Virs gridas P // 15x1.2 UM-4-5 J/
Dn 15 virs gridas virs gridas Dn 15
b30mm / // I /] Stur b30mm //
22/400-1100 22/400-600 22/400-600 / 22/400-600 // 22/400-600 22/400-700 [ 22/400-600 // 2/400-700 22/4p0-700 22/400-600 18x1.2 J
o 796 W 457 W 436W / 467W 467 W 510 W 44TW /% 517 W 6W 35W 4:7
Stava gridas limenis _ _ 10 / // ! // a T [Tmeni
5.stava gridas limenis /] 22/400-1100 5.stava gridas limenis
— - ﬂ ﬂ ﬂ / ﬂ ﬂ ﬂ /I Il'b | “eosw J
15x1.2 V 15%1.2 ASVM1S \1sx1.2 I \isx12 15x1.2 é SLL3 15x1.2 1 { 15%1.2 \\ 15x1.2 15x1.2 V 1512 % 15x1.2 /
virs gridas UM-3-1 / : // // // virs ng;ias /
/ Dn 15 2 . Stv.9
o )| b30mm / // // virs gridas // // 18512 //
22/400-900 22/400-500 22/400-500 / 221400500 / / 22/400-500 22/400-500 22/400-500 o Dn 20 j| 220400500 /| 221400-500 22/400-500 22/400-500 //
o 662 W 372W 355 W 372W /) 372W 372 W 372W # b30mm 372 W 372 W 355 W 372W 22/400-800,
o) L Stv6 603 W [/
4.stava gridas imenis j— g m / g g S g m 2ox15  // m // D g g Irb I] 4.stava gridas lTmenis
7 r r r s y r r T 7 T // \
. // St.v.7
15x1.2 V 15x1.2 ASVAL1S 15x1.2 // /] \Lisx1.2 15x1.2 é 15x1.2 %V Shedo 15x12 é { 15x1.2 { 15%1.2 { 15%1.2 15%1.2 é 18x1.2 /x 15x1.2 { 15%1.2 J
virs gridas UM-2-1 / Virs gridas A A - // //
Dn 15 /] Dn 1 // 1512 // //
B30 Do virs gridas //
22/400-900 22/400-500 22/460-500 22/400-500 22/400-500 22/400-500 % 2/400-500 =t
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PIENEMTIE APZIMEJUMI

PIEZIMES
- apkures sistémas turpgaita ( A11) ——¢—— - caurulvadu savienojums, pacélums 1.Visus apkures sistémas stavvadus $ahtas un magistralos caurulvadus izolét ar firmas "Paroc" siltumizolacijas puscilindriem 30mm
biezuma, parklatiem ar aluminija foliju.
- atgaita (A21) [ - sildkermenis: 2. Radiatoru apkures sistémas caurulvadi, kuriem planos un shémas nav uzradits diametrs (radiatoru pievadi), pienemti ar diametru
’ d=15x1,2mm.
22/400-700 : " " . " " . - s - = . —y . . . N _ _
- kaloriferu siltumapgades turpgaita ( A12 ) 479 W Firmas Eurmo radiators "Purmo Planora 3 Slltumapgades S|sEen.1U E:au:plu"stosa siltumneséja iereguléSanai paredzéti balanséSanas varsti, kuros paredzamas caurplides
22 modelis ar augstumu 400mm un garumu 700mm lielums noteikts ar mérvientbu "I/s". )
- kaloriferu siltumapgades atgaita (A22) radiatora siltuma atdeve 479 W pie telpas aprékina temperatiiras 4. Siltumapgades sistémas darba spiediens paredzéts 2,5 bar.

5. Siltumapgéades sistemu magistralo caurulvadu kritums i=0,002 siltummezgla virziena. Sistému augstakajos punktos uzstadrt

ﬁ% - atgaisotajs C22/400-500 Firmas "Purmo" radiators "Purmo Compact" atgaiso$anas ventilus ar automatiskajiem atgaisotajiem, zemakajos - tukSoSanas trejgabalus ar aizbazni. TukSoSanai iesp&jams
S, 381 W 22 modelis ar augstumu 400mm un garumu 500mm izmantot arT balanséSanas varstus.Vietas, kur nav iesp&jams caurulvadus tukSot pastecé, paredzét armatiru So posmu izptisanai ar
g i il radiatora siltuma atdeve 381 W pie telpas aprékina temperatiras saspiestu gaisu. - — - - e Py
lodventilis , . . pie felpas apres P 6. Siltumapgades caurulvadi un radiatori planos atvirziti no sienam nosactti. Amats: Uzvards:  |Paraksts:  |Datums: |Pasatitdjs: o Izpilditajs:
> - caurulvadu diametru maina 7. Visas sienas un starpstavu parsegumos, kurus $kérso caurulvadi, tas paredzéts iebivét térauda apvalka caurulés caurulvadu Jelgqvas pilsétas dome 1';’%2?/'?211’;"’15;3";25 ‘;;;ter;r:g‘
—s—— - drosele Dzivoklu siltuma uzskaites mezgls Nr. UM-4-6, ar distancétu termiskas izpleSanas kompensacijai. Vietas, kur siltumapgades caurulvadi kérso starpstavu parsegumus, uzstadit Caulas ar Reg.Nr.90000042516 Reg. Nr.42403019889
? nolasiganu pieméram, WFM26 firmas SIA ME’SA Latvia. ugunsizturibas robezu EI-30 un spraugas aizpildit ar ugunsdrosiem hermetiz&joSiem materialiem ar ugunsizturibas robezu EI-30. Liela iela 11, Tel.: 26821100
— & -termoregulatos, UM-4-6 ’ ’ 8. Pirms montazas darbu uzsakSanas, attiecigo sadalu montazas darbu vaditajiem savstarpéji ir japrecizé augstumu atzimes visu VK sadalvad — [ Jelgava, LV-3001 e-pasts: info@austrumi.lv AS
inZenierkomunikaciju $kérsosanas vietas. . sadal.vad, A.Palens 01.06.2017 :

- izol&ts caurulvads ar diametru DN15, 9. Pirms iekartu un materialu pastti$anas precizét izmérus uz vietas. Izstradaja A.Palens 01.06.2017 |Objekts: Pasatijuma, | \\no016/
ﬁm un izolacijas biezumu 30mm, 10. Montazu un pienems$anas darbus veikt saskana ar LBN 231-15 un iekartu razotaju montazas instrukcijam. h ; ~ arhiva 14/ AK
paomm ' Ekas parbadve Stacijas iela 13 numurs:

_ Meérogs: 1:100
AUSTRUMI e Morke: | AVK
CrolokiEEanas bitols Apkures sistémas shéma. Stadija: | Lapa: |Lapas Nr.
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Sistémas prasibas:

1. Maksas sadalitdji uzstadami uz visiem sildkermeniem individualas lietosanas telpas.

2. Uzstadisana veicama saskana ar izstradatu atbilstosi kvalificéta personala metodiku.

3. Datu savaksanai izmantojamas stacionaras ierices uzstaditas €kas kapnu telpas tad€jadi
nodrosinot pastavigu informacijas ieguvi.

4. Lai nodro$inatu pastavigu kvalitativu datu apstradi €ka aprikojama ar datu serveri kas

datu savac€ju datus apkopo un nosiita uz apkalpojosda uznémumi serveri talakai datu
apstradei.

Siltuma maksas sadalitaja montdzas sheéma

Sadalttaja mont2za velcam uz 1@rauda panelu, Guguna sekaiju, aluminia, un sitiem sildkermeniem.
Katram sildkermena lipam un izméram ievarojami savi montazas noteikumi saskana ar metodiku,

Individuala siltumenergijas patérina uzskaite péc proporcionala
patérina metodes, atbilstosi LVS EN 834:2001

Darbibas shéma

S|Ituma CEEEEEEREEEEERERREFEREEEREEEEEEEEIMERREERERRET .
maksas _ MESA Serveris
sadalitajs g
AN g |
) E |
S | I
A - |
Siltuma - :
maksas | __ D Datu .
sadalitajs savacejs % Datu importé$ana
N g un kontrole
] !
p E |
/// % |
Siltuma . !
maksas -
sadalitajs h— 1.variants g i}
MESA WEP g IZ_)altu apstrade un
: aprékinu sagatavoSana
.
2 I
Siltuma £ |
maksas . :
sadalitajs 2 !
— _ . Aprékinu nositi$ana
\\\ - 2.variants aaaaaaaa% pa e-pastu
AN ] PC
b ot Radiomodul
Siltuma A . :
maksas |
sadalitajs | D D‘?tu_. [
savacéjs |
|
L Kontakts ar iedzivotaju
Siltuma - - un apsaimniekotaju
maksas
sadalitajs :
|
|
|
|

Datu uzglaba$ana

Radiatoru apsaistes shéma dzivoklim

Ne mazak k3140 mm

Atgaiso$anas korkis /

Ne mazak ka150 mm

Radiatora ieblvéts termostatiskais varsts (M30 ieskrives) ar
spraudni pret zadzibu RAW tipa sensoram ar RA tipa savienojumu
Radiatora termoregulators RA 2920ar ieblvétu

E/ sensoru, trieciendro8a korpusa3, ar aizsardzibu pret
zadzibu un temperatiras ierobezo$anu RA varstiem

215.0"x1.0

kopéjas apkures komunikacijas

"H" veida radiatoru noslégvarsts RLV-KS

Piezime: Uzstadot sildkermenus ievérot ripnicas izgatavotajas prasibas un noteikumus

Dzivoklu siltuma uzskaites mezgla shéma

Siltuma uzskaites mezgls ar distancétu nolasisanu,

pieméram,

automatisks atgaisotajs

balansésanas varsts 0000
ASV-M Dn15

Z

irmas atvia

|:| enerdijas skaititajs

©215.0x1.0

dzivokla robeza

Z

balansésanas varst

ASV-PV Dn15

lodveida ventilis

sieta filtrs
IGsmas méritajs
X
lodveida ventilis dzivokla apkure

7

Radiatoru apsaistes shéma koplietoSanas un komerctelpam

Ne mazak ka140 mm

Radiatora ieblvéts termostatiskais varsts (M30 ieskraves) ar
spraudni pret zadzibu RAW tipa sensoram ar RA tipa savienojumu
Radiatora termoregulators RA 2920ar ieblvétu

Atgaiso$anas korkis /

"Alokators" MESAtel Kompakt

Ne mazak kd3150 mm

]!:’l/ sensoru, trieciendro$a korpusa, ar aizsardzibu pret
zadzibu un temperatiras ierobezo$anu RA varstiem

215.0*x1.0

"H" veida radiatoru noslégvarsts RLV-KS

Piezime: Uzstadot sildkermenus ievérot ripnicas izgatavotajas prasibas un noteikumus

LLEEEEEGEERLLLIEREER R

Bezvadu parraide

M-Bus

Internets

Datu apstrade

Radiatoru apsaistes shéma kapnu telpai

Ne mazak ka140 mm Radiatora termostats RA-N

ar termostatisko sensoru RA 2920

Atgaiso$anas korkis / IIIIIIBHIIII
Sildkermena caurejo$ais noslégvarsts
RLV-15 =

P ©15.0"x1.0

Ne mazak kd3150 mm

"Alokators" MESAtel Kompakt

Paskaidrojumu raksts siltuma maksas sadalitajiem "alokatoriem".

Lai iegltu maksimalo ekonomisko efektu no renovacijas, nepiecieSama siltuma patérina
individuala uzskaite katram radiatoram, kuri tiek paredzéti €kas koplietoSanas un
komerctelpas. Tiek paredzéta sildkermenu aprikoSana ar siltuma maksas sadalitajiem
"alokatoriem”, kuri tiek uzstaditi uz katra sildkermena un fiksé radiatora un telpas
temperatlru no ménesa vai cita perioda pirma ldz pédéjam datumam, uzskaitot art laiku,
kadu radiators bijis attiecigaja temperatiira un noraidot So informaciju datu savacéjiem
MESAdata WTT16, kuri uzstadami gaitenos, kuri, savukart, Sos datus nodod centralo datu
terminalam MESA-WEP, kas veic sistémas darbibas monitoringu, datu apkopo$anu un ar
interneta palidzibu automatiski reizi diena nosuta datus apkalpojo8a uznémuma serverim.
Tur dati tiek ievaditi datu apstrades programma un pamatojoties uz Siem datiem tiek
sagatavots aprékins par siltuma patérinu katra telpa, parskats par siltuma patérinu EUR/m?
pa telpu grupam, ka arT iesp&jams sanemt konkréta patérétdja patérina parskatu pa
dienam.

Augstak aprakstita uzskaites sistéma nepiecieSama, lai renovacijas rezultata iegutais
papildus telpas sanemamais siltuma apjoms tiktu izmantots sapratigi, netiktu izvédinats
caur pastavigi pavértu logu, un tiktu izmantota sildkermenu reguléSanas termostatisko
galvu regulédanas funkcija, novertéjot komfortu ko ta sniedz un ietaupijumu, ko iesp&jams
ieglt ar sapratigiem reguléSanas un telpu ventilacijas ieradumiem.

Lidzigi ir paredzéta arT dzivoklos patéréta siltuma uzskaite. Dzivoklu apkures sistému
caurulvadi tiek paredzéti péc tadas shémas, ka katram dzivoklim caurulvadu ievadi ir
autonomi, un to ievadu vietas tiek paredzéti siltumneséja patérina reguléSanas un
uzskaites mezgli ar siltuma patérina uzskaites distances nolasitaju WFM26, kur$ patéréto
siltumu nosaka katram dzivoklim atseviski, atkartba no siltumneséja caurplides lieluma un
temperatiru starpibas turpgaitas, un atgaitas caurulvados. lzmantojot $adu siltuma
uzskaites un sadales principu, ir iesp&jama ari iepriekS aprakstita "alokatoru" sistémas
siltuma uzskaite katram radiatoram atseviski.

Piezimes.

1. Eso8ais majas siltuma mezgls (ISM ) tiek saglabats bez izmainam.

2. Curulvadu novietojumam ir rekomendg&joSs raksturs. Montazas laika, vienojoties ar

pasititaju, tas var tikt korigéts, aptuveni saglabajot dotos to garumus.

3. Kapnu telpas un zemgridas Sahtas visus apkures sistémas caurulvadus paredzéts

izolét ar siltumizolacijas ¢aulam, b=> 30 mm, A=< 0.040 W/Kxm?2.
4. Montgjot iekartas, ievérot izgatavotaja instrukcijas un noradijumus.

5. Izvadot caurulvadus caur kas konstrukcijam, tos ievietot ¢aula un mezglu hermetizét.

uzskaites mezglu principialdas montazas
shemas.

Amats: Uzvards: Paraksts: Datums: PasdtTtajs: Izpilditajs:
Y Jelgavas pilsetas dome "Projekt&3anas birojs Austrumi"
. 18 Novembra iela 16, Rézekne
Reg .Nr : 90,0000425 16 Reg. Nr.42403019889
Liela iela 11, Tel.: 26821100 |
- -pasts: info@austrumi.l AUSTRUMI
AVK sadal.vad| A.Palens 01.06.2017 437) Jelgava, LV-3001 e-pasts: info@austrumi.lv
Izstradaja A.Palens 01.06.2017 |Objekts: PasatT{'uma, IND2016/
~ arhiva 14/ AK
Ekas parbive Stacijas iela 13 numurs:
Mérogs: 1:100
Rasejums: Marka: AVK
AUSTRUMI Radiatoru un dzivok|u siltuma patérinu —
projekt&ianas birojs Stadija: | Lapa: |Lapas Nr.

BP AVK-10 | 25




trow trtn troom dTin
_ 70.00 50.00 24.00 35.05 p u n m D Il
ﬂ. Purmo Compact Heat output
| #EHHEH#
| Type 21 22 33 44 11 21 22 33 11 21 22 33 11 21 22 33
Height, mm 200 200 200 200 300 300 300 300 400 400 400 400 450 450 450 450
Norm output, W/m| 550 700 1000 1350 546 761 961 1347 711 963 1221 1699 790 1060 1347 1869
Exponent, n 1.2600 1.2800 1.3000 1.3200 | 1.2981 1.2803 1.3094 1.3140 ] 1.3026 1.2940 1.3182 1.3255| 1.3048 1.3008 1.3226 1.3313
; Length, mm
400 141 178 253 339 138 194 243 339 180 244 307 426 200 268 338 468
GI 500 177 223 316 424 173 243 303 424 225 305 384 533 250 335 423 585
600 212 268 380 509 208 291 364 509 270 367 461 639 300 402 508 702
700 247 312 443 594 242 340 424 594 315 428 538 746 349 470 592 819
Radiatoru tipi 800 282 357 506 679 277 388 485 679 360 489 614 853 399 537 677 936
900 318 402 570 764 311 437 546 764 405 550 691 959 449 604 761 1053
PCV-11 PCV-21 PCV-22 PCV-33 1000 353 446 633 849 346 485 606 848 450 611 768 1066 499 671 846 1170
1100 388 491 696 933 380 534 667 933 495 672 845 1172 549 738 930 1287
— 1200 424 535 760 1018 415 582 728 1018 540 733 922 1279 599 805 1015 1404
Hy L : 71 1400 494 625 886 1188 484 679 849 1188 629 855 1075 1492 699 939 1184 1638
- ! g8 1600 565 714 1013 1358 553 776 970 1358 719 977 1229 1705 799 1073 1353 1872
) 1800 636 803 1139 1527 623 873 1091 1527 809 1100 1382 1918 899 1207 1523 2106
¥ ; — 2000 706 892 1266 1697 692 970 1213 1697 899 1222 1536 2132 998 1342 1692 2340
= = " 2300 812 1026 1456 1952 795 1116 1394 1951 1034 1405 1766 2451 1148 1543 1946 2691
S 2600 918 1160 1646 2206 899 1261 1576 2206 1169 1588 1997 2771 1298 1744 2199 3042
- — == 30000 1059 1339 1899 2546 | 1038 1455 1819 2545 | 1349 1833 2304 3197 | 1498 2012 2538 3510
L ﬁ RAL Reg. Nr.: *y | x| ) *) 811 | 812 | 813 | 814 811 | 812 | 813 | 814 811 | 812 | 813 | 814
Type 11 21 22 33 11 21 22 33 11 21 22 33
Height, mm 500 500 500 500 600 600 600 600 900 900 900 900
Uzbiive EN 442-1 Norm output, W/m| 868 1156 1470 2035 1018 1340 1709 2356 1427 1861 2388 3260
Virsmas saskere ar ddeni Exponent, n 1.3070 1.3076 1.3270 1.3371 | 1.3115  1.3213 | 1.3358 1.3486 | 1.3170 1.3390 1.3561 1.3600
un konvekcijas lameles Aukstvelméts térauds EN 10130 Le"ﬂthf mm
Virsmu apstrade Piecu so!u process 400 219 292 369 509 257 337 427 586 359 465 593 808
« Attauko$ana ar sarmu 500 274 365 461 636 321 421 534 733 449 581 741 1010
* FosfatésSana 600 329 438 553 763 385 505 641 880 539 697 889 1212
* Pretrisas kataforézes gruntésana 700 384 511 645 890 449 589 748 1026 629 813 1037 1414
* Poliestera-epoksida pulverkrasosana 800] 438 584 737 1017 513 673 855 1173 718 930 1186 1616
* Zavésana pie 200°C 900] 493 657 830 1144 578 758 961 1319 808 1046 1334 1818
Vir_smas a_pstréde atbilst DIN 55900 normativiem 1000 548 730 922 1271 642 842 1068 1466 898 1162 1482 2020
Krasa White, RAL 9016. Other colours p. 79 1100 603 803 1014 1399 706 926 1175 1613 988 1278 1630 2222
Darba spiediens 7 bar , 1200| 658 876 = 1106 1526 | 770 1010 | 1282 | 1759 | 1077 = 1394 = 1778 2425
Ef;'ig::‘s':s‘z'zss';%ﬂ‘; velas 1 s 1900| 767 = 1022 1290 1780 | 898 | 1179 = 1496 2052 | 1257 1627 = 2075 2829
distance 50 mm (pa centriem) ’ 1600 877 1168 1475 2034 1027 1347 1709 2346 1437 1859 2371 3233
Kvalitates atbilstiba SFS-EN 1SO 9001 un ISO 14001 1800] 987 | 1314 1659 2289 | 1155 = 1515 | 1923 = 2639 | 1616 = 2091 = 2668 3637
Augstums 300, 400, 500, 600 un 900 mm 2000] 1096 = 1460 1843 2543 | 1284 = 1684 = 2136 2932 | 1796 = 2324 2964 4041
Garums 500—3 000 mm 2300 1261 1678 = 2120 2924 | 1476 = 1936 = 2457 3372 | 2065 @ 2672 = 3409 = 4647
Tipi PCV 11, viens panelis un viena convekcijas virsma 2600| 1425 1897 2396 3306 1669 2189 2777 3812 2334 3021 3853 5253
PCV 21, divi paneli un viena convekcijas virsma 3000 1644 2189 2765 3814 1925 2526 3205 4398 2694 3486 4446 6061
PCV 22, divi paneli un divas konvekcijas virsmas RAL Reg. Nr.: 811 | 812 | 813 | 814 811 | 812 | 813 | 814 811 | 812 | 813 | 814
PCV 33, trs paneli un tris konvekcijas virsmas
Piederumi Radiatora komplekta ietilpst 1/2” ieblvétais
termovarsts (M30)
Tehniska informacija
PURMO Planora
Radiatoru tipi
58
PCV 11 PCV 21 PCV 22 PCV 33
68 100 150
8
888
4146784078
PURMO Planora atbilst vismodernakajam
Celtn|§0|bas .pras_ll.)am. Gluc.ia radlatora.wrsma Amats: Uzvards: Paraksts: Datums: PasaitTtaj: Izpilditajs:
rada jaunas iespéjas. Sasniegt harmonisku A o L a .
iekartojumu, un iebivéto varstu sistéma piedava Jelgavas pilsatas dome (rojektésanas birojs Austrumi
dazadas iespéjas caurulu pieslégdanai. Visi Reg.Nr.90000042516 Reg. Nr.42403019889 4
PURMO radiatori ir paredzati tikai sl&gtajam Liela iela 11, Tel: 26821100 ry\
apkures sistémam. AVK sadalvad| A.patens 01.06.2017 Jelgava, LV-3001 Spests: imogaistrumily RN
32 pane |u radiat ori PURMO PLANORA — - Obiekis: Pasair
Izstradaja A.Palens 01.06.2017 |UPJeKLs: GSU“{UT”G» JND2016/
& ~ arhiva 14/ AK
A Ekas parbdve Stacijas iela 13 numurs:
‘\\$ Meérogs: 1:100
: ) Rasejums: Marka: AVK
http://www.purmo.com/docs/PURMO_Technicalbrochure_2008_LV._low.pdf AUSTRUMI Radiatoru izvéles tehniskie dati. | Stadija: | Lapa: |Lapas Nr.
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1. Pievienojumus eso3ajiem vertikalajiem marétajiem kanaliem izpildit uz vietas péc So
kanalu apseko$anas un to eso$o novietojuma vietu precizéSanas. Pirms gaisa vadu
pievienojuma esoSajiem vertikalajiem marétajiem kanaliem parbaudit to vilkmes spéjas un ja
nepecieSams attirit tos no blvgruziem un cita rakstura aizsprostojumiem. Pievienojumus
vertikalajiem kanaliem atlauts veikt tikai ar noteikumu, ka vienam vertikalajam marétajam
kanalam drikst pievienot tikai vienu ventilacijas gaisa vada atzarojumu visu stavu augstuma.
Vienam §im kanalam aizliegts pievienojums cita stava.

2. Stavu planos sanitaro mezglu un virtuves dabigo noscu pievienojumi esosajiem
vertikalajiem marétajiem kanaliem paradrti nosaciti, noradot tikai tas telpas, no kuram 8is
ventilacijas noslces sistémas ir paredzétas. Pievienojumu vienam vertikalam kanalam
atlauts veikt tikai no vienas telpas un 8im vertikalajam kanalam nedrikst pievienojumu veikt
cita stava. Kanalu atvérumus dzivojamajas istabas aizdarinat ar ugunsnoturigiem (REI60)
materialiem.

Ja dzivok|u iemttnieki ir nolémusi virs elektriskajiem pavardiem uzstadrt virtuves pavardu
nosices, tad tas drikst pievienot vai nu Saja projekta nosactti uzraditajiem virtuves dabigas
nostces ventilacijas kanaliem, vai arf tos drikst pievienot pie esoSajiem neaiznemtajiem

vertikalajiem marétajiem kanaliem, pirms tam konsultéjoties ar nama apsaimniekotaju, kura

pienakums ir veikt visu vertikalo kanalu apseko$anas akta pasitljumu un konstatét katra Amats: Uzvards:  |Paraksts:  |Datums: |Pasttitdjs: o Izpi{diti(?js: . .
eso$a maréta ventilacijas kanala izméru, dzilumu, vilkmes stavokli un konstatéto Jelgavas pilsétas dome Projekt@sanas birojs Austrumi

.. . . _ ' . .. . . 18 Novembra iela 16, Rézekne
pievienojuma vietas stavu un no kuras telpas veikts pievienojums. Reg.Nr.90000042516 Reg. Nr.42403019889

3. DZivok|u dzivojamo istabu ventilacijas gaisa apmainai paredzéti ta saucamie keramiskie Liela iela 11, Tel.: 26821100

R Lo . . . Lo ~ i i . Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI

r_ekgpe-_raton, t.i. katrai dzlvok!_a |stgba_| un_ar| V|rt_uve| tl_ek parec_izet| pa diviem caurumiem AVK sadal.vad A.palens 18.04.2017 g

arsiena zem logu palodzém simetriski abas pusés logiem ar diametru 160mm, kuros _ —

paredzéts ievietot reversos keramiskos rekuperatorus. Tiem parmainus darbojoties 75 Izstradaja A.Palens 18.04.2017 |Objekts: Pasatijuma, | 50016/
sekundes pieplides vai nosiices rezima, tie dos pieplides gaisu telpai, un tad nosiiks gaisu , _ arhiva 14/ AK

no telpas. Ekas parbdve Stacijas iela 13 numurs:

Abi Sie rekuperatori darbosies pretéjos virzienos viens otram, t.i., kad viens darbosies 4 Merogs: 1:100
pieplidei, tad otrs taja pa$a laika darbosies nosiices rezima. Siem rekuperatoriem nav Raséjums: Marka: AVK
vajadziga papildus sildi$ana un to katra ventilatora elektriska jauda ir Iidz 10W. Abu $o AUSTRUMI 2. stava plans. —

re_kup_ervatoru pari vada automatiskas vadibas bloks, kur$ arT izpilda $o darbibas virzienu projekigianas birojs Ventildcijas sistémas. Stadija: Lapa: |Lapas Nr.
parslégsanos. BP AVK-14 29
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PIEZIMES. ® @ ® ©)

1. Pievienojumus eso3ajiem vertikalajiem marétajiem kanaliem izpildit uz vietas péc So
kanalu apseko$anas un to eso$o novietojuma vietu precizéSanas. Pirms gaisa vadu
pievienojuma esoSajiem vertikalajiem marétajiem kanaliem parbaudit to vilkkmes spéjas un ja
nepecieSams attirit tos no blvgruziem un cita rakstura aizsprostojumiem. Pievienojumus
vertikalajiem kanaliem atlauts veikt tikai ar noteikumu, ka vienam vertikalajam marétajam
kanalam drikst pievienot tikai vienu ventilacijas gaisa vada atzarojumu visu stavu augstuma.
Vienam §im kanalam aizliegts pievienojums cita stava.

2. Stavu planos sanitaro mezglu un virtuves dabigo nostcu pievienojumi esoSajiem
vertikalajiem marétajiem kanaliem paraditi nosactti, noradot tikai tas telpas, no kuram §is
ventilacijas nosices sistémas ir paredzétas. Pievienojumu vienam vertikalam kanalam
atlauts veikt tikai no vienas telpas un 8im vertikalajam kanalam nedrikst pievienojumu veikt
cita stava. Kanalu atvérumus dzivojamajas istabas aizdarinat ar ugunsnoturigiem (REI60)
materialiem.

Ja dzivok|u iemitnieki ir nolémusi virs elektriskajiem pavardiem uzstadtt virtuves pavardu
nosuces, tad tas drikst pievienot vai nu Saja projekta nosactti uzraditajiem virtuves dabigas
nostces ventilacijas kanaliem, vai arf tos drikst pievienot pie esoSajiem neaiznemtajiem
vertikalajiem marétajiem kanaliem, pirms tam konsultéjoties ar nama apsaimniekotaju, kura
pienakums ir veikt visu vertikalo kanalu apseko$anas akta pasatijumu un konstatét katra

eso$a maréta ventilacijas kanala izméru, dzilumu, vilkkmes stavokli un konstatéto Amats: Uzvards: Paraksts: Datums: Pasdtitajs: Izpilditajs:
pievienojuma vietas stavu un no kuras telpas veikts pievienojums. ) Jelgavas pilsetas dome "Projekté%ana; birojs Austrumi"
3. Dzivoklu dzivojamo istabu ventilacijas gaisa apmainai paredzéti ta saucamie keramiskie Reg.Nr.90000042516 18 Novembra iela 16, Rézekne

A N . ; o S o L . Reg. Nr.42403019889
rekuperatori, t.i. katrai dzivokla istabai un arf virtuvei tiek paredzéti pa diviem caurumiem

Liela iela 11, Tel.: 26821100

arsiena zem logu palodzém simetriski abas pusés logiem ar diametru 160mm, kuros - Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
paredzéts ievietot reversos keramiskos rekuperatorus. Tiem parmainus darbojoties 75 AVKsadal.vad A.Palens 18.04.2017
sekundes pieplides vai nosiices reZima, tie dos pieplides gaisu telpai, un tad nosiiks gaisu Izstradaja A.Palens 18.04.2017 [Objekts: Pasatijuma, IND2016/
no telpas. . . o . . . . o L arhiva 14/ AK
Abi Sie rekuperatori darbosies pretégjos virzienos viens otram, t.i., kad viens darbosies Ekas parbave Stacijas iela 13 numurs:
pieplidei, tad otrs taja pa$a laika darbosies nosiices rezima. Siem rekuperatoriem nav Merogs: 1:100
vajadziga papil_dl_Js sildidana u_n_to Fatra v_entilatora elektvrislié_ jat_Jda i'r Iidz 19W. Apu_éo ! Rasgjums: Marka: AVK
rekuperatoru pari vada automatiskas vadibas bloks, kur$ arT izpilda So darbibas virzienu AUSTR UMI 3. stava plans .

arslégs . it s I, Stadija: | Lapa: |Lapas Nr.
parsiégSanos prajekiRianc b Ventilacijas sistémas. d P P

BP AVK-15 30
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PIEZIMES. P :
455 Istaba ar virtuves nisu 17.17
1. Pievienojumus eso3ajiem vertikalajiem marétajiem kanaliem izpildit uz vietas péc So 630.62 m?2
kanalu apseko$anas un to eso$o novietojuma vietu precizéSanas. Pirms gaisa vadu

pievienojuma esoSajiem vertikalajiem marétajiem kanaliem parbaudit to vilkmes spéjas un ja
nepecieSams attirit tos no blvgruziem un cita rakstura aizsprostojumiem. Pievienojumus
vertikalajiem kanaliem atlauts veikt tikai ar noteikumu, ka vienam vertikalajam marétajam
kanalam drikst pievienot tikai vienu ventilacijas gaisa vada atzarojumu visu stavu augstuma.
Vienam §im kanalam aizliegts pievienojums cita stava.

2. Stavu planos sanitaro mezglu un virtuves dabigo nostcu pievienojumi esoSajiem
vertikalajiem marétajiem kanaliem paraditi nosactti, noradot tikai tas telpas, no kuram §is
ventilacijas noslices sistémas ir paredzétas. Pievienojumu vienam vertikalam kanalam
atlauts veikt tikai no vienas telpas un 8im vertikalajam kanalam nedrikst pievienojumu veikt
cita stava. Kanalu atvérumus dzivojamajas istabas aizdarinat ar ugunsnoturigiem (REI60)
materialiem.

Ja dzivok|u iemttnieki ir nolémusi virs elektriskajiem pavardiem uzstadrt virtuves pavardu
nosuces, tad tas drikst pievienot vai nu Saja projekta nosactti uzraditajiem virtuves dabigas
nostces ventilacijas kanaliem, vai arf tos drikst pievienot pie esoSajiem neaiznemtajiem
vertikalajiem marétajiem kanaliem, pirms tam konsultéjoties ar nama apsaimniekotaju, kura
pienakums ir veikt visu vertikalo kanalu apseko$anas akta pasttijumu un konstatét katra
eso3a mareta ventilacijas kanala izméru, dzilumu, vilkmes stavokli un konstatéto

pievienojuma vietas stavu un no kuras telpas veikts pievienojums. Amats: Uzvards:  |Paraksts:  |Datums: Pasatitajs: Izpilditajs:

3. Dzivoklu dzivojamo istabu ventilacijas gaisa apmainai paredzéti ta saucamie keramiskie 1 W] Jelgavas pilsétas dome "Projekt&3anas birojs Austrumi”

rekuperatori, t.i. katrai dzivokla istabai un arf virtuvei tiek paredzéti pa diviem caurumiem Reg.Nr.90000042516 :{ZQOJ:T;‘IS;S:ZQ;‘; Rezekne

arsiena zem logu palodzém simetriski abas pusés logiem ar diametru 160mm, kuros Liela iela 11, Tel.: 26821100

paredzéts ievietot reversos keramiskos rekuperatorus. Tiem parmainus darbojoties 75 VK sadal.vad ~ Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUM

sekundes pieplides vai nosiices rezima, tie dos pieplides gaisu telpai, un tad nosiks gaisu sadal.vad, A.Palens 18.04.2017

no telpas. Izstradaja A.Palens 18.04.2017 |Objekts: Pasatijuma, |\ no016/

Abi Sie rekuperatori darbosies pretégjos virzienos viens otram, t.i., kad viens darbosies : ~ arhiva 14/ AK

piepliidei, tad otrs taja pasa laika darbosies nostices rezima. Siem rekuperatoriem nav Ekas parbave Stacijas iela 13 numurs:

vajadziga papildus sildiSana un to katra ventilatora elektriska jauda ir [dz 10W. Abu So ! Merogs: 1:100
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PIEZIMES. @ @ @ @

1. Pievienojumus eso3ajiem vertikalajiem marétajiem kanaliem izpildit uz vietas péc So
kanalu apseko$anas un to eso$o novietojuma vietu precizéSanas. Pirms gaisa vadu
pievienojuma esoSajiem vertikalajiem marétajiem kanaliem parbaudit to vilkmes spéjas un ja
nepecieSams attirit tos no blvgruziem un cita rakstura aizsprostojumiem. Pievienojumus
vertikalajiem kanaliem atlauts veikt tikai ar noteikumu, ka vienam vertikalajam marétajam
kanalam drikst pievienot tikai vienu ventilacijas gaisa vada atzarojumu visu stavu augstuma.
Vienam 8im kanalam aizliegts pievienojums cita stava.

2. Stavu planos sanitaro mezglu un virtuves dabigo noscu pievienojumi esosajiem
vertikalajiem marétajiem kanaliem paradrti nosaciti, noradot tikai tas telpas, no kuram 3is
ventilacijas noslces sistémas ir paredzétas. Pievienojumu vienam vertikalam kanalam
atlauts veikt tikai no vienas telpas un 8im vertikalajam kanalam nedrikst pievienojumu veikt
cita stava. Kanalu atvérumus dzivojamajas istabas aizdarinat ar ugunsnoturigiem (REI60)
materialiem.

Ja dzivok|u iemttnieki ir nolémusi virs elektriskajiem pavardiem uzstadrt virtuves pavardu
nosices, tad tas drikst pievienot vai nu Saja projekta nosactti uzraditajiem virtuves dabigas
nostces ventilacijas kanaliem, vai arT tos drikst pievienot pie esoSajiem neaiznemtajiem
vertikalajiem marétajiem kanaliem, pirms tam konsultéjoties ar nama apsaimniekotaju, kura
pienakums ir veikt visu vertikalo kanalu apseko$anas akta pasttijumu un konstatét katra
eso3a mareta ventilacijas kanala izméru, dzilumu, vilkmes stavokli un konstatéto

pievienojuma vietas stavu un no kuras telpas veikts pievienojums. Amats: Uzvards:  |Paraksts:  [Datums:  |Pasttitdjs: Izpildrtajs:
3. Dzivok|u dzivojamo istabu ventilacijas gaisa apmainai paredzéti ta saucamie keramiskie T Jelgavas pilsétas dome ;';rzjektégs”a? E’"?is élj“’;m‘m
rekuperatori, t.i. katrai dzivokla istabai un arf virtuvei tiek paredzéti pa diviem caurumiem Re¢.Nr.90000042516 Reg.or\llrejz‘:g;;zssé czene
arsiena zem logu palodzém simetriski abas pusés logiem ar diametru 160mm, kuros Liela iela 11, Tel.: 26821100
paredzéts ievietot reversos keramiskos rekuperatorus. Tiem parmainus darbojoties 75 AVK sadal.vad A.Palens 18.04.2017 ] Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUM
sekundes pieplides vai noslices reZima3, tie dos pieplides gaisu telpai, un tad nosiks gaisu . T _
no telpas. Izstradaja A.Palens 18.04.2017 |Objekts: Pasatijuma, | 5000,
Abi Sie rekuperatori darbosies pretéjos virzienos viens otram, t.i., kad viens darbosies , _ L arhiva 14/ AK
piepladei, tad otrs taja pa3a laika darbosies nostices reZima. Siem rekuperatoriem nav Ekas parbave Stacijas iela 13 numurs:
vajadziga papildus sildisana un to katra ventilatora elektriska jauda ir lt[dz 10W. Abu So Y Merogs: 1:100
rekuperatoru pari vada automatiskas vadibas bloks, kur$ art izpilda $o darbibas virzienu i Raséjums: Marka: AVK
parslégsanos. AUSTRUMI 5. stava plans. >

projekisianas birojs Ventilaciias siste Stadija: | Lapa: |Lapas Nr.
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PIEZIMES.
. _ . 1. Pievienojumus eso3ajiem vertikalajiem marétajiem kanaliem izpildit uz vietas péc So
ietus Udens savacéjvaceles ietus Tdens savacéjvacele ietus {idens savacéjvacele ietus {idens savacéjvacele ietus Jidens savacéjvacele kanalu apseko$anas un to eso$o novietojuma vietu precizéSanas. Pirms gaisa vadu
pievienojuma esoSajiem vertikalajiem mdrétajiem kanaliem parbaudit to vilkmes spéjas un ja
nepecieSams attirit tos no blvgruziem un cita rakstura aizsprostojumiem.
Vertikalo gaisa vadu izvadu atvérumu malas pacelt virs jumta vismaz 40 cm virs jumta
virsmas un virs to galiem uzstadit gaisa vadu pretlietus jumtinus - firmas "WIRPLAST"
aeratorus - gravitacijas védinatajus K11-1 ar d=110mm un h=306mm virs izvadiem no
tualetém un K12-1 ar d=160mm un h=420mm virs izvadiem no virtuvém un savietotajiem
rojektéta jumta luka JL-1 rojektéta jumta luka JL-1 Samt.afaj.'.e.m ".]ezg“em' . S P o .
Ventilacijai neizmantojamie esosie mirétie vertikalie kanali virs jumta nosedzami ar
pretnokriSnu aizsargajosu parklajumu.
PIENEMTIE APZIMEJUMI.
2160 2 Pievienojums esoSajiem vertikalajiem marétajiem kanaliem kada no ékas staviem (faktisko
DN6 pievienojumu kanalam veikt saskana ar realo kanalu situaciju péc to inspekcijas akta rezultatiem).
T rasots skarda parapets Y Y N Pievienojums nav paredzéts eso3ajiem vertikalajiem marétajiem kanaliem kada no ekas
- - - staviem (iespéjamie brivie kanali, kurus var izmantot, ja péc eso$o kanalu inspekcijas
akta kadi no planotajiem aiznemamajiem kanaliem neatbilst to izmantoSanas prasibam,
72 %% %% 7y 4% M vai to dzilums nesasniedz pievienojamo stavu).
) g ﬁ}/ ﬁ/ Papildus planojamie cinkota skarda vertikalo gaisa vadu izvadi virs jumta ar kanala diametru un
% @125 dabiskas nostices ventilacijas kanala kartas nummuru.
Y 2 %9 7% z% DN5
/ V] i vy v 2
%ﬁ/’/ 4% 7 77 49 %9 %
%2 2?’ fraf f{xg )( fag
o +15.800 %% % 9
_% i? % ") 9 g @
+15.800
1] 1] [l 144 [&] (] [l R
® @ = ® ® ® @ ® ®
Amats: Uzvards: Paraksts: Datums: Pasatitajs: Izpilditajs:
Jelgavas pilsétas dome "Projekt&Sanas birojs Austrumi”
. 18 Novembra iela 16, Rézekne
Reg. I\_lr. 9Q00004251 6 Reg:. Nr.42403019889
Liela iela 11, Tel.: 26821100 ‘
g -pasts: inf i.l AUSTRUMI
AVK sadalvad] A.patens 18.04.2017 / Jelgava’ LV-3001 e-pasts: info@austrumi.lv !
zstradaja | APalens 18.04.2017 [Objekts: Pasatrjuma, | un2016/
arhiva 14/ AK
Ekas parbive Stacijas iela 13 numurs:
Merogs: 1:100
] Rasejums: Marka: AVK
AUSTRUMI Jumta plans. =
et e O . Stadija: | Lapa: |Lapas Nr.
projektésanas birojs Ventildcijas sistémas.
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
PN1
P1
Ventilacijas gaisa apstrades agregats
L=3735/3389 m’/h; P=400/430 Pa; N=1,7/1,7
kW (400V); ar rotacijas tipa siltummaini
1 [Q=34,5kW, ar Udens kaloriferi Q=16,6 kW, VERSOR 4500V | ktts | 1 |KOMFOVENT
gaisa filtriem F7/M5, ar ieblvétiem automatikas
bloku, frekvencu parveidotajiem un sensoriem,
ar gaisa aizvariem aprikotiem ar elektromotoru
pievadmehanismiem.
Automatiskas vadibas sistemas
2 . - . k-ts 1
elektroinstalacija
3 [Lokanas starplikas gaisa vadiem 400x500 gab. 4 KOMFOVENT
4 Ara g?lvsa |e_r,1emsanas pretlietus restite ar USS 1100x600 ket 1 "HALTON"
montazas rami
5 |UgunsdroSibas varsts FDI 100 EI30 gab. 1 "HALTON"
6 [Ugunsdrosibas varsts FDI 160 EI30 gab. 4 "HALTON"
7 |Ugunsdrosibas varsts FDI 250 EI30 gab. 4 "HALTON"
8 |Ugunsdrosibas varsts FDT-400x300 gab. 1 "HALTON"
Mainigas pllismas gaisa regulésanas varsts
9 (VAV) a[ elektromoto.ra_l.zp|Idmeharll_smu un REACT-160 k-ts 3 SWEGON
gaisa plismas samazinajuma regul&jamu
ierobezotaiju
Mainigas plismas gaisa reguléSanas varsts
10 (VAV) a[ elektromoto.ra_l.zp|Idmeharll_smu un REACT-250 k-ts 5 SWEGON
gaisa plismas samazinajuma regul&jamu
ierobezotaiju
11 |Savienojuma Znaugs VAV varstam Clamp-160 gab. 6 SWEGON
12 |Savienojuma Znaugs VAV varstam Clamp-250 gab. 4 SWEGON
Mainigas pllismas gaisa regulésanas varsta Skatit N1
13 |(VAV) automatiskas reguléSanas bloks ar CO, k-ts 0 si:tému
Sensoru nosices gaisa gaisa vada
14 |Gaisa plismas reguléSanas varsts AGRJ-R-100 gab. 7 KOMFOVENT
15 [Gaisa plismas reguléSanas varsts AGRJ-R-125 gab. 4 KOMFOVENT
16 |Gaisa pliismas regulésanas varsts AGRJ-R-160 gab. 2 KOMFOVENT
17 |Apalais troksnu slapétajs AGS-160-50-1200-M | gab. 2 KOMFOVENT
18 |Apalais troksnu slapétajs AGS-250-50-1200-M | gab. 2 KOMFOVENT
Dekorativas dubultregul€jamas pieplides restes
19 [komplekta ar montazas rami un reguléSanas NOVA-A-200-100 k-ts 1 SYSTEMAIR
varstu
Dekorativas dubultregul€jamas piepludes restes
20 |komplekta ar montazas rami un regulésanas NOVA-A-300-100 k-ts 1 SYSTEMAIR

varstu
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
Dekorativas dubultregul&jamas piepludes restes
21 |komplekta ar montazas rami un regulésanas NOVA-A-300-150 k-ts 6 SYSTEMAIR
varstu
Dekorativas dubultregul€jamas piepludes restes
22 |komplekta ar montazas rami un regulésanas NOVA-A-400-100 k-ts 1 SYSTEMAIR
varstu
Dekorativas dubultregul€jamas piepltides restes
23 |komplekta ar montazas rami un regulésanas NOVA-A-400-200 k-ts 4 SYSTEMAIR
varstu
24 |Ga1sa piepludes spiediena dzesanas troksnu TRI/S-160-200 kts | 2 "HALTON"
izoléta karba ar gaisa reguléSanas varstu
Dekorativs perforéts gaisa pieplides zemgriestu i ) " "
25 elements spiediena dzéSanas karbai TRI/S THB-200 -ts 2 HALTON
26 |Apalais regul€josais elements INNO-100-P k-ts 3 KOMFOVENT
27 |Apalais regulgjoSais elements INNO-125-P k-ts 1 KOMFOVENT
Gaisa pieplides ventilis ar trokSnu slap&josu
28 |nosedzoSo regul&jamo Skivi un montazas ULA 100 k-ts 5 "HALTON"
gredzenu
29 |Gaisa piepludes ventilis ar montazas gredzenu DVS-P-100 k-ts 3 KOMFOVENT
30 |Gaisa piepludes ventilis ar montazas gredzenu DVS-P-125 k-ts 1 KOMFOVENT
31 [Cinkota skarda gaisa vadi "Spiro" D=100 m 24.0
32 |Cinkota skarda gaisa vadi "Spiro" D=125 m 15.0
33 |Cinkota skarda gaisa vadi "Spiro" D=160 m 45.0
34 [Cinkota skarda gaisa vadi "Spiro" D=200 m 15.0
35 |Cinkota skarda gaisa vadi "Spiro" D=250 m 42.0
36 Clnl.<ota.skarda gals? vadl_gr atloku viena gala 300x150 m 1.0
savienojumam ar blivgumiju
37 Clnl.<ota.skarda gals? vadl_gr atloku viena gala 300x300 m 1.2
savienojumam ar blivgumiju
38 Clnl.<ota.skarda gals? vadl_gr atlokiem 400200 m 0.5
savienojumam ar blivgumiju
39 Clnl.<ota.skarda gaisa vadl_gr atlokiem 400300 m 15
savienojumam ar blivgumiju
40 Clnl.<ota.skarda gaisa vadl_gr atlokiem 400500 m 12
savienojumam ar blivgumiju
41 Clnl.<ota.skarda gaisa vadl_gr atlokiem 900%600 m 1.0
savienojumam ar blivgumiju
42 Clnl.<ota.skarda gaisa vadl_gr atlokiem 1200x600 m 15
savienojumam ar blivgumiju
Gaisa vadu veidgabali un fasondalas k-ts 1
43 |Gaisa vada likums 90° ar gumijas blivgumijam D=100 gab. 10
44 |Gaisa vada ltkums 90° ar gumijas blivgumijam D=125 gab. 3
45 |Gaisa vada ltkums 90° ar gumijas blivgumijam D=160 gab. 5
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
46 |Gaisa vada likums 45° ar gumijas blivgumijam D=200 gab. 2
47 |Gaisa vada likums 90° ar gumijas blivgumijam D=250 gab. 5
48 |Gaisa vada likums 45° ar gumijas blivgumijam D=250 gab. 2
- - S -
49 Ga|§a va.ida lTkums 90 .gr atk_)klem N 300x300 gab. 1
savienojumam ar gumijas blivgumijam
- - 5 -
50 Ga|§a vgda lTkums 90 ?r atIEJklem N 500x400 gab. 1
savienojumam ar gumijas blivgumijam
- - 5 -
51 Ga|§a vgda lTkums 90 .:_jr atIEJklem N 6001200 gab. 1
savienojumam ar gumijas blivgumijam
52 |Gaisa vada pareja ar gumijas blivgredzeniem 100/125 (1) gab. 2
53 |Gaisa vada pareja ar gumijas blivgredzeniem 100/160 (1) gab. 1
54 |Gaisa vada pareja ar gumijas blivgredzeniem 160/250 (1) gab. 1
55 |Gaisa vada pareja ar gumijas blivgredzeniem 200/250 (1) gab. 1
56 Gaisa va!da_parela ar gumijas blivgumiju un 100/200x100 (1) gab. 1
atloku viena gala
57 Gaisa va?da_parela ar gumijas blivgumiju un 200/400%200 (1) gab. 1
atloku viena gala
58 Gaisa va?da_parela ar gumijas blivgumiju un 250/400%200 (1) gab. 1
atloku viena gala
59 [Gaisa vada pareja ar atlokiem un blivgumiju 400x200/400x300 gab. 1
60 [Gaisa vada pareja ar atlokiem un blivgumiju 500x400/600x400 gab. 1
61 |[Gaisa vada pareja ar atlokiem un blivgumiju 900x600/1200x600 | gab. 1
62 [Sanu pievienojums ar gumijas blivgredzenu 100/100 gab. 1
63 [Sanu pievienojums ar gumijas blivgredzenu 100/125 gab. 3
64 [Sanu pievienojums ar gumijas blivgredzenu 100/160 gab. 1
65 [Sanu pievienojums ar gumijas blivgredzenu 100/250 gab. 1
66 [Sanu pievienojums ar gumijas blivgredzenu 125/160 gab. 4
67 |Sanu pievienojums ar gumijas blivgredzenu 125/250 gab. 1
68 [Sanu pievienojums ar gumijas blivgredzenu 160/160 gab. 1
69 |Sanu pievienojums ar gumijas blivgredzenu 160/200 gab. 2
70 [Sanu pievienojums ar gumijas blivgredzenu 160/250 gab. 1
71 |Sanu pievienojums ar gumijas blivgredzenu 200/250 gab. 2
72 |Sanu pievienojums ar gumijas blivgredzenu 250/250 gab. 1
73 Sanu p|§V|§n01u_ms ar gumijas blivgredzenu d=160 gab. 3
plakanai virsmai
24 Sanu p|§V|§n01u_ms ar gumijas blivgredzenu d=250 gab. 5
plakanai virsmai
25 Sanu pleV|_enOJums ar taisnstira gaisa vadu 300x100/125 gab. 1
apalam gaisa vadam
76 Sanu pleV|fen01ums ar taisnstira gaisa vadu 300x150/160 gab. 6
apalam gaisa vadam
77 Sanu pl€VI_€ﬂ0]umS ar taisnstura gaisa vadu 400x100/125 gab. 1
apalam gaisa vadam
78 Sanu pleV|§nOJums ar taisnstura gaisa vadu 400x200/200 gab. 1
apalam gaisa vadam
79 Sanu pleV|fen01ums ar taisnstura gaisa vadu 400x200/250 gab. )
apalam gaisa vadam
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IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
80 Sa_nu pievienojums taisnstira gaisa vadam ar 300x300 gab. 1
taisnstira gaisa vadu
81 Sa_nu pievienojums taisnstira gaisa vadam ar 400%300 gab. 1
taisnstira gaisa vadu
82 Sa_nu pievienojums taisnstira gaisa vadam ar 400%600 gab. 1
taisnstira gaisa vadu
83 |Gaisa vada noslégvaks ar blivgumiju d=125 gab. 1
84 [Gaisa vada noslegvaks ar blivgumiju d=160 gab. 5
85 |Gaisa vada noslégvaks ar blivgumiju d=200 gab. 3
86 [Gaisa vada noslegvaks ar blivgumiju d=250 gab. 2
87 |Gaisa vada noslegvaks ar atloku un blivgumiju 300x300 gab. 1
88 |Gaisa vada noslegvaks ar atloku un blivgumiju 400x500 gab. 1
89 |Gaisa vada noslegvaks ar atloku un blivgumiju 900x600 gab. 1
90 |Gaisa vada noslegvaks ar atloku un blivgumiju 1200x600 gab. 1
91 |Savienojuma gredzens ar blivgumijam D=100 gab. 2
92 |Savienojuma gredzens ar blivgumijam D=125 gab. 2
93 |Savienojuma gredzens ar blivgumijam D=160 gab. 5
94 |Savienojuma gredzens ar blivgumijam D=200 gab. 3
95 |Savienojuma gredzens ar blivgumijam D=250 gab. 8
96 |Krustveida sadalitajs KT-250-200 gab. 1 KOMFOVENT
97 |Paralélais krustveida sadalitajs KU-250 gab. 1 KOMFOVENT
98 |Gaisa vadu tiriSanas lukas IPR-160 gab. 3 KOMFOVENT
99 |Gaisa vadu tiriSanas lukas IPR-250 gab. 3 KOMFOVENT
Taisnstura gaisa vadu izolacija ar puscietu
akmens vati parklatu ar aluminija foliju PAROC Mat 35 AIM; )
100 pastiprinatu ar stikla skiedras sietu biezuma b=100mm m 201 PAROC
b=100 mm
Gaisa vadu izolacija ar ugunsdroSu akmens vati
101 |b=50mm biezuma parklatu ar armétu aluminija WMSO0ALC m? 6.6 PAROC
foliiu_metéla sieta _apvalké _
102 Alurnmljva armeta limlenta izolacijas K-ts 1
savienosanai
103 |Izolacijas stiklaskiedras savilces ar fiksatoriem k-ts 1
Izolacijas stiprinajums pie taisnstura gaisa vada
104 - I o k-ts 1
ar adatam un fiksacijas paplaksném
105 |Montazas paligmateriali k-ts 1
106 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinasana esosas
107| 2 o . .. k-ts 1
€kas konstrukcijas gaisa vadu montazai:
N1
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
1 Vlrtuyes n.osuce ar aktivas ogles filtriem un HP-60-N BI MARRON | k-ts 2 S&p
apgaismojumu Halogen 2x28W
5 Vlrtuyes tyalka nostce ar iebuvétu GNP 100-70 ket 1 GRANDUS
apgaismojumu
Aktivas ogles kasesu fitrs "GigaPleat NXPC A3"
3 |ar izméru 305x610x292 filtra kaseté "CamCube | GigaPleat NXPC A3 k-ts 1 CAMFIL
AC-1005"
4 Ara gfuvsa |zl11e_sanas pretlietus restite ar USS 1300x500 Kets 1 "HALTON"
montazas rami
5 |UgunsdroSibas varsts FDI 200 EI30 gab. 5 "HALTON"
6 [Ugunsdrosibas varsts FDI 250 EI30 gab. 1 "HALTON"
7 |Ugunsdrosibas varsts FDT-400x300 gab. 1 "HALTON"
Mainigas plismas gaisa regulésanas varsts
8 (VAV) a[ elektromoto.ra_l.zp|Idmeharll_smu un REACT-160 Kets 3 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
Mainigas plismas gaisa regulésanas varsts
9 (VAV) a[ elektromoto.ra_l.zp|Idmeharll_smu un REACT-200 K-ts 5 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
Mainigas plismas gaisa regulésanas varsts
10 (VAV) a[ elektromoto.ra_l.zp|Idmeharll_smu un REACT-250 K-ts 1 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaiu
11 |Savienojuma Znaugs VAV varstam Clamp-160 gab. 6 SWEGON
12 |Savienojuma Znaugs VAV varstam Clamp-200 gab. 4 SWEGON
13 |Savienojuma Znaugs VAV varstam Clamp-250 gab. 2 SWEGON
Mainigas plismas gaisa reguléSanas varsta Komplekta ar
14 |(VAV) automatiskas regulésanas bloks ar CO, k-ts 6 P1 sistémas
Sensoru nosuces gaisa gaisa vada VAV varstiem
15 |Gaisa pllsmas regulésanas varsts AGRJ-R-100 gab. 3 KOMFOVENT
16 |Gaisa plismas reguléSanas varsts AGRJ-R-125 gab. 3 KOMFOVENT
17 |Apalais troksnu slapétajs AGS-200-50-1200-M | gab. 2 KOMFOVENT
18 [Taisnstlra troksnu slapétajs SPS-400-300-950-M | gab. 1 KOMFOVENT
jg |Pekorativas nostices gaisa restes komplektaar | \oya e 200-100 | ks | 3 | SYSTEMAIR
montazas rami un reguléSanas varstu
20 |Pekorativas noslices gaisa restes komplektaar | - yoyaE900-150 | kts | 2 | SYSTEMAIR
montazas rami un reguléSanas varstu
g1 [Dekorativas nostices gaisa restes komplektaar | - yoya g 300-100 | kets | 2 | SYSTEMAIR
montazas rami un reguléSanas varstu
2 [Dekorativas nostices gaisa restes komplektaar | - yoya g 300-150 | kets | 2 | SYSTEMAIR
montazas rami un reguléSanas varstu
23 |Apalais regulgjosais elements INNO-100-P k-ts 9 KOMFOVENT
24 |Apalais regulgjosais elements INNO-125-P k-ts 1 KOMFOVENT
25 |Gaisa nostices ventilis ar montazas gredzenu DVS-100 k-ts 9 KOMFOVENT
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IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )

26 |Gaisa nostces ventilis ar montazas gredzenu DVS-125 k-ts 1 KOMFOVENT

27 |Gaisa plusmas vienvirziena varsts D=100 gab 1

28 |Gaisa plusmas vienvirziena varsts D=125 gab 1

29 [Cinkota skarda gaisa vadi "Spiro" D=100 m 15.0

30 [Cinkota skarda gaisa vadi "Spiro" D=125 m 15.0

31 [Cinkota skarda gaisa vadi "Spiro" D=160 m 9.0

32 [Cinkota skarda gaisa vadi "Spiro" D=200 m 45.0

33 [Cinkota skarda gaisa vadi "Spiro" D=250 m 6.0

34 Cinkota skarda gaisa vadi ar atloku viena gala 300x250 m 12.0
savienojumam ar blivgumiju '
Cinkota skarda gaisa vadi ar atlokiem

35 savienojumam ar blivgumiju 400x300 m 1.3
Cinkota skarda gaisa vadi ar atlokiem

36 savienojumam ar blivgumiju 400x500 m 0.7
Cinkota skarda gaisa vadi ar atlokiem

37 savienojumam ar blivgumiju 1000x500 m 0.9
Cinkota skarda gaisa vadi ar atlokiem

38 savienojumam ar blivgumiju 1300x500 m 0.2
Gaisa vadu veidgabali un fasondalas k-ts 1

39 |Gaisa vada likums 90° ar gumijas blivgumijam D=100 gab. 5

40 |Gaisa vada likums 45° ar gumijas blivgumijam D=100 gab. 2

41 |Gaisa vada ltkums 90° ar gumijas blivgumijam D=125 gab. 3

42 |Gaisa vada likums 45° ar gumijas blivgumijam D=125 gab. 4

43 |Gaisa vada likums 30° ar gumijas blivgumijam D=125 gab. 4

44 |Gaisa vada likums 90° ar gumijas blivgumijam D=160 gab. 1

45 |Gaisa vada likums 90° ar gumijas blivgumijam D=200 gab. 12

46 |Gaisa vada likums 45° ar gumijas blivgumijam D=200 gab. 1

47 |Gaisa vada likums 90° ar gumijas blivgumijam D=250 gab. 3

4g |Gaisa vada likums 90° ar atlokiem 300x250 gab 1
savienojumam ar gumijas blivgumijam '

49 |Gaisa vada likums 45° ar atlokiem 300x250 gab )
savienojumam ar gumijas blivgumijam '

5 |Gaisa vada Itkums 90° ar atlokiem 500x400 gab )
savienojumam ar gumijas blivgumijam '

51 |Gaisa vada pareja ar gumijas blivgredzeniem 100/125 (1) gab. 2

52 |Gaisa vada pareja ar gumijas blivgredzeniem 125/200 (1) gab. 3

53 |Gaisa vada pareja ar gumijas blivgredzeniem 160/200 (1) gab. 1
Gaisa vada pareja ar gumijas blivgumiju un

54| o vienépgalé gumi gumi 125/300x250 (1) | gab. | 1

55 Gaisa vada pareja ar gumijas blivgumiju un 200/600x300 (1) gab. )

atloku viena gala
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N Iekartu un Méra
kp Nosaukums materialu vien Daudz.[ Piezimes
raksturojums )
56 [Gaisa vada pareja ar atlokiem un blivgumiju 400x300/300x250 gab. 1
57 |Gaisa vada pareja ar atlokiem un blivgumiju 100x50/1300x500 gab. 1
58 [Sanu pievienojums ar gumijas blivgredzenu 100/100 gab. 2
59 |Sanu pievienojums ar gumijas blivgredzenu 100/125 gab. 2
60 [Sanu pievienojums ar gumijas blivgredzenu 100/200 gab. 3
61 |Sanu pievienojums ar gumijas blivgredzenu 125/200 gab. 1
62 [Sanu pievienojums ar gumijas blivgredzenu 160/200 gab. 2
63 |Sanu pievienojums ar gumijas blivgredzenu 200/200 gab. 1
64 Sanu plt'aw.enOJu'ms ar gumijas blivgredzenu d=125 gab. 1
plakanai virsmai
65 Sanu pl?VIIGHOJU‘mS ar gumijas blivgredzenu d=200 gab. 4
plakanai virsmai
66 Sanu p|<.EV|.en01u‘ms ar gumijas blivgredzenu d=250 gab. 1
plakanai virsmai
67 Sanu p|eV|§n01ums ar taisnstira gaisa vadu 200x100/125 gab. 1
apalam gaisa vadam
68 Sanu p|eV|§n01ums ar taisnstiira gaisa vadu 200x100/160 gab. )
apalam gaisa vadam
69 Sanu p|eV|_en01ums ar taisnstiira gaisa vadu 200x150/160 gab. ’
apalam gaisa vadam
20 Sanu pleV|_en01ums ar taisnstira gaisa vadu 300x100/160 gab. 2
apalam gaisa vadam
71 Sanu pleV|_en01ums ar taisnstira gaisa vadu 300x150/250 gab. 2
apalam gaisa vadam
22 Sgnu pleV|en9]ums taisnstura gaisa vadam ar 300x250 gab. 1
taisnstura gaisa vadu
73 Sapu pleV|en9]ums taisnstura gaisa vadam ar 400x300 gab. 1
taisnstura gaisa vadu
24 Sapu pleV|en9]ums taisnstura gaisa vadam ar 400x600 gab. 1
taisnstura gaisa vadu
75 |Gaisa vada noslégvaks ar blivgumiju d=125 gab. 1
76 |Gaisa vada noslégvaks ar blivgumiju d=160 gab. 3
77 |Gaisa vada noslégvaks ar blivgumiju d=250 gab. 1
78 |Gaisa vada noslégvaks ar atloku un blivgumiju 300x250 gab. 1
79 |Gaisa vada noslégvaks ar atloku un blivgumiju 400x500 gab. 1
80 |Gaisa vada noslegvaks ar atloku un blivgumiju 1000x500 gab. 1
81 |Savienojuma gredzens ar blivgumijam D=100 gab. 2
82 |Savienojuma gredzens ar blivgumijam D=125 gab. 2
83 |Savienojuma gredzens ar blivgumijam D=160 gab. 1
84 |Savienojuma gredzens ar blivgumijam D=200 gab. 6
. — e Kopéjs ar P1
85 |Krustveida sadalitajs KT-250-200 gab. 0 (skat.P1)
86 |Gaisa vadu tiriSanas lukas IPR-125 gab. 1 KOMFOVENT
87 |Gaisa vadu tiriSanas lukas IPR-200 gab. 4 KOMFOVENT
88 |Gaisa vadu tiriSanas lukas PPF-150x350 gab. 2 KOMFOVENT
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
Taisnstura gaisa vadu izolacija ar puscietu
akmens vati parklatu ar aluminija foliju PAROC Mat 35 AIM; )
89 pastiprinatu ar stikla skiedras sietu biezuma b=100mm m 7:2 PAROC
b=100 mm
Gaisa vadu izolacija ar ugunsdrosu akmens vati
90 [b=50mm biezuma parklatu ar armétu aluminija WMB80ALC m? 3.2 PAROC
foliju metala sieta apvalka
91 AIurnmqa armeta limlenta izolacijas K-ts 1
savienoSanai
92 |Izolacijas stiklaskiedras savilces ar fiksatoriem k-ts 1
Izolacijas stiprinajums pie taisnstura gaisa vada
93 - A - k-ts 1
ar adatam un fiksacijas paplaksném
94 |Montazas paligmateriali k-ts 1
95 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
96 |- o . . k-ts 1
€kas konstrukcijas gaisa vadu montazai:
PN2
P2
Ventilacijas gaisa apstrades agregats
L=2359/2359 m’/h; P=450/450 Pa; N=1,0/1,0
kW (400V); ar rotacijas tipa siltummaini
1 |Q=30,6kW, ar Udens kaloriferi Q=5,9 kW, VERSOR3000U | kts| 1 |KOMFOVENT
gaisa filtriem F7/M5, ar iebuvetiem automatikas
bloku, frekvencu parveidotajiem un sensoriem,
ar gaisa aizvariem aprikotiem ar elektromotoru
pievadmehanismiem.
Automatiskas vadibas sistémas
2 . - . k-ts 1
elektroinstalacija
Lokanas starplikas gaisa vadiem 400x500 gab. 4 KOMFOVENT
4 |Ugunsdrosibas varsts FDI 160 EI30 gab. 5 "HALTON"
5 [Ugunsdrosibas varsts FDI 250 EI30 gab. 4 "HALTON"
Mainigas pllismas gaisa regulésanas varsts
6 (VAV) ar elektromoto.ra_l.zp|Idmehaljl_smu un REACT-125 Kets 1 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
Mainigas pllismas gaisa regulésanas varsts
7 (VAV) ar elektromoto.ra_l.zp|Idmeharll_smu un REACT-160 K-ts 5 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
Mainigas pllismas gaisa regulésanas varsts
8 (VAV) ar elektromoto.ra_l.zp|Idmeharll_smu un REACT-250 K-ts 1 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
9 [Savienojuma Znaugs VAV varstam Clamp-125 gab. 2 SWEGON
10 |Savienojuma Znaugs VAV varstam Clamp-160 gab. 10 SWEGON
11 [Savienojuma Znaugs VAV varstam Clamp-250 gab. 2 SWEGON
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
Mainigas plismas gaisa reguléSanas varsta Skafit N2
12 |(VAV) automatiskas regulésanas bloks ar CO, k-ts 0 si:tému
Sensoru nosuces gaisa gaisa vada
13 |Apalais troksnu slapétajs AGS-250-50-1200-M | gab. 2 KOMFOVENT
Dekorativas dubultregul€jamas piepludes restes
14 |komplekta ar montazas rami un regulésanas NOVA-A-300-100 k-ts 9 SYSTEMAIR
varstu
Dekorativas dubultregul€jamas piepltdes restes
15 |komplekta ar montazas rami un reguléSanas NOVA-A-300-200 k-ts 1 SYSTEMAIR
varstu
Dekorativas dubultregul€jamas piepludes restes
16 |komplekta ar montazas rami un regulésanas NOVA-A-400-200 k-ts 2 SYSTEMAIR
varstu
17 |Cinkota skarda gaisa vadi "Spiro" D=125 m 3.0
18 |Cinkota skarda gaisa vadi "Spiro" D=160 m 51.0
19 |Cinkota skarda gaisa vadi "Spiro" D=250 m 54.0
20 Clnl.<ota.skarda gaisa vadl_gr atlokiem 400x350 m 25
savienojumam ar blivgumiju
71 Clnl.<ota.skarda gaisa vadl_gr atlokiem 400x500 m 0.8
savienojumam ar blivgumiju
22 |Gaisa vadu veidgabali un fasondalas k-ts 1
23 |Gaisa vada likums 90° ar gumijas blivgumijam D=160 gab. 7
24 |Gaisa vada likums 45° ar gumijas blivgumijam D=160 gab. 2
25 |Gaisa vada likums 90° ar gumijas blivgumijam D=250 gab. 6
26 |Gaisa vada likums 45° ar gumijas blivgumijam D=250 gab. 7
. = 0 .
27 Ga|§a vgda lTlkums 90 .e'ar atI<_)k|em N 350%400 gab. 1
savienojumam ar gumijas blivgumijam
. = 0 .
28 Ga|§a vgda lTkums 90 .e'ar atI<_)k|em N 500x400 gab. 1
savienojumam ar gumijas blivgumijam
. = 0 .
29 Ga|§a vgda lTkums 90 ?r atI<_)k|em N 400x500 gab. 1
savienojumam ar gumijas blivgumijam
30 |Gaisa vada pareja ar gumijas blivgredzeniem 160/250 (1) gab. 2
31 Gaisa qua_parela ar gumijas blivgumiju un 160/300x200 (1) gab. 1
atloku viena gala
32 |Gaisa vada pareja ar atlokiem un blivgumiju 350x400/500x400 gab. 1
33 |Sanu pievienojums ar gumijas blivgredzenu 125/250 gab. 1
34 [Sanu pievienojums ar gumijas blivgredzenu 160/250 gab. 3
35 [Sanu pievienojums ar gumijas blivgredzenu 250/250 gab. 2
36 Sanu pievienojums ar gumijas blivgredzenu d=250 gab. 2
plakanai virsmai
37 Sanu pleV|§n01ums ar taisnstiira gaisa vadu 300x100/125 gab. 1
apalam gaisa vadam
38 Sanu p|eV|§n01ums ar taisnstiira gaisa vadu 300x100/160 gab. 8
apalam gaisa vadam
39 Sanu pleV|_en01ums ar taisnstira gaisa vadu 400x200/250 gab. 2
apalam gaisa vadam
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
40 Sa_nu plewen(_)]ums taisnstura gaisa vadam ar 500x400 gab. 1
taisnstura gaisa vadu
41 |Gaisa vada noslégvaks ar blivgumiju d=125 gab. 1
42 |Gaisa vada noslégvaks ar blivgumiju d=160 gab. 4
43 |Gaisa vada noslégvaks ar blivgumiju d=250 gab. 3
44 |Savienojuma gredzens ar blivgumijam D=160 gab. 10
45 |Savienojuma gredzens ar blivgumijam D=250 gab. 10
46 |Krustveida sadalitajs KT-250-160 gab. 1 KOMFOVENT
47 |Gaisa vadu tiriSanas lukas IPR-160 gab. 3 KOMFOVENT
48 |Gaisa vadu tiriSanas ltkas IPR-250 gab. 4 |KOMFOVENT
Taisnstlra gaisa vadu izolacija ar puscietu
akmens vati parklatu ar aluminija foliju PAROC Mat 35 AIM; 5
N IR ; ; _ . PAROC
49 pastiprinatu ar stikla Skiedras sietu biezuma b=100mm m 73
b=100 mm
Gaisa vadu izolacija ar ugunsdroSu akmens vati
50 [b=50mm biezuma parklatu ar armé&tu aluminija WMS80ALC m? 3.8 PAROC
foliju metala sieta apvalka
51 Alumml]va arl_neta limlenta izolacijas Kets 1
savienosanai
52 |1zolacijas stiklaskiedras savilces ar fiksatoriem k-ts 1
Izolacijas stiprinajums pie taisnstira gaisa vada
53 - I N k-ts 1
ar adatam un fiksacijas paplaksném
54 |Montazas paligmateriali k-ts 1
55 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
56 | L . .. k-ts 1
€kas konstrukcijas gaisa vadu montazai:
N2
1 |Ugunsdrosibas varsts FDI 160 EI30 gab. 3 "HALTON"
2 |Ugunsdrosibas varsts FDI 250 EI30 gab. 5 "HALTON"
Mainigas plismas gaisa regulésanas varsts
3 (VAV) ar elektromoto.ra_l.zp|Idmehar1|§mu un REACT-125 Kets 1 SWEGON
gaisa plismas samazinajuma regul&jamu
ierobezotaju
Mainigas plismas gaisa reguléSanas varsts
4 (VAV) a[ elektromoto.ra_llzp|Idmehar1|§mu un REACT-160 Kets 5 SWEGON
gaisa plusmas samazinajuma regul&jamu
ierobezotaju
Mainigas plismas gaisa reguléSanas varsts
5 (VAV) ar elektromoto.ra_l.zp|Idmehar1|§mu un REACT-250 Kets 1 SWEGON
gaisa pllismas samazinajuma regul&jamu
ierobezotaju
6 [Savienojuma Znaugs VAV varstam Clamp-125 gab. 2 SWEGON
7 |Savienojuma Znaugs VAV varstam Clamp-160 gab. 10 SWEGON
8 [Savienojuma Znaugs VAV varstam Clamp-250 gab. 2 SWEGON
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
Mainigas plismas gaisa reguléSanas varsta Komplekta ar
9 |(VAV) automatiskas regulésanas bloks ar CO, k-ts 7 P1 sistémas
Sensoru nosuces gaisa gaisa vada VAV varstiem
10 |Apalais troksnu slapétajs AGS-160-50-1200-M | gab. 1 KOMFOVENT
11 |Apalais troksnu slapétajs AGS-250-50-1200-M | gab. 2 KOMFOVENT
1o |Pekorativas nostces gaisa restes komplektaar | - noya£200-100 | kts | 8 | SYSTEMAR
montazas rami un reguléSanas varstu
3 |Pekorativas nostces gaisa restes komplektaar | - noya£.400-150 | kts | 2 | SYSTEMAR
montazas rami un reqguléSanas varstu
14 |Dekorativas nosuces gaisa restes komplektaar | \oya £500-100 | kets | 1 | SYSTEMAIR
montazas rami un requléSanas varstu
15 |Apalais regul€josais elements INNO-125-P k-ts 1 KOMFOVENT
16 |Gaisa nostices ventilis ar montazas gredzenu DVS-125 k-ts 1 KOMFOVENT
17 |Cinkota skarda gaisa vadi "Spiro" D=125 m 6.0
18 |Cinkota skarda gaisa vadi "Spiro" D=160 m 30.0
19 [Cinkota skarda gaisa vadi "Spiro" D=200 m 3.0
20 [Cinkota skarda gaisa vadi "Spiro" D=250 m 51.0
21 Clnl.<ota.skarda gals? vadl_gr atlokiem 400x350 m 20
savienojumam ar blivgumiju
2 Clnl.<ota.skarda galsz_a vadl_z.ar atlokiem 400x500 m 0.6
savienojumam ar blivgumiju
Gaisa vadu veidgabali un fasondalas k-ts 1
23 |Gaisa vada likums 90° ar gumijas blivgumijam D=160 gab. 4
24 |Gaisa vada likums 90° ar gumijas blivgumijam D=200 gab. 1
25 |Gaisa vada likums 90° ar gumijas blivgumijam D=250 gab. 6
26 |Gaisa vada likums 45° ar gumijas blivgumijam D=250 gab. 11
- - 0 -
27 Ga|§a vgda llkums 90 ar atI<_)k|em N 350%400 gab. 1
savienojumam ar gumijas blivgumijam
. = 0 .
28 Ga|§a vgda llkums 90 ar atI<_)k|em N 500x400 gab. 1
savienojumam ar gumijas blivgumijam
29 |Gaisa vada pareja ar atlokiem un blivgumiju 400x350/400x500 gab. 1
30 [Sanu pievienojums ar gumijas blivgredzenu 125/160 gab. 1
31 |Sanu pievienojums ar gumijas blivgredzenu 160/160 gab. 1
32 [Sanu pievienojums ar gumijas blivgredzenu 160/200 gab. 2
33 [Sanu pievienojums ar gumijas blivgredzenu 160'250 gab. 1
34 [Sanu pievienojums ar gumijas blivgredzenu 200/250 gab. 1
35 Sanu plgw.enOJu_ms ar gumijas blivgredzenu d=160 gab. 1
plakanai virsmai
36 Sanu plgw.enOJu_ms ar gumijas blivgredzenu d=250 gab. 5
plakanai virsmai
37 Sanu pievienojums ar taisnsttira gaisa vadu 200x100/160 gab. 8

apalam gaisa vadam
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
38 Sanu plewfenOJums ar taisnstira gaisa vadu 400x150/250 gab. 5
apalam gaisa vadam
39 Sa_nu pleV|en_01ums taisnstura gaisa vadam ar 500x400 gab. 1
taisnstira gaisa vadu
40 |Gaisa vada noslégvaks ar blivgumiju d=160 gab. 5
41 |Gaisa vada noslégvaks ar blivgumiju d=200 gab. 1
47 |Gaisa vada noslégvaks ar blivgumiju d=250 gab. 1
43 |Gaisa vada noslégvaks ar atloku un blivgumiju 400x350 gab. 1
44 |Savienojuma gredzens ar blivgumijam D=125 gab. 1
45 |Savienojuma gredzens ar blivgumijam D=160 gab. 2
46 |Savienojuma gredzens ar blivgumijam D=250 gab. 10
. _— e Kopéjs ar P2
47 |Krustveida sadalitajs KT-250-160 gab. 0 (skat.P2)
I . g ) Kopéjs ar P1
48 |Paralélais krustveida sadalitajs KU-250 gab. 0 (skat.P1)
49 |Gaisa vadu tiriSanas lukas IPR-160 gab. 1 KOMFOVENT
50 |Gaisa vadu tirisanas lukas IPR-200 gab. 1 KOMFOVENT
51 |Gaisa vadu tirisanas lukas IPR-250 gab. 4 KOMFOVENT
Taisnstura gaisa vadu izolacija ar puscietu
akmens vati parklatu ar aluminija foliju PAROC Mat 35 AIM; 2
v - . ; - ! . PAR
>2 pastiprinatu ar stikla skiedras sietu biezuma b=100mm m 7:9 oc
b=100 mm
Gaisa vadu izolacija ar ugunsdrosu akmens vati
53 |b=50mm biezuma parklatu ar armétu aluminija WMB0ALC m? 7.5 PAROC
foliju metala sieta apvalka
54 Alummuva armeta Imlenta izolacijas k-ts 1
savienoSanai
55 |Izolacijas stiklaskiedras savilces ar fiksatoriem k-ts 1
Izolacijas stiprinajums pie taisnstira gaisa vada
56 - o - k-ts 1
ar adatam un fiksacijas paplaksném
57 |Montazas paligmateriali k-ts 1
58 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
59 |- e . v, k-ts 1
€kas konstrukcijas gaisa vadu montazai:
P3
Ventilacijas gaisa apstrades piepltudes agregats
L=480 m’/h; P=150Pa; N=0,075 kW (230V);
1 |ar Gdens kaloriferi Q=11,1 kW, gaisa filtru M5, | DOMEKT S 800 F-HW | k-ts 1 KOMFOVENT
ar ieblvétu automatikas bloku, ar frekvencu
parveidotaju.
) Automatiskas vadibas sistémas K-ts 1

elektroinstalacija
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

Iekartu un

NI'('_D' Nosaukums materialu ‘I\’lli::;a Daudz.| Piezimes
il raksturojums )
3 A.ra galsg ienemsanas pretlietus restites ar YGAV-250 gab. 1 KOMFOVENT
aizsargsietu
4 |Lokanas starplikas gaisa vadiem d=200 gab. 2 KOMFOVENT
5 |Apalais troksnu slapétajs AGS-200-50-900-M | gab. 1 KOMFOVENT
Dekorativas dubultregul€jamas piepltides restes
6 |komplekta ar montazas rami un reguléSanas NOVA-A-400-150 k-ts 2 SYSTEMAIR
varstu
7 |Gaisa plusmas vienvirziena varsts D=200 gab. 1
8 |Cinkota skarda gaisa vadi "Spiro" D=200 m 6.0
9 |Cinkota skarda gaisa vadi "Spiro" D=250 m 0.2
10 |Gaisa vadu veidgabali un fasondalas k-ts 1
11 |Gaisa vada likums 90° ar gumijas blivgumijam D=200 gab. 1
12 |Gaisa vada pareja ar gumijas blivgredzeniem 200/250 (1) gab. 1
13 Sanu pievienojums ar taisnstiira gaisa vadu 400x150/250 gab. )
apalam gaisa vadam
14 |Gaisa vada noslégvaks ar blivgumiju d=200 gab. 1
Taisnstura gaisa vadu izolacija ar puscietu
akmens vati parklatu ar aluminija foliju PAROC Mat 35 AIM; 5
o S . ; _ . PAROC
15 pastiprinatu ar stikla Skiedras sietu biezuma b=100mm m 2.7
b=10_0 mm _
16 Alum|n|Jvza arméta limlenta izolacijas k-ts 1
savienosanai
17 |Izolacijas stiklaskiedras savilces ar fiksatoriem k-ts 1
18 |MontaZas paligmateriali k-ts 1
19 [Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
20 | o . .. k-ts 1
€kas konstrukcijas gaisa vadu montazai:
Dabiskas nosiices un piepliides sistémas koplietoSanas telpam un liftam
1 |Gaisa piepliides iekartas FRESH 100, pgomm | kets | 1 Fresh
Ventilation
> Gaisa plepIL!des-nosuces reversie keramiskie Quantum HR 150 PRO | k-ts 20 AERAULIQA
rekuperatori
Gaisa piepludes-nostces reverso keramisko
3 |rekuperatoru para automatiskas vadibas k-ts 10 AERAULIQA
sistéma ar montazu
Gravitacijas ventilacijas jumta izvadu uzgali
¢ - - WIRPLAST
4 (gravitacijas vedinataiji) d=110, h=306mm K11-1 k-ts 10 S
Gravitacijas ventilacijas jumta uzgali
e s e ’ - - WIRPLAST
> (gravitacijas veédinataji), d=160, h=420mm K12-1 k-ts 11
6 |Gaisa nostices ventilis ar montazas gredzenu DVS-100 k-ts 11 |KOMFOVENT
7 |Gaisa nostices ventilis ar montazas gredzenu DVS-125 k-ts 9 KOMFOVENT
8 |Gaisa nostices ventilis ar montazas gredzenu DVS-160 k-ts 1 KOMFOVENT
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
9 Ugunsdross gaisa nostices ventilis ar montazas FDV-125 EI30 ket 1 "HALTON"
gredzenu
10 |Cinkota skarda gaisa vadi "Spiro" D=100 m 12.0
11 |Cinkota skarda gaisa vadi "Spiro" D=125 m 21.0
12 |Cinkota skarda gaisa vadi "Spiro" D=160 m 0.5
13 |Gaisa vada likums 90° ar gumijas blivgumijam D=100 gab. 4
14 |Gaisa vada likums 90° ar gumijas blivgumijam D=125 gab. 5
15 |Sanu pievienojums ar gumijas blivgredzenu 100/125 gab. 1
16 [Montazas paligmateriali k-ts 1
17 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
18 | e . . . k-ts 1
€kas konstrukcijas gaisa vadu ievadu montazai:
Esoso vertikalo miréto ventilacijas kanalu
19 |apsekosana ar videokameru un kanalu fiziska gab. 207
stavokla akta sagatavoSana
EsoSo vertikalo miréto ventilacijas kanalu
20 |tifiSana un esoSo nevajadzigo sanu atvérumu m 3416
aizdarinasana ar cementa javu
EsoSo vertikalo miréto ventilacijas kanalu jumta
21 |izvadu piemdrésana lidz 0,4m augstumam virs m’ 10.0 sk.BK dalu
jumta sequma virsmas
EsoSo neizmantojamo vertikalo miréto
22 |ventilacijas kanalu parsegsana ar pretlietus gab. 91 sk.BK dalu
aizsardzibas parklajumu
Dabiskas nosiices un piepludes sistémas dzivoklu telpam
1 Gaisa pleplu_des-nosuces reversie keramiskie Quantum HR 150 PRO | k-ts 256 | AERAULIQA
rekuperatori
Gaisa piepludes-nosuces reverso keramisko
2 |rekuperatoru para automatiskas vadibas k-ts 128 | AERAULIQA
sistéma ar montazu
Gravitacijas ventilacijas jumta izvadu uzgali
i ' - - WIRPLAST
3 (gravitacijas védinataji) d=110, h=306mm K111 k-ts 8
Gravitacijas ventilacijas jumta uzgali
i ' - - WIRPLAST
4 (gravitacijas védinataji), d=160, h=420mm K12-1 k-ts 88
5 |Gaisa nosiices ventilis ar montazas gredzenu DVS-100 k-ts 8 KOMFOVENT
6 |Gaisa nostices ventilis ar montazas gredzenu DVS-125 k-ts 88 |KOMFOVENT
7 |Ugunsdrosibas varsts FDI-125 EI30 k-ts 7 "HALTON"
8 [Cinkota skarda gaisa vadi "Spiro" D=100 m 18.0
9 [Cinkota skarda gaisa vadi "Spiro" D=125 m 114.0
10 |Gaisa vada ltikums 90° ar gumijas blivgumijam D=100 gab. 8
11 |Gaisa vada likums 90° ar gumijas blivgumijam D=125 gab. | 54

Page 14 of 15
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Ekas parbave Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA VENTILACIJAS SISTEMU 1ZBUVEI

N Iekartu un Méra
kp Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
12 |Gaisa vada likums 45° ar gumijas blivgumijam D=125 gab. 4
13 [Montazas paligmateriali k-ts 1
14 |Gaisa vadu stiprinajumi, kronsteini, blivgumijas k-ts 1
Caurumu izveidoSana un aizdarinaSana esosas
15 |2 e . . V. k-ts 1
€kas konstrukcijas gaisa vadu ievadu montazai:
Gaisa caurpludes
1 |Gaisa caurplides NOVA-D durvju vértnés NOVA-D 300x150 k-ts 70
5 Izveidot atvérumu durvju vértné (videjs durvju Kets 70
remonts) ar izméru 300x150

Page 15 of 15
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Ekas parbave Stacijas iela 13, Jelgava

ESOSO APKURES UN VENTILACIJAS SISTEMU DEMONTAZAS DARBI

Iekartu un Méra
N.p.k. Nosaukums materialu . Daudz.| Piezimes
. vien.
raksturojums
Esoso ventilacijas sistému demontaza
1 Eso$as "REMAK" ventilacijas iekartas K 300.0 Precizet uz
demontaza ar sekojosu utilizaciju 9 " |vietas
5 Gaisa vadu lidz perimetram P=0,8 m Skarda gaisa 5 80.0 Precizet uz
demontaZza ar sekojoSu materialu utilizaciju vadi m " |vietas
3 Gaisa vadu lidz perimetram P=1,2 m Skarda gaisa 5 40.0 Precizet uz
demontaZza ar sekojoSu materialu utilizaciju vadi m " |vietas
4 Esosas gaisa vadu izolacijas demontaza ar 5 12.0 Precizet uz
sekojosu materialu utilizaciju m " |vietas
_ =y ¥ R ) Precizet uz
5 |Péc demontazas esoso caurumu aizdarinasana m 10.0 vietas
Esosas apkures sistemas demontaza
1 EsoSo apkures sistémas térauda caurulvadu ar m | 18000 Precizét uz
diametru Iildz DN25 demontaza ) vietas
5 EsoSo apkures sistémas térauda caurulvadu ar m 400.0 Precizét uz
diametru Iildz DN50 demontaza ' vietas
3 EsoSo apkures sistémas térauda caurulvadu ar m 250 Precizét uz
diametru ITdz DN65 demontaza ) vietas
4 Eso3o c_uvguna radiatoru ar svaru Iidz 50kg gab. 40 Prec;lzet uz
demontaza vietas
5 Eso3o c_uvguna radiatoru ar svaru [i1dz 100kg gab. 100 Prec;lzet uz
demontaza vietas
6 Eso3o c_uvguna radiatoru ar svaru [idz 150kg gab. 40 Pre(.:lzet uz
demontaza vietas
Eso8o €uguna radiatoru ar svaru lt1dz 200kg Precizet uz
7 . gab. 4 .
demontaza vietas
Eso8o €uguna radiatoru ar svaru virs 200kg Precizet uz
8 s gab. 2 :
demontaza vietas
Eso8o térauda radiatoru ar svaru lidz 50kg Precizet uz
9 ~ gab. 6 ;
demontaza vietas
Eso8o térauda radiatoru ar svaru [i1dz 100kg Precizet uz
10 - gab. 12 )
demontaza vietas
~ —v . . N ) Precizét uz
11 |Péc demontazas esoso caurumu aizdarinasana vieta 450 vietas
12 Qau_rumg urt_;sa?a m.ura sienas jauno apkures vieta 120
sistému izveidoSanai
13 Caurumu urbsana starpstavu parsegumos vieta 280

jauno apkures sistému izveidoSanai

Page 1 of 1




komfovent

Datums: 26.05.2017
lzstradaja: A.Rakuts

Ventilacijas iekarta modelis:

Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

~—
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i ! i —
g0 700 e 400
i 2100 1150 :
TEHNISKIE DATI
Tipologija NDEVI
DVi
SUS veids cita veida SUS (Rotéacijas siltummainis)
Vent. iekartas parametri
RLT class B
Piepliides
Nominalais caurplidums [m3h] / [m?/s] 2359/0.66
Nominalais argjais spiediens (APs, ext) [Pa} 450
Noslces
Nominalais caurplidums [m3h]/ [m?/s] 2359/0.66
Nominalais ar&jais spiediens (APs, ext) IPa] 450
lekartas vent. sast. iek3&jais spiediena kritums (APs, int) [Pa] 418
lekartas nevent. sast. iekd&jais spiediena kritums (APs, add) [Pa] 32
Ara gaisa aprékina temperatdra ziema [°C] -22
Virsmas atrums, atbilsto$i projekt&tajam caurplidumame [m/s] 1.44
SFPv [kW/m?3/s] 2.39
Atmosféras spiediens [Pa] 101325
Gaisa blivums [ka/m?} 1.2

www.komfovent.com

(w=W EuroveENnT
w=JJ CERTIFIED
v PEAFDRMANCE

hRepn':rt to performance data
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komfovent

Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X www.komfovent.com
Maksimala strava | (3~ 400V) Al 4.2
Ventilatora piedzinas efektiva elektriska ieejas jauda (kW] 1.57

COMMISSION REGULATION (EU) No 1253 (ecodesign requirements)

Value 2016 2018
The thermal efficiency of HRS, Nt_nrvu (EN308) %] 82 2 67 273
Internal specific fan power, SFPint [Wim?3/s] 740 < 1559 <1279
Type of drive - variable speed Installed Necessary Necessary
Thermal by-pass facility Exist Necessary Necessary
Warning - filter is clogged Exist Necessary
Unit conformity assessment Complies Complies

Korpusa kostrukcija

Paneli no divam cinkota térauda loksném, kas piepilditas ar siltuma un skanas izolaciju
Ugunsdro$a min.vate (A=0,037 W/mK).

AHU painted C3 class, RAL 7035.

Indoor unit.

When filters gets dirty, unit control panel gives notice to change the filters.

Dirty filters cause increased energy consumption, which decreases performance and energy efficiency of the
unit, so it is very important to change the filters regularly

AHU shall operate with variable speed drive.
www.komfovent.com/manuals/verso-manuals

Verso manual version: V2-17-03

Control manual version: C5.1-16-07

Casing air leakage (EN 1886)

-400 Pa [dm®/(s-m?)] 0.268
+700 Pa [dm®/(s-m?3)] 0.495
Maksimalais ar&jas noplides koeficients {%)] 1
Maksimalais iek3&jas nopludes koeficients vai recirkulacijas  [%] 0.5

AHU konfiguracija

Panelu biezums [mm] 50

lekartas svars

Svars (netto) [kal 440

Vadibas automatika

Tips C5.1
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"3 komfovent

Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

www.komfovent.com

AKUSTISKIE DATI

Skanas lmenis Lw gaisa vada uz apkartni

Piepliides gaisa daudzums [dB] Nosiices gaisa daudzums [dB] [dB]
F[Hz] leplodes v Izlaide leplides izlaide
63 62.5 711 62.2 68.4 62.2
125 57.6 69.9 57.4 65.7 58.3
250 61.9 78.2 61.3 70.8 60.2
500 60.2 75.9 60.9 70.8 46.9
1000 58.2 78.7 58.9 75.4 46.8
2000 59.0 76.5 60.3 73.1 M7
4000 53.6 727 56.1 69.6 315
8000 46.0 68.0 50.4 64.9 25.1
dB(A) 64 83 66 79 54
Rotacijas siltummainis
RR-AL-930-XL-O-SN(1056x1058%290)-PN-A1
Piemerots izmanto8anai sausos apstakjos
Diametr [mm] 930
Vilna augstums [mm] XL
Biivums [kg/m?] 14
Heat recovery class (EN13053) H1
Efficiency bonus (E), (EU 1253) 458

Ziema Vasara
Pieplides Nosiices Pieplides Nosices

Temp. efektivitate [%] 82 82
Mitr. efektivitate [%] 39 0
Spiediena kritums [Pa] 156 156 156 156
Gaisa atrums [m/s] 1.97 1.97 1.97 1.97
lepliide
Gaisa patérind [m3/h] 2359 2359 2359 2359
Gaisa daudzums [m3/h] 2011 2366 2448 2404
Temperatiira [°C] -22.3 20.0 25.0 220
Relativais mitrums [%] 88 30 75 60
Absoldtais mitrums [g/kg] 0.45 4.36 15.01 9.94
Entalpija [kd/kg] 21.32 31.17 63.36 47.38
Izlaide
Gaisa daudzums [m®/h] 2297 2073 2427 2424
Temperatiira [°C] 125 -14.8 225 245
Relativais mitrums %] 22 95 87 52
Absolltais mitrums [g/kg] 1.98 0.99 15.01 9.94
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

www.komfovent.com

Entalpija {kd/kg] 17.56 -12.43 60.81 49.91
Energijas regenericija

levérojams siltums [kw] 27.6 2.0
Apsléptais silttums [kw] 3.0 0.0
Kopégjais siltums kW] 306 2.0
Mitruma atgtisana [a/kg] 1.5 -3.4 0.0 0.0
PIEPLGDES GAISA DAUDZUMS

Gaisa filtrs

Filter correction (F), (EU 1253) 0

Tips CompactFilter

Energy efficiency class

Air velocity class (EN13053) V1

Filtra klase F7

Izméri bxhxI [mm] 525x510%46

Filtru daudzums 2

Spiediena kritums (firs filtrs) [Pa] 65

Gaisa atrums filtra sekcija [m/s] 1.44

Odens kalorifers

HW-G10-04R-0910-0420-120-1x14C-30F-M1-C25-1S1-XX-1xR1/1xR1

Ziema Vasara

Jauda kW] 59 06
Gaisa patérins [me/h] 2359 2359
Gaisa atrums [m/s] 1.67 1.74
Spiediena kritums [Pa] 32

Sakotnéja temperatiira [°C] 12.5 225
Sakotngjais relat. mitrums [%] 22 87
Lietderigas platibas rezerve [%] 0
Jaudas rezerve [%] 20
1z&jas temperatdra [°C] 20.0 22.0
1z&jas mitrums [%] 14 89
Absoltais mitrums [a/kg] 1.98 14.92
Skidrums Udens

Sakotngja temperatira [°C] 80 7
Izéjas temperatlra [°C] 60 12
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

www.komfovent.com

Siltumnesgja patérins [dm?3/h] 263 105

Spiediena kritums [kPa] 1.62 1.53

Etilenglikola daudzums péc tilpuma [%] 0 0

Tehniskie dati

Caurules Var§

Plaksnes Aluminijs

Tilpums [m?] 0.0047

Lietderigais laukums [m?] 26.82

Attalums starp plaksném [mm] 3.0

Rindas 4

Kenturi 14

Pievienojums ieplides pusé | 1xR1

Pievienojums nopliides pusé M 1xR1

L [mm] 120

B [mm] 1040

H [mm] 470

lerobezZojumi

Maksimalais hidrauliskais spiediens [bar] 15

Maksimala siltumneséja temperatira [°C] 100

Ventilators EC

Tips R3G 310-AX52-90

Darba rata diametrs [mm) 310

Gaisa daudzums fm3h] 2359

leksé&jie zudumi [Pa] -1

Statiskais spiediens [Pa} 702

Atrums [1/min] 2398

Max. speed [1/min] 2580

K-value 116

Motor efficiency class IE4 (Super premium})

Motor power kW] 1.00

Rated current (3~400V) [A] 1.63

Motora elektribas jauda (tTri filtri) [kW] 0.81

Total fan efficiency [%] 58.53

Static fan efficiency [%] 57
NOSUCES GAISA DAUDZUMS

Gaisa filtrs

Filter correction (F), (EU 1253) 0

Tips CompactFilter
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

Energy efficiency class

www.komfovent.com

Air velocity class (EN13053) V1

Filtra klase M5

lzméri bxhxl [mm] 525x510%46
Filtru daudzums 2

Spiediena kritums (tirs filtrs) {Pa} 42

Gaisa atrums filtra sekcija [m/s] 1.44
Ventilators EC

Tips R3G 310-AX52-90
Darba rata diametrs [mm] 310

Gaisa daudzums [m®/h] 2359
leks&jie zudumi [Pa] 1

Statiskais spiediens [Pa] 648

Atrums [1/min] 2321

Max. speed [1/min] 2580
K-value 116

Motor efficiency class IE4 (Super premium)
Motor power kW] 1.00

Rated current (3~400V) Al 1.63

Motora elektribas jauda (tiri filtri) [kW] 0.75

Total fan efficiency [%] 58.66

Static fan efficiency E%] 56
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DOMEKT

DOMEKT S 800 F

Maximal air flow, m*/h 826
Panel thickness, mm 50
Unit weight, kg 37
Reference flow rate, m*/s 0,16
Reference pressure difference, Pa 50
SPI, W/(m*/h) 0,13

Filters dimensions BxHXL, mm

287x371x46-M5

Electric power input of the fan drive
at reference flow rate, W

75

Electric power input of the fan drive
at maximum flow rate, W

181

Control panel

KOMFOVENT C5.1

Acoustic data

A-weighted sound power level L, dB(A)
at reference flow rate

Supply inlet 60
Supply outlet 65
Casing 44

A-weighted sound pressure level L;,, dB(A)
10 m? normally isolated room, distance from casing — 3 m.

Surroundings

33

Performance
Unit with standard equipment Air flow rate (m?/s)
0 003 006 009 012 015 018 021 024
E 500 ) X ‘ ; | i | ! !
L
E SPI10,35
g | |
s 400 ‘ ‘
=
§ ‘ SP10,28
300 ‘ i } N\
‘ SP10,21 \
200 } } N\
SPI1 0,14 \
|t
100 a T \
0 \

KK2-16-06

N
0 100 200 300 400 500 600 700 800 900

Air flow rate (m*/h)

"
-
]

826 m’/h
1}

5.1

komfovent

475x350
=

© [

The photo is intended for informational purposes only, exact details may vary.

D=200 mm
\r 973 ﬂ\
Technical data
Supply air . Supply Air hgater ol\g:)r(:iart?s; AT, °C
handling unit voltage, V capacity, kW current, A !
Domekt S 800 F-HE/3 1~230 3,0 14,9 10
Domekt S 800 F-HE/6 3~400 6,0 10,6 20
Domekt S 800 F-HE/9 3~400 9,0 14,9 30
Domekt S 800 F-HW 1~230 - 1,9 -
Max air flow — 784 m*/h.
Hot water air heater
Water temperature in/out, °C 90/70 80/60 70/50 60/40
Capacity, kW 11,3 1,1 9,5 5,9
Flow rate, dm’/h 499 488 414 257
Pressure drop, kPa 4,2 4,1 3,1 14
Temperature in/out, °C -23/20  -23/19,2 -23/13  -10/12,4
Maximal capacity, kW 12,6 11 9,5 5,9

Connection, ”

Y2

UAB AMALVA reserves the right to introduce the changes of parameters and sizes in the process of improvement of the air handling units. 67

58

If data of performance do not correspond to data in the selection software, please refer to data shown in software.



VERSO 1000-7000 komfovent

g
(Kompakt REGO 4500U) - — E
Verso R 4500 UH data — g
- a £
Nominal air flow, m*h 4500 §
o
Panel thickness, mm 50 s
Unit weight, kg 450 (140/160/150) Z
Supply voltage HE, V 3~400 g
Supply voltage HW, V 3~400 . g
Maximal operating current HE, A 27,4 )} %
Maximal operating current HW, A 6,2 N L e . - 2
Filters dimensions BxHxL, mm 525x510%46-M5 (x2) C5.1 T T > §
Electric power input of the fan drive ) h
X 1700 =
at maximum flow rate, W
Electric air heater capacity, kW / At, °C 15/9,3
Control panel KOMFOVENT C5.1
Temperature efficiency
Winter Summer
Acoustic data Outside temperature, °C -23 -15 -10 -5 0 30
A-weighted sound power level L, dB(A) After heat exchanger*, °C 11 129 142 154 166 24
at reference flow rate * indoor +22°C, 10% RH
Supply inlet 67
Supply outlet 84
Exhaust inlet 65 Changeover water heating/cooling exchanger (HCW)
Exhaust outlet 81 Winter Summer
Casing 58 Water temperature 90/70  80/60  70/50  60/40 7112
in/out, °C
A-weizghted sound pressure level L,,, dB(A) Capacity, kW 16,6 16,6 16,6 16,6 17,2
10 m* normally isolated room, distance from casing - 3 m. Flow rate, dm’/h 733 730 727 724 2043
Surroundings 47 Pressure drop, kPa 1 1 1 1 6,1
Temperature
infout, °C 11/22 24/18
Maximal capacity, kW 73,3 58,9 44,9 31,6 20
Connection, ” 1
Performance
Unit with standard equipment and HE Air flow rate (m?/s) Shown as right (R1)
. 0 02 04 06 08 1 12 14 16
& 600 ; ; : ' ' 323 323
e ‘ \ Sl [ [ Sl -
2 SFP1,25 \ ““I ‘j
y ‘ 2 400 400
& 400 “—SFP1 = kil u '7:
| o ol | D
| \ 3 q ©l=| ¢
B
300 ! =3
SFP 0,75
i \ 1150 323 ‘ |l 650 . 700 [ 750 o | 1150 323 ‘
200 i - - 2y >
SFP 0,5 ] . EI
100 =N H-A B [
1 1
\ ‘ g i 4 g
0 \ | | = 1Im
0 1000 2000 3000 4000 5000 6000 : I ° C j—
Air flow rate (m?/h) S — —
oo
Temperature efficiency

85 Shown as left (L1) A outdoor intake

\\ C A B supplyair
80 T — C extractindoor

— B D exhaust air
[ — D
75
—
70
2200 3000 3800 4600 5400
C
Air flow rate (m*/h) @ I

Indoor and outdoor AT=20°C re: Ecodesign 1253/2014.

Temp. efficiency (%)

59

KK2-16-06 UAB AMALVA reserves the right to introduce the changes of parameters and sizes in the process of improvement of the air handling units. 89
If data of performance do not correspond to data in the selection software, please refer to data shown in software.
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VEDINIMO JRANGA e VENTILIACIJAS IEKARTAS « VENTILATION EQUIPMENT o BEHTU/IALIMOHHOE OBOPYIOBAHME * DIE LUFTUNGSANLAGE o L'EQUIPEMENT DE VENTILATION * URZADZENIA WENTYLACYINE « VEDINIMO |JRANGA

Offer Nr: Reference: 744110071 Price without VAT: Euro
Notes: Discount: %
Price without VAT: Euro
Worked out: Aivars 00001 2017.07.02. Rel.: 2.3.6346.21723

PPU-HW-3R-15-1-W2

PPU for water heater

Capacity 6,8 kW
Liquid flow rate 301 dm¥h
Secondary circuit pressure drop 10 kPa
Safety on pressure drop 46,7 kPa
Inspection side Right

Kvs 1 m¥%h
Valve pressure drop 9 kPa
Available pressure in primary circuit 0 kPa
Valve authority 0,6
Valve type Three way
Water pump name Yonos Pico 15/1-6 [130mm]
Water pump type EC

Legend
D @ :> 1.3-way valve with actuator

(2_ 2.Circulating pump
% 3.Thermomanometer
4 Ball valve
”Xig 5.Balancing valve
=T = = — 1 ro- 6.Requlating valve
3] 7 naing

8.Water filter
71—t 7 9.Primary circulating pump

= [ 7.Check valve (non-return)
g | éj (}‘ |

Connections: Technical features:
Inlet pipe thread EN10226 R%: Weight kg
Outlet pipe thread EN10226 R Internal volume dm?
Materials:
Frame Painted steel Maximum allowable pressure 21 bar PED 97/23/CE

Min / Max allowable temperature -21 /130 °C 60
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VEDINIMO JRANGA e VENTILIACIJAS IEKARTAS « VENTILATION EQUIPMENT o BEHTU/IALIMOHHOE OBOPYIOBAHME * DIE LUFTUNGSANLAGE o L'EQUIPEMENT DE VENTILATION * URZADZENIA WENTYLACYINE « VEDINIMO |JRANGA

Offer Nr: Reference: 744110129 Price without VAT: Euro
Notes: Discount: %
Price without VAT: Euro
Worked out: Alex 00001 26.05.2017 Rel.: 2.3.6346.21723

PPU-HW-3R-20-4-W2

PPU for water heater

Capacity 25.4 kW
Liquid flow rate 1117 dm¥h
Secondary circuit pressure drop 12.1 kPa
Safety on pressure drop 32.6 kPa
Inspection side Right

Kvs 4 m¥h
Valve pressure drop 8 kPa
Available pressure in primary circuit 0 kPa
Valve authority 0.5
Valve type Three way
Water pump name Yonos Pico 15/1-6 [130mm]
Water pump type EC

Legend
D @ :> 1.3-way valve with actuator

(2_ 2.Circulating pump
% 3.Thermomanometer
4 .Ball valve
”Xig 5.Balancing valve
=T = = — 1 ro- 6.Regulating valve
3] 7 Ineing

8.Water filter
71—t 7 9.Primary circulating pump

= [ 7.Check valve (non-return)
g | éj (}‘ |

Connections: Technical features:
Inlet pipe thread EN10226 R% Weight kg
Outlet pipe thread EN10226 R% Internal volume dm?
Materials:
Frame Painted steel Maximum allowable pressure 21 bar PED 97/23/CE

Min / Max allowable temperature -21 /130 °C 61
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VEDINIMO JRANGA e VENTILIACIJAS IEKARTAS « VENTILATION EQUIPMENT o BEHTU/IALIMOHHOE OBOPYIOBAHME * DIE LUFTUNGSANLAGE o L'EQUIPEMENT DE VENTILATION * URZADZENIA WENTYLACYINE « VEDINIMO |JRANGA

Offer Nr: Reference: 744110073 Price without VAT: Euro
Notes: Discount: %
Price without VAT: Euro
Worked out: Alex 00001 26.05.2017 Rel.: 2.3.6346.21723

PPU-HW-3R-15-1.6-W2

PPU for water heater

Capacity 6 kW
Liquid flow rate 263 dm¥h
Secondary circuit pressure drop 4.6 kPa
Safety on pressure drop 52.6 kPa
Inspection side Right

Kvs 1.6 m¥h
Valve pressure drop 3 kPa
Available pressure in primary circuit 0 kPa
Valve authority 0.6
Valve type Three way
Water pump name Yonos Pico 15/1-6 [130mm]
Water pump type EC

Legend
D @ :> 1.3-way valve with actuator

(2_ 2.Circulating pump
% 3.Thermomanometer
4 .Ball valve
”Xig 5.Balancing valve
=T = = — 1 ro- 6.Regulating valve
3] 7 Ineing

8.Water filter
71—t 7 9.Primary circulating pump

= [ 7.Check valve (non-return)
g | éj (}‘ |

Connections: Technical features:
Inlet pipe thread EN10226 RY: Weight kg
Outlet pipe thread EN10226 R Internal volume dm?
Materials:
Frame Painted steel Maximum allowable pressure 21 bar PED 97/23/CE

Min / Max allowable temperature -21 /130 °C 62
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QUANTUM HR

Decentralised
heat recovery unit
with alternate
single flow
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QUANTUM HR

The Quantum HR ventilation units are the
heart of the system illustrated nearby: when
installed in the “noble rooms”, like living room
or bedroom, they provide a continuous and
F balanced air exchange, having opposite and
synchronised air flows which alternate about

every 70 seconds.
b To extract the stale air from the “technical
\ rooms”, like bathroom/toilet or kitchen, we
recommend the usage of the Quantum AX, a
decentralised single flow ventilation unit with a

QUANTUM AX . 1 very low energy consumption (from 1W).

makes the
difference :

|On the energy bill :

the lowest energy consumption at the minimum
speed, from 1,2W

m |On the heating bill :
up to 90% heat recovery during winter time

® \On the time of installation :
4 times quicker than a centralised ventilation
system

~.||> \For the building energy certification :

reduction of the primary energy value for air
exchange during winter time

) |For our health :

definitive solution in case of indoor moisture and
condensation as well as to reduce the pollutant
levels.

How to install

Terminal Standard Terminal PRO

The unit does not need any condensation drainage.

2 . wwwaerauiqacom [




QUANTUM HR

Wall plate Design front cover The internal ventilation unit is
for ease  of for modern interior design, equipped with:
installation  and made of high quality ABS,
L maintenance RAL9010 g EC brushless motor
Telescopic pipe reversible type with high efficiency,
aqlaptable to the wall mounted on long life ball bearings and
thickness provided with integral thermal protection
Axial impeller
reversible, with optimised aerodynamic
profiles

\\ L---""'_ Multi-speed operation through
; . ; CTIRL-S :
e 3 speeds
External cowl PRO e Free-cooling option (bypass) with LED
Acoustically insulated, . . indicator
equipped with anti-insect M e Automatic speed increase by means of
net intermal, easy to be ambient sensors (SEN-HY, SEN-PIR or
removed and cleaned SEN-CO2)
e Control up to 10 units at the same time
w . e Automatic reset of the flows
regengratlve type with synchronisation of two or more units,
LB O® even after one or more units have been

switched off or are turned from free-

External grile STD ; .
cooling operation to heat exchange

equipped with anti-insect net

The unit has been designed, engineered and manufactured with a special attention to its installation and maintenance
with the purpose of optimising the activities both of the installer and of the tenant.

e K |

The removal of the internal ventilation unit is simplified by the wall plate which allows to repeat
this operation without damaging either the casing or the wall

The internal anti-duct filter can be easily removed for The cleaning/maintenance of the ceramic heat exchanger
cleaning by the tenant can be done from inside or outside the wall

65
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QUANTUM HR

) ©) &) B) |

Complete unit ready for  Complete unit ready for = Complete unit ready for = Complete unit ready for Remote control for Remote control for
installation installation installation installation surface mounting recessed mounting

Pre-installation and completion kits are available upon request.

- rated 220-240 V ~ 50Hz
- air performance measured according to ISO 5801 at 230V 50Hz,
air density 1,2 Kg/m?®
- data measured in the TUV Rheinland recognised laboratory in Aerauliga

Airflow m3/h 25/15/10 60/40/20 . X
- pressure sound level at 3m in free field
Power W 2,6/1,7/1,2 3,8/2,3/1,4 - certified TUV Rheinland
- & Safety
Acoustic pressure dB(A) @3m 29/15/10 26/18/10 Electromagnetic
Compatibility
Regular Producti 7
Ambient temperature °C -20° +50° _00° +50° i o Sumvellance on mhzELre
TUVRheinland i
Thermal efficiency up to 90% up to 90% SRR e
; ol dak
Marking ce (€3
G
OA
2
i
ac ‘ D E
] AO 164 218
B 46 51
| — cO 164 218
w D 205 252
E 103 114
=" F 209 262
External grille External cowl G 270+510 300+560
Standard version PRO version Ho 108 158

Dimensions in mm
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COOKER HOODS AND

KITCHEN FITTINGS

HP-N Series
HP-60 N Bl

e —

Traditional cooker hoods.

Characteristics:
Metalic filters.

Backdraft shutter.
Upper or rear extraction.

+ Attributes

”

@ S&P Sistemas de Ventilacion S.L.U.
HP-N

ENERG 93 |

l‘

3\ S&P Sistemas de Ventilacion S.L.U.
HP-N Bl

%

I E—
aa
| 98,5
kWh/annum

' . 1
SO [

&

spcoerG ) | aecoerG )| LaecDere) | 6148 |

T

150;5

kWh/annum

AN o

.‘

ENERG 92 )

aecoerG ) | aecoerG ) | ascDers ) | 68qp |

| 65/2014

| 65/2014
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+ Technical characteristics

Model Color  Diameter a Airflow at  Supply Speed Motaors Power Ilumination Current Sound
discharge Discharge free Wl A) pressure level®

tube duct  discharge (dB (A])
[mml {mm] (m?/h]

HP-60 N BLANCO RAL 7003 600 120 240 230V-50Hz 3 1 100 Halogen 1x28W 0.8 46

HP-60 N MARRON RAL 8019 600 120 240 230V-50Hz 3 1 100 Halogen 1x28W 08 4o

HP-60 N Bl BLANCO  RAL 7003 600 120 330 230V-50Hz 3 2 2x100 Halogen 2x2BW 1.4 53

HP-50 N BIMARRON ~ RAL 8019 600 120 330 230V-50Hz 3 v 2x100 Halogen 2x28W 1.4 53

* Sound pressure level measured at 1,5 m at free air conditions.

+ Dimensions

VERSIONS White/Brown
HP-40 N: 40 cm. wide
HP-40 N Bl: 60 cm. wide.

+ Mounting Accessories

GSA-125 MD CX-125/215 e PER-125W
aff _ Flexible aluminium — Worm drive clips Backdraft shutters
% 1 ducting /1l
L “ - p— :
| 2D s |
GRA-100 CT-125 ACTIVE CARBON
Aluminium guards Cowl FILTERS
Circular
@190
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FROM MEASUREMENT TO INFORMATION MANAGEMENT -

MEASURING SOLUTIONS

gl

E-ITN 30.6

DOUBLE-SENSORED ELECTRONIC
HEATING COST ALLOCATOR

A new generation heating cost allocator equipped with a wireless data
transmission system, characterised by the perfect use of operational
potential contained in microprocessor technology, modern design and the
data encryption with AES method.

USE

Heating costs allocator E-ITN 30.6 has been designed for settlements carried
out monthly and yearly as well. E-ITN 30.6 calculates the cost of heating in
space. Recommended scope of application includes horizontal or vertical
heating systems with one or two pipes with an average minimum design
temperature of heat-transfer medium no less than 35°C and maximum one
no more than 90°C.

COMPLIANCE WITH STANDARDS

B PN-EN 13757-4:2005 (U) Communication systems for meters and remote reading
of meters - Part 4. Wireless meter readout (radio meter reading for operation in
the 868-870 MHz SRD band).

B PN-EN 834:1999 Heating costs allocators to record heat consumption by heaters

&

APATOR
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AND FUNCTIONS

MEASURING
SOLUTIONS

CHARACTERISTICS

B The wireless data transmission s
face - a remote readout impleme

ystem is implemented by: an IR port - a direct readout with a reader; and a radio inter-
nted outside the premises with allocators installed.

B The allocator is equipped with an ergonomically located LCD display that enables the user to easily read out the values
of current heat consumption. In addition, these data are recorded in the internal memory, so it is possible to make a
full analysis of heat consumption and the conditions in which the heat allocator worked in a whole heating season.

B Heat allocator E-ITN 30.6 provide

s a precise measurement of heater temperature. The installation and configuration

of any additional devices is not required. HCA calculation is based on the software that allows a fair settlement of the

cost to heat used for the specific

apartment

B Any attempt of unauthorised manipulation (broken e-locks), an attempt to remove heater with attached allocator or
the use thermal barriers before heater (furniture, curtains, etc.), is recorded with the exact date of its occurrence. The

information about the manipulat
Table 1. TECHNICAL DATA

Heating costs allocator

ion is transmitted during the forthcoming radio readout.

Start of the readout

Temperature of heating system sensor >23°C and temperature difference between average
temperature of heat-transfer medium and ambient temperature >5°C

Response to ambient temperature

Regular checking ambient temperature.
With the attempt of manipulating, the allocator is automatically switched to a single-sensor mode
of operation.

Calendar functions

B |ndication of the value of measurements: current and previous annual billing period; current and
previous monthly billing period; average temperature of the radiator surrounding; date of the
read-out and date of the eventual seal tampering (readout: IR, radio, screen).

B [ndication of the value of measurements from the last 11 months period, and selected parame-
ters of the radiator (readout: IR, screen).

B [ndication of the radiator temperature: maximum, minimum and average from the last 11 months
(readout: IR).

Display Five-digit liquid crystal display + 2 special characters.
Data Archive: archiving measurements including the time of event occurrence.
General billing factor Individual scale 5 B
Function monitoring Automatic, activated and controlled from the outside ' =
Power supply 3V lithium battery
Operation life of the device 10 years + 1 year of reserve
E-lock Yes
Infra contact Yes 4
Radio module Yes
Dimensions 100 x 37 x 33 mm
Material ABS + PC/Al-F22 °
Safety class IP42 ARNANI AT
220000011007
Scope of use t . <90°Ct . =35°C (t-temperature of | =) -
heat-transfer medium) =
Integrated data transmission system by radio:
Operating frequency/data format 868,95 MHz Wireless M-Bus
Transmitter power ~1mW
Transmission time <bms

Data transmission scope
(radius, range)

Up to 200 m (depending on local conditions)

Note: You have to pay attention to all the metal structural components such as: concrete reinforce-
ment, Lifts, etc. because they can affect adversely the radio range (the may be reduce the emitted
signal).

Transmission period

B FEvery 45 seconds — for the period of 30 days from the finishing of the yearly settlement period, and
6 days after every monthly settlement (not including the summer period).

B Every 12 minutes — for the summer period (minimum 3 months).

B Fvery 251 seconds, transmission without encryption — all others months (beside the summer
period) of the yearly settlement.

B Every 413 seconds, transmission with encryption - all others months (beside the summer period)
of the yearly settlement.

Transmitted data encryption

&

Optional: AES-128 (encrypted data block length: 128 bits, key size: 128 bits) or data transmission
without encryption

Apator Powogaz S.A.
Klemensa Janickiego 23/25, 60-542 Poznan, Poland
e-mail: handel@powogaz.com.pl

APATOR Sales Department: +48 61 8418 133, 136, 138, 148

POWOGAZ www.apator.com

7102 | £€5000'N3
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Tehniska specifikacija:

Sérija CBC
Kods CBC-010
Pielietojums Paredzéts vadit €kas siltuma vadibas

Savienojums

Barosanas avots

Spraudni

Nokluséjuma IP adrese

Lietotaja vards

Parole

Maksimalais parvaldamo zonu skaits
Uzstadamo programmu skaits
Radio darbibas frekvence

Bezvadu datu aizsardziba

Saderigo iekartu sérijas

Radio protokols

Radio signala darbibas radiuss tiesa
redzamiba

Papildus atzimes

CBC-010

Centralais vadibas bloks

CBC-010  centralais vadibas  bloks
nodrosina ékas siltuma parvaldibas iekartu
pieslégSéanu  Mesh Robotics siltuma
parvaldibas portalam ka ari nodrosina €ka
uzstadito vadibas iekartu darbibu. CBC
sérijas iekartas uztur MR-01 bezvadu
protokola darbibu. lekarta uzkraj datus par
faktiskam telpu temperatiram un uztur
datus par ékas konfiguraciju -
piesaistitajam siltuma regulacijas
programmam katrai telpu grupai.

protokolu un nodrosinat uzstadito
temperatdras rezimu regulésanu
individualas zonas.

Monté&jams pie sienas

PoE barosanas bloks

1x PoE ethernet gateway
192.168.11.200

admin

admin

200

neierobezoti

868Mhz

AES sifrésana

LRC, RRC

MR-01

1100 metri

Neierobezota vésturisko telpu
temperatiras datu uzkrasana;

lespéja integrét ar aréjam telpu planosanas
sistémam.
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FROM METERING TO DATA MANAGMENT -

HEAT MEASUREMENT

ELF

THE COMPACT HEAT MEATERS
OF THE HIGHEST GENERATION

A precise, reliable, high class heat meter with archive of many measurement
data, characterizes by modern design.

Characteristics

* flow rates 0,6; 1,0; 1,5; 2,6 m3/h available

 flow transducer in second accuracy class according to standards
PN-EN-1434

* electronic detection of rotor rotation — total resistance to strong magnetic
fields

e wide communication possibilities, inter alia M-Bus, radio, impulse output,
possibility of connecting 4 additional devices (4 additional impulse inputs)

e plentiful archive of measurement data configured by the user

* archive of failure situations

Application

ELF heat meter is designed for measurements of thermal energy consump-
tion collected from heat networks out of small buildings, as flats or detached
houses, etc. It can work in remote systems of building automation readings.

&
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A modern multifunctional

microprocessor heat meter

that enables plentiful data archive and parameter
configurations according to user’s requirements

Handling by using one

and only push-button Independent
placed centrally under from the network
the LCD display (battery powered)

e

Total resistance
to strong external

Measurement system
of flow transducer enabling
detection of even

s rotor rotation \magnetic fields
Exchangeable communication modules Flat characteristics
M-Bus with 4 impulse inputs, M-Bus with 2 impulse inputs of flow transducer error
and impulse output, radio with four impulse inputs; in the whole range of flow rate changes
impulse inputs can be configured for water meters thanks to application of electronic

or energy counter-currents or gas meters; impulse output calibration.
can be configured as test or measurement output

HEAT METER FUNCTIONS

display of current data: heat consumption, water volume, temperatures of power and return, power, instantane-
ous flow, impulse inputs states (additional volumes of water meters), error codes, real-time,

display of average data — averaging period set by the user with possibility of set-up every 15, 30, 45 and 60 min-
utes,

data archive in 4 time cycles. In every cycle after the given time, the current data are transferred to the archive
(from RAM of the processor to the non-volatile FLASH). Cycles 1 and 2 have a registration period set by the user
counted in minutes starting from 1to 1440 (24h). Cycles 3 and 4 are structurally defined as monthly and annual.
Data from cycle registration 1 and 2 can be read only electronically, monthly and annual data can be read on the
display.

archive of failure situations — the appearance and disappearance of the failure situation (electronic reading),
display of configuration data (service), which can be set up in the non-metrological part by the user
self-diagnosis — detection and signaling of failure situations of the measurement system, e.g. failure of impulse
from the water meter, damage of the temperature sensor, too high flow, battery voltage drop

COMPATIBILITY WITH STANDARDS AND REGULATIONS

directive 2004/22/WE of The European Parliament and The Council of Europe dated on 2004, March 31 regard-
ing measuring instruments, in particular M1-004 Heat Meters,

PN-EN-1434 — Heat Meters, Part 1 -6

PN-EN 61000 — electromagnetic compatibility, part 2-4

DESIGNED IN COMPLIANCE WITH REQUIRED STANDARDS:
of quality, of environmental protection and security.
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FROM METERING TO DATA MANAGMENT -

7~ TECHNICAL DATA

Electronic calculator with temperature sensors

Unit of energy (to be chosen)

GJ or kWh

Display type

LCD 7 digits with 7Tmm height

Mounting type of converter with water part

Rotary, rotation angle 0 - 360°

Electronic transducer

Integrated with electronic transducer

Indication changes

By means of one single push-button

Interface systems

RF module, M-Bus, 4 impulse inputs

Limits of temperature range accor. PN-EN °C 6 .,=1C o  =106C

Limits of temperature range differences 1434-1:2007 °C ro =3C a0  =104C

Permissible limit errors MPE E. % E ==(+40  /00)

Temperature sensors - PT 500 (TOPE42)

Power - Lithium battery 3,6 V; minimum 2,1 Ah; size AA

Battery life years 5+1

Degree of protection IEC-529 - IP 54

Environment temperature t, °C 5+ 55

Relative humidity W % <90

Dimensions mm 57 x 75 x 88

Control of additional impulse inputs - By means of potential-free contact or transistor key
Maximum frequency of additional impulse inputs Hz 0,5

Maximum resistance of control or key kQ 10

Maximum resistance of open control or key MQ 10

Velocity of serial transmission, adjustable Baud 300, 600, 1200, 2400, 4800, 9600

Stop bit - 1

Data bit - 8

Parity - Even, Odd, None

S e e e -

Impulse output, test mode imp/dm? According to flow sensor table conforms the smallest displayed digit or 0,1
Basic mode — thermal energy imp/GJ of the smallest displayed digit

Flow transducer

Trademark JS90-0,6-NI JS90-1-NI JS90-1,5-NI JS90-1,6-1-NI JS90-2,5-NI
Nominal diameter DN mm 15 15 15 20 20
Assembly position H, Vv

Minimum flow rate — horizontal mounting position H q, dm¥h 6 10 15 15 25
Minimum flow rate — vertical mounting position V q, dm¥h 12 20 30 30 50
Nominal flow rate a, m%h 0,6 1,0 15 1,5 2.5
Maximum flow rate q. m/h 12 2,0 3,0 3,0 5
Measuring range a/9,~ horizontal mounting position H 100

Measuring range q[/q‘ —vertical mounting position V 50

Maximum permissible errors MPE E % E, = =(2 + 0,02 g /q) not more than +5%

Maximum permissible working pressure bar PS16, MAP16

Nominal pressure accor. PN-EN bar PN16

Maximum pressure loss at g 1434-1:2007 kPa AP 25

Limits of temperature range °C 0.,=01C o  =90°C

Accuracy class 2 accor. to PN-EN-1434-1:2007 Class 2

Thread diameter of the water meter G mm G 3/4 G1

Lenght of the water meter L mm 110 130

Height H mm 39 43,7
Diameter D mm 65

Mass kg 0,38 0,48
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HEAT
MEASUREMENT
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DIMENSIONS AND PRESSURE LOSS CHARACTERISTIC N
D N
S
Pressure loss 0\\‘
- SRR
= mbar A kPa A Q@ & & ‘0@'
1000 T 100
+ 50
'<_E — o 500
<
(@)
- ‘ 1001 10
T
5 } Dimension sor 8
= % G G% G1
T — 101 1
L 110 mm | 130 mm
O NS—— ||
D © ;1/“—/4%“: H | 9556mm | 999 mm 51 05
L D | 744mm | 744 mm
1+ 01 >
L Mass | 0,6 kg 0,7 kg 01 1 10 m’h
TEMPERATURE SENSORS N
Ball valve
PT500 /TOPE42/

computer selected sensors in pairs

evaporation accuracy T

temperature measuring range: 0 — 105 °C =

connecting elements: ball valve or tee i

< 2 =S = =

Torsion cord; standard length 1,56 m

BUILDING OF TEMPERATURE SENSORS
Flow transducer of ELF heat meter has a nest for installing one temperature

sensor. The second temperature sensor can be installed in the ball valve or in G L H, H,
the tee Inches | mm mm mm

3/4 58 32 45
Example of order: 1 64 34 50

Should you decide to buy an electronic heat meter ELF, we would like to ask you to give the exact
technical parameters according to the schema: (heat meter's name) — (flow transducer type) —
(realization). Example: heat meter ELF with flow transducer JS90-1,5-NI, realization for building in
supply pipeline or return.

Accessories — as required

- ball valves or tees for assembly of temperature sensors
- connecting elements for assembly of flow transducer

Connecting elements

DN G g d L G L, H, S
-+l= - Inches | Inches mm mm Inches mm mm mm
15 3/4 1/2 17 40 1/2 56 29,5 25
20 1 3/4 23 50 3/4 64 26,5 32

Apator Powogaz S.A.

ul. Klemensa Janickiego 23/25
60-542 Poznan, Poland

e-mail: export@powogaz.com.pl

APATOR WwWw. powogaz.com.p! .

Export department: phone +48 61 8418 139
POWOGAZ port aep g

www.apator.com
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M[E|S|H, .
R[o[e[o]Tl11C]s, R0 o
Radiatora kontrolieris

,//'Z E:Zi:c?;l' radiatora 'kontrolieris_ ir
piedzinas radiatora varsta
regulators, kas tiek vadits lietojot bezvadu
MR-01 protokolu. lekartas dizains Tpasi
' izstradats publiskam ékam, lai nodrosinatu
. aizsardzibu pret vienkarSu iekartas
‘ noskrdvésanu un lokalu izregulésanu.
lekartas darbibai nepiecieSams CBC sérijas

vadibas bloks.
M[E]S|HIE

Tehniska specifikacija:

Raksturojums Vertiba

Sérija RRC

Kods RRC-011

Pielietojums Paredzéts visu veidu apkures iekartam, kuru siltuma
atdevi iespéjams regulét ar Sim nolikam paredzétu
termovarstu.

Savienojums RRC-011-M30  RRC-011-M28H | RRC-011-M280
M30x1.5 M28x1.5, garais  M28x1.5, Tsais

bidstienis bidstienis

Papildus pieejamie savienojumi Danfoss RA/K, lietojos RRC-011-M30

Barosanas avots 2x AA baterijas

Bateriju kalpoSanas laiks lietojot 2+ gadi

Alkaline baterijas

Varsta kustibas diapazons 5mm

Temperatiras sensori 2 gab

Radio darbibas frekvence 868Mhz

Radio protokols MR-01

Papildus atzimes LED indikators bateriju nomainai;

Atverta loga identificésanas algoritms;
Radiatoru pretaizsalSanas kontrole izmantojot ara
temperaturu;
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