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Datums: 26.05.2017 www.komfovent.com

lzstradaja: A.Rakuts

Ventilacijas iekarta modelis:

Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X
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TEHNISKIE DATI
Tipologija NDEVI
DVi
SUS veids cita veida SUS (Rotéacijas siltummainis)
Vent. iekartas parametri
RLT class B
Piepliides
Nominalais caurplidums [m3h] / [m?/s] 2359/0.66 =
Nominalais aréjais spiediens (APs, ext) [Pa] 450 v _g;)’CEE"F,'-‘T‘:‘;E, =
Y, PERFDRAMANCE
Noslces e S @
Nominalais caurplidums mdh}/[m/s 2359/0.66 Ale=Ludey
. )/ %] =l
Nominalais ar&jais spiediens (APs, ext) IPa] 450 L
B e
[
lekartas vent. sast. iek8&jais spiediena kritums (APs, int)  [Pa] 418 o J
lekartas nevent. sast. iekd&jais spiediena kritums (APs, add) [Pa] 32
Ara gaisa aprékina temperatira ziema [°C] -22
Virsmas atrums, atbilsto$i projekt&tajam caurplidumame [m/s] 1.44
SFPv [kW/m?¥/s] 2.39
Atmosféras spiediens [Pa] 101325
Gaisa blivums [ka/m?} 1.2
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X www.komfovent.com
Maksimala strava | (3~ 400V) Al 4.2
Ventilatora piedzinas efektiva elektriska ieejas jauda [kw] 1.57

COMMISSION REGULATION (EU) No 1253 (ecodesign requirements)

Value 2016
The thermal efficiency of HRS, Nt_nrvu (EN308) [%] 82 267
Internal specific fan power, SFPint [Wim?3/s] 740 < 1559
Type of drive - variable speed Installed Necessary
Thermal by-pass facility Exist Necessary
Warning - filter is clogged Exist
Unit conformity assessment Complies

Korpusa kostrukcija

Paneli no divam cinkota térauda loksném, kas piepilditas ar siltuma un skanas izolaciju
Ugunsdro$a min.vate (A=0,037 W/mK).

AHU painted C3 class, RAL 7035.

Indoor unit.

When filters gets dirty, unit control panel gives notice to change the filters.

Dirty filters cause increased energy consumption, which decreases performance and energy efficiency of the
unit, so it is very important to change the filters regularly

AHU shall operate with variable speed drive.
www.komfovent.com/manuals/verso-manuals

Verso manual version: V2-17-03

Control manual version: C5.1-16-07

Casing air leakage (EN 1886)

-400 Pa [dm®/(s-m?)] 0.268
+700 Pa [dm®/(s-m?)] 0.495
Maksimalais ar&jas noplides koeficients [%] 1
Maksimalais iek3&jas nopludes koeficients vai recirkulacijas  [%] 0.5

AHU konfiguracija

Panelu biezums [mm] 50

lekartas svars

Svars (netto) [kal 440

Vadibas automatika

Tips C5.1

2018

273
<1279
Necessary
Necessary
Necessary

Complies
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

AKUSTISKIE DATI

www.komfovent.com

Skanas lmenis Lw gaisa vada uz apkartni

Piepliides gaisa daudzums [dB] Nosiices gaisa daudzums [dB] [dB]
F[Hz] leplodes v Izlaide lepliades izlaide
63 62.5 711 62.2 68.4 62.2
125 57.6 69.9 57.4 65.7 58.3
250 61.9 78.2 61.3 70.8 60.2
500 60.2 75.9 60.9 70.8 46.9
1000 58.2 78.7 58.9 75.4 46.8
2000 59.0 76.5 60.3 73.1 M7
4000 53.6 727 56.1 69.6 315
8000 46.0 68.0 50.4 64.9 251
dB(A) 64 83 66 79 54
Rotacijas siltummainis
RR-AL-930-XL-O-SN(1056x1058%290)-PN-A1
Piemerots izmanto8anai sausos apstakjos
Diametr [mm] 930
Vilna augstums [mm] XL
Biivums [kg/m?] 14
Heat recovery class (EN13053) H1
Efficiency bonus (E), (EU 1253) 458

Ziema Vasara
Pieplides Nosiices Pieplides Nosices

Temp. efektivitate [%] 82 82
Mitr. efektivitate [%] 39 0
Spiediena kritums [Pa] 156 156 156 156
Gaisa atrums [m/s] 1.97 1.97 1.97 1.97
lepliide
Gaisa patérind [m3/h] 2359 2359 2359 2359
Gaisa daudzums [m3/h] 2011 2366 2448 2404
Temperatiira [°C] -22.3 20.0 25.0 220
Relativais mitrums [%] 88 30 75 60
Absoldtais mitrums [g/kg] 0.45 4.36 15.01 9.94
Entalpija [kd/kg] 2132 31.17 63.36 47.38
Izlaide
Gaisa daudzums [m®/h] 2297 2073 2427 2424
Temperatiira [°C] 125 -14.8 225 245
Relativais mitrums %] 22 95 87 52
Absolitais mitrums fg/ka] 1.98 0.99 15.01 9.94

UAB Amalva, Ozo g. 10, LT-08200 Vilnius, tel. +370 (5) 230 05 85, www.komfovent.com
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X
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Entalpija {kd/kg] 17.56 -12.43 60.81 49.91
Energijas regenericija

levérojams siltums [kw] 27.6 2.0
Apsléptais silttums kw] 3.0 0.0
Kopégjais siltums kW] 306 2.0
Mitruma atgtisana [a/kg] 1.5 -3.4 0.0 0.0
PIEPLGDES GAISA DAUDZUMS

Gaisa filtrs

Filter correction (F), (EU 1253) 0

Tips CompactFilter

Energy efficiency class

Air velocity class (EN13053) Vi

Filtra kiase F7

Izméri bxhxI [mm] 525x510%46

Filtru daudzums 2

Spiediena kritums (firs filtrs) [Pa] 65

Gaisa atrums filtra sekcija [m/s] 1.44

Odens kalorifers

HW-G10-04R-0910-0420-120-1x14C-30F-M1-C25-1S1-XX-1xR1/1xR1

Ziema Vasara

Jauda kW] 59 06
Gaisa patérins [me/h] 2359 2359
Gaisa atrums [m/s] 1.67 1.74
Spiediena kritums [Pa] 32

Sakotnéja temperatiira [°C] 12.5 225
Sakotngjais relat. mitrums [%] 22 87
Lietderigas platibas rezerve [%] 0
Jaudas rezerve [%] 20
1z&jas temperatlra [°C] 20.0 22.0
1z&jas mitrums [%] 14 89
Absoltais mitrums [a/kg] 1.98 14.92
Skidrums Udens

Sakotngja temperatira [°C] 80 7
Izéjas temperatlra [°C] 60 12

UAB Amalva, Ozo g. 10, LT-08200 Vilnius, tel. +370 (5) 230 05 85, www.komfovent.com
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Verso-R-3000-XL-UH-EC/1-F7-M5-HCW/4R/3-X-R1-C5.1-X

www.komfovent.com

Siltumnesgja patérind [dm?3/h] 263 105

Spiediena kritums [kPa] 1.62 1.53

Etilenglikola daudzums péc tilpuma [%] 0 0

Tehniskie dati

Caurules Var§

Plaksnes Aluminijs

Tilpums [m?] 0.0047

Lietderigais laukums [m?] 26.82

Attalums starp plaksném [mm] 3.0

Rindas 4

Kenturi 14

Pievienojums ieplides pusé " 1xR1

Pievienojums nopliides pusé M 1xR1

L [mm] 120

B [mm] 1040

H [mm] 470

lerobezZojumi

Maksimalais hidrauliskais spiediens [bar] 15

Maksimala siltumneséja temperatira [°C] 100

Ventilators EC

Tips R3G 310-AX52-90

Darba rata diametrs [mm) 310

Gaisa daudzums fm3h] 2359

leksé&jie zudumi [Pa] -1

Statiskais spiediens [Pa} 702

Atrums [1/min] 2398

Max. speed [1/min] 2580

K-value 116

Motor efficiency class IE4 (Super premium})

Motor power kW] 1.00

Rated current (3~400V) [A] 1.63

Motora elektribas jauda (tTri filtri) [kW] 0.81

Total fan efficiency [%] 58.53

Static fan efficiency [%] 57
NOSUCES GAISA DAUDZUMS

Gaisa filtrs

Filter correction (F), (EU 1253) 0

Tips CompactFilter

UAB Amalva, Ozo g. 10, LT-08200 Vilnius, tel. +370 (5) 230 05 85, www.komfovent.com
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Energy efficiency class

www.komfovent.com

Air velocity class (EN13053) V1

Filtra klase M5

lzméri bxhxl [mm] 525x510%46
Filtru daudzums 2

Spiediena kritums (tirs filtrs) {Pa} 42

Gaisa atrums filtra sekcija [m/s] 1.44
Ventilators EC

Tips R3G 310-AX52-90
Darba rata diametrs [mm] 310

Gaisa daudzums [m®/h] 2359
leks&jie zudumi [Pa] 1

Statiskais spiediens [Pa] 648

Atrums [1/min] 2321

Max. speed [1/min] 2580
K-value 116

Motor efficiency class IE4 (Super premium)
Motor power [kw] 1.00

Rated current (3~400V) Al 1.63

Motora elektribas jauda (tiri filtri) [kW] 0.75

Total fan efficiency [%] 58.66

Static fan efficiency E%] 56
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