Bidvprojekts

IAUSTRUM ,Ekas parbave Stacijas iela 13”

Siltummehanika
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EKASPARBUVESTACIJASIELA 13, JELGAVA.

Skaidrojosais apraksts buvprojekta siltumapgades dalai.
1. Siltumapgades tikli.

Ekas, Stacijas iela 13, Jelgava,siltumapgade paredzéta ar pieslégumu SIA
,FORTUM JELGAVA” CSS (centralizétas siltumapgades sistémas) esoSajam
siltumtrases ievadam siltummpunkta. Ekas siltumapgade lidz $3 buvprojekta
izstradei ar1 tika nodroSinata no ta pasa siltumenerdijas avota ar pieslégumu
esoSajam siltumtiklam.

Saskana ar SIA ,FORTUM JELGAVA” tehniskajiem noteikumiem Nr. 2016/14,
€kas esoSo siltummezglu demontét un iekartas nodot SIA ,FORTUM JELGAVA”
parstavim. Projektéjamo siltummpunktu paredzéts pieslégt esoSajam siltumtikla
ievadam €kas siltummezgla telpa. P&c piesleguma esosSajam siltumtikla ievadam,
paredzéta jauna siltumpunkta izbuve.

Jauno siltumpunkta atzarojumu paredzéts izbuvet no izoletam térauda
siltumtiklu caurulém, kuras paredzéts izolét ar ,Paroc” akmens vates izolaciju.
Izolaciju paredzéts apdarinat ar PVC lokSnu aptinuma materialu un ta gala
apdares gredzeniem.

2.SILTUMMEZGLS.

Ekas rekonstruéjamaja siltumpunkta paredzéts izvietot siltuma uzskaites,
siltuma neatkarigo sistému siltummainus un to cirkulacijas suknu regul&amus
mezglus, ka arl automatiskas siltumapgades sistému regulésanas iekartas.

Saskana ar SIA ,Fortum Jelgava” izsniegtajiem tehniskajiem noteikumiem,
siltuma tiklos siltumneséjs pienemts ar parametriem 105/70 C° pie ara gaisa
aprékina temperatiiras apkures perioda un 65/25°C silta Gidens sagatavo$anai
siltajam gada periodam. Siltuma patérina verificetu uzskaites iekartu piegada SIA
»Fortum Jelgava”.

Jaunaja ékas siltumpunkta paredzets izvietot tris ar neatkarigu pieslégumu
pievienotas siltumapgades sisteémas: radiatoru apkures sistému, ventilacijas
kaloriferu siltuma apgades sistemu un silta tdens sagatavosSanas siltumapgades
sistému. Apkures un kaloriferu siltumapgades sistému sekundarajas pusés
paredzéti sistemu cirkulacijas sukni, bet silta Udens sistémai paredzéts tas
cirkulacijas sistémas suknis. Siltumneséja primaraja siltumapgades siltumtiklu
pusg, siltumneséja patérina regulésanai paredzéti divgaitu automatiski regul&jami
varsti, kuru vadibu veiks firmas ,DANFOS” automatiskas vadibas bloks ECL
Comfort 310, kuram ir paredzéts ari ara gaisa termosensors, kurS novietojams
€kas ziemelu fasadé.Ka siltummainus paredzéts uzstadit firmas ,,Danfos” plaksnu
tipa siltummainus, kur apkures un kaloriferu siltumapgades sistémam paredzéti
lodétie plaksnu tipa siltummaini, bet silta Tdens sagatavoSanai paredzéts
saliekamais plaksnu tipa siltummainis, lai ekspluatacijas gaita siltummaini
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sakrajusos noseédumu nonemsanu bitu iesp&jams veikt no izjauktam siltummaina
plaksnem.

Apkures un kaloriferu siltuma apgades sistemas piesledzama siltuma
mezglam péc neatkarigas piesleguma shémas.Tam sekundara siltumnesgja tikla
pusé paredzeta sistémas papildinasana (uzpildisana) no primara siltumneséja
puses, nosakot uzpildita un papildinata siltumneséja daudzumus ddens patérina
mehaniska skaititaja, kuru iesp&jams pieslégt ari attalinatas datu nolasiSanas
sistémai.

Siltuma patérina slodzes apkures sistémai Q=83,02 kW, kaloriferu siltuma
apgades sistémai Q=38,1 kW, bet silta Gdens sagatavosSanai paredzets Q=109,11
kW. Lidz ar to, kop€ja patéréjama siltuma slodze siltumpunkta aprekinata
2Q=230,23 kW.

Siltuma mezgla sekundara siltumnes€ja pusé apkures un kaloriferu
siltumapgades sistemam paredzéts uzstadit membranu tipa izpleSanas traukus ar
droSibas varstu pie ta.

3. Prasibas.

Saskanosana (Koordinacija)

Siltummezgla sisteémas izbtives uznéméjam jasaskano sekojosi jautajumi:
— Caurulvadu ieklauSanas €kas struktura.
— Automatizacijas sist€mas funkcionéSana, reguléSana un vadiba (kontrole).
Uzmaniba japievers:
— Darbiem, kuri saistiti ar atklatu uguni.
— Darbi, kuri saistiti ar celtniecibas darbiem, tadi pieméram, ka caurumu
izveidoSana konstrukcijas un to aizdare.

Jabiit ieklautiem izdevumiem, kuri saistiti ar $ada veida darbiem.

Visiem materialiem jabiit jauniem un atlasitiem, lai tie atbilstu specifikacijas
noraditajiem.

InZenierim apstiprinaSanai jaiesniedz ieteikto materialu broSiiras vai paraugi.

Dokumentdcija
Izpilddokumentacija jabiit ieklautai informacijai par piedavato materialu un agregatu
marku un tipu, elektribas patérinu dati.

Ekspluatacijas un apkopes rokasgramatai jasatur informacija par produktu/izplatitaju,
tipu, visi dati un noteikumi par pareizu lietoSanu un apkopi, ieskaitot rezerves dalu
sarakstu.

Caurulvadu atbalsti
Caurules jaatbalsta ar akiem vai kronSteiniem. Atbalstiem jabiit uzstaditiem pie sekojosa
maksimala atstatuma:

Caurules lielums, mm Atstatums horizontalai | Atstatums vertikalai caurulei,
caurulei, mm mm
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15-20 1200 1800
25-32 1800 2400
40-60 2400 3000

Paredz&ts izmantot cinkota dzelzs atbalstus. Savienojumu vietas starp balstiem un
caurulvadiem uzstadit gumijas starplikas.

Termometri

Tiem jabut diska tipa ar minimalo diametru 80 mm un ievietotiem PVC parklata teérauda
platé. Skalam jabiit 0 — 150 °C.

Bimetala dev€jam jabut ievietotam misina ligzda, lai blitu piem@rots standarta vitnotai T-
veida caurulei. Gan ligzdas, gan dev&ja garumam jaatbilst caurules izméram, kura tie tiek
ielikti.

Termometriem jabiit ar precizitati = 1°C.

Caurulvadu instalésana

Uznéméjam japlano, lai visas caurules labi (skaisti) iederas pieejamaja vieta, nemot véra
piekliisanu apkopes noliikos.

Visiem caurulvadiem jabiit bez asam vietam un jabiit pilniba notiritiem pirms
uzstadisanas.

Caurulu galiem, kuri uzstadiSanas laika tiek atstati vala, jabut aizbaztiem ar atbilstoSiem
aizbazniem vai vaciniem. Aizbazni no lupatam vai papira netiek atlauti. Uzneéméejam
Jjanodrosina, lai caurulé péc uzstadiSanas nepaliek nekadi Skersli.

MetinaSanas — lod&Sanas darbi javeic sertificEétam metinatajam, kuram ir atlauja veikt
atbilstosas kategorijas darbus.

Pirms metinasanas javeic caurulu izlidzinajuma pareizibas, platibu lielumu un malu
sakritibas parbaude. Montazas procesa javeic periodiska metinaSanas darbu kvalitates
parbaude.

Caurulu galiem un Itkumiem jabiit vienmerigi nogrieztiem, bez asam malam, bez risas,
taukvielam, netirumiem un citiem piesarnojumiem, kas ietekm€ metinasanu. Caurulu
Iiniju galos nedrikst biit nekadu grieSanas defektu.

Metinajuma Suvém jabiit precizam un nedaudz izliektam (konveksam) uz augSu. Nedrikst
but nekadu plaisu, neaizmetinatu iedobumu, apdegumu vai izkusuSu metalu pédu.
Metinasanas nogulsném jabiit pilniba aizvaktam no nobeigtajam virsmam.

InZenierim jaapstiprina parbaudes, test€Sanas un inspicéSanas rezultati.

Pirms izolacijas darbu uzsakSanas nepiecieSams veikt virsmas attaukoSanu un attirisanu
un caurulvadu krasoSanu ar grunts krasu.

Atstarpestarpcaurulém

Minimalais atstatums starp neizol€tam caurulém un €kas struktiiru:

Caurules lidz 28 mm (argjais diametrs) 25 mm
Caurules no 30 lidz 50 mm (argjais | 35 mm
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diametrs)
Caurules virs 50 mm (ar¢jais diametrs) 50 mm

Maksimalais atstatums starp izolétdm caurulém un €kas strukttiru 25 mm attieciba uz
visiem lielumiem (izmériem).

Caurulu uzmavas

Visos gadijumos, kad caurules tiek izlaistas caur sienam, griestiem, u.t.t., €kas struktiira
jabut ieliktam tada paSa materiala ka caurules uzmavam. To diametram jabiit lielakam
neka konkretajai caurulei, vai, izolétu caurulu gadijuma, vienu izméru lielakam neka
izol€tas caurules diametram.

Brivai telpai starp cauruli un uzmavu katra gala jabtit nopakotai, lai nodrosinatu efektivu,
gaisu necaurlaidigu ugunsdrosu un trokSnu hermetizaciju.

Tur, kur caurules iet caur ugunsdrosibas robezai , uzmavam jabiit ugunsizturigam.
Piepildisana un iztuk$osana

PiepildiSanai jabiit organiz&tai pie galvena padeves mezgla, piepildot no koplietosanas
sistémas.

IztukSoSanas punktiem jaatrodas sistémas zemakaja punkta, v€lams tuvu pie gridas
noteces. IztukSoSanas varstiem sistéma jabit vismaz 15 mm diametra.

AtgaisoSanas iesp&jamibai uznémejam ir japaredz nepiecieSamais automatisko atgaisotaju
skaits un caurulém, kuru diametrs lielaks par 50, japaredz vacele ar atgaisoSanas kranu.

Testésana un regulesana

Visam caurulvadu sistemam jabit testétam [idz 10 bar. Testi javeic péc principa sekcija
péc sekcijas. Inzenierim jabiit inform&tam par Siem testiem vismaz 24 stundas pirms to
izdariSanas.

Caurumi un gropes

Uznéméjam jataisa visi instalacijai nepiecieSamie caurumi un gropes €kas struktura.
Uzpémegjam janostiprina instalacija renés, tas aizdarot ciet. Caurumu izveide, kuri ir
lielaki par 100 mm ir jasaskano ar atbildigo inZenieri vai arhitektu.

Izolacija

Neviena caurule nedrikst biit izol&ta pirms apstiprinata spiediena testa.

Nevienu cauruli nedrikst apslépt pirms ta netiek izol€ta un pirms izol€Sanas darbs netiek
pienemts (apstiprinats).

4. MarkeSana un testesana.

Visiem tekstiem ir jabiit latvieSu valoda.

MarkeSanas elementi tiek izvietoti viegli redzamas vietas.

Visam instalacijam ir jabut markétam. Mark&umam ir jaatbilst izpildrasgjumu
apzim&jumiem. Mark&ums apsléptajiem elementiem, pieméram, virs piekartajiem
griestiem, tiek veikts redzamas vietas, apkalpojamo liiku vai elementu tuvuma.

4
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Simboli un markeésanas plaksnes

Jabiit izgatavotiem no metala vai plastmasas ar iegravétiem melnas krasas burtiem uz
gaiSas pamatnes. Plaksnites tiek piestiprinatas ar skriivju vai kniezu palidzibu vai
izmantojot k&diti un aki.
Marketiem ir jabiit :

— Ventiliem;

— Caurulvadu atzarojumiem;

— Mezgliem un to elementiem.

Ventilumarkésana

Noslégvarsti, vienvirziena varsti, regulgjosa armatira, drosibas varsti tieck marketi ar
plaksnitém, uz kuram norada energonesgju, sist€mas un elementa apzimé&jumu.
Markg&jumam ir jaatbilst numeracijai, kura tiek lietota izpildokumentacijas sheémas.

Regulejosas armatiiras markesana

Varsti un komponenti tiek marketi ar apzim&jumiem, kuri noraditi izpilddokumentacija
un norada sist€ému un numuru. Piepludes un noplides restes, difuzori netiek marketi.

Regulesana un testésana

Testi tiek veikti atbilstosi sistemu funkcionalitatei un savstarp&jam balansgjumam.
Regulésana un balansésana tiek veikta pirms sist€émas nodoSanas.

Visi mérijjumu rezultati tiek apkopoti m&rfjumu protokolos, pirms sistémas nodosanas.
Protokola ir janorada mériSanas metode.

Siltumapgades sistemas reguléSana un testésana

Sisteému regulacijai ir jabiit veiktai atbilstosi projekta dokumentacijai. Pirms reguléSanas
stikniem ir jabut parbauditiem, caurulvadiem un filtriem ir jabut iztiritiem.

Divcaurulu apkures sistemas radiatori tiek balanséti atbilstosi projektetajai caurpludei pie
pilnigi atvérta varsta un atvienotas termostata galvas.

Dokumentacija

Darba dokumentacija ietilpst:

- Zim&jumi, pec kuriem tiek buvets;
ReguléSanas pases;
Ekspluatacijas un apkopes rokasgramatas;
Sistému pienemsanas un nodosanas akti.

Ziméjumi, péc kuriem tiek bavéts

Uzpémegjam japiestada zim&umi tada izpildijjuma, ka tiek biivéts no saviem paSa
zimgjumiem. Zim&jumi japarskata péc katra darba izpildiSanas posma. Zim&umiem
jasatur visas izmainas, par kuram ir tikusi panakta vienoSanas darbu izpildes gaita.

Ekspluatacijas un apkopes rokasgramatas
Uzpémejam jaiesniedz norades par ekspluataciju un apkopi, kuras ir sekojoSa
informacija:
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- Rokasgramatas saturs;

- Adrese un telefonu saraksts saistiba ar piegadatajiem komponentiem;
- Izmantoto komponentu saraksts ar marku un tipu specifikaciju;

- Noradijumi ekspluatacijai;

- Noradijumi ekspluatacijai bojajuma (liizuma) gadijuma;

- Noradijumi apkopei, ieskaitot apkopes rutinas darbus un intervalus;
- lestazu piekriSana iekartu testiem, palaiSanai un darbinasanai.

Dokumentacija japiegada 2 eksemplaros, no kuriem viens eksemplars tiks atgriezts
Uznéméjam kopa ar uzrauga komentariem.

Sagatavoja A.Palens
Riga, 2017.gada novembris.
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BUVPROJEKTA "SM" DALAS SATURS

NOSAUKUMS

RASEJUMA Nr, PIEZIMES o
RASEJUMU SARAKSTS -—-T2-—-
SM -1 VISPARIGIE RADITAJI il;:f_
SM -2 SILTUMA MEZGLA PLANS AR TEHNOLOGISKAJAM IEKARTAM UN MAGISTRALAJIEM C-DIEM . —T12—
SM -3 SILTUMA MEZGLA PRINCIPIALA TEHNOLOGISKA SHEMA. -—T22-——
- o—
IEKARTU UN MATERIALU SPECIFIKACIJAS __;i__
IEKARTU UN MATERIALU SPECIFIKACIJA SILTUMA MEZGLA MONTAZAI Uz 3 lapam -
ESOSA SILTUMA MEZGLA DEMONTAZAS DARBI Uz 1 lapas

BUVPROJEKTA "SM" DALAI PIEVIENOTO DOKUMENTU SARAKSTS

DOKUMENTA NOSAUKUMS PIEZIMES
Apkures sistémas cirkulacijas siikna tehnisko datu izdruka Uz 6 lapam
Kaloriferu siltuma apgades sistémas cirkulacijas siikna tehnisko datu izdruka Uz 5 lapam
Silta Gdens apgades sistémas cirkulacijas sukna tehnisko datu izdruka Uz 5 lapam
Apkures sistémas siltummaina tehnisko datu izdruka Uz 2 lapam
Kaloriferu siltuma apgades sistémas siltummaina tehnisko datu izdruka Uz 2 lapam
Silta adens sagatavo$anas sistémas siltummaina tehnisko datu izdruka Uz 3 lapam

Projekta galvenie raditaji

_ Siltuma patérins (kW) El.iekartu
Ekas, bilives N jauda
nosaukums Apk aa o | Karstais 5 KW

pkure Ventilacija Gdens Kopa (kW)
Dienesta 83,02 381 | 10911 | 23023 | 02363
viesnica

ST biivprojekta siltummehanikas dalas risinajumi atbilst Latvijas
bavnormativiem un citu normativo aktu, ka ari tehnisko vai ipaso

Bivprojekta dalas vaditajs

16.10.2017.

noteikumu prasibam.

Aivars Palens
(vards un uzvards)

3-00198

(sertifikata Nr.)

—  dzeramais aukstais Gdensvads
—  siltais Gdensvads

— silta Gdensvada cirkulacijas tikls

——— Automatikas kabeli

4@7 Saknis

Temperatiiras sensors

Atgaisotajs

Udens skaititajs

Divgaitas regul&joSais varsts ar
elektromotora izpildmehanismu

turpgaitas siltuma tiklu caurulvadi ( 80 /60 C°)
atpakalgaitas siltuma tiklu caurulvadi ( 80 /60 C°)

turpgaitas apkures sisttmas caurulvadi ( idens 65 / 50 C°)

Pienemtie apzimé&jumi

;

atpakalgaitas apkures sistémas caurulvadi ( Gdens 65 / 50 C°)

turpgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens-glikola 34% $kidums 80/ 60 C°)

atpakalgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens-glikola 34% $kidums 80 /60 C°)

<

Z
=
@

1zlaides ventilis

IzpleSanas trauks

Ventilis

Vienvirziena varsts
Automatiskais
atgaisotajs

Drosibas varsts

Filtrs

Argaisa temperatiras devéjs

Termometrs

Manometrs ar ventili

Visas atsauces uz iekartu, materialu un izstradajumu izgatavotaju firmam, kuras noraditas
bavprojekta, liecina tikai par So izstradajumu un iekartu kvalitates un apkalposanas limeni.
Specifikacijas noradito iekartu un materialu nomaina ir iespéjama ar citam tehniski

analogam iekartam un materialiem.

Biavuznéméjam pirms darbu uzsak3anas japarliecinas par raséjumos sniegtajiem izmériem.
Izméri nevar tikt nolasiti pac méroga.

Saubu vai pretrunu gadijuma griezties pie projektétaja neskaidribu novérsanai pirms darbu

uzsaksSanas.

Jebkuras izmainas vai atkapes no projekta saskanojamas ar projektétaju pirms to

AUSTRUMI

realizacijas.
Amats: Uzvards: Paraksts: Datums: Izpilditajs:
Jelgavas pilsétas dome "Projekt&3anas birojs Austrumi”
. 18 Novembra iela 16, Rézekne
Reg.Nr.90000042516 Reg. Nr.42403019889
Bivpr.vad. L.Lice 16.10.2017. Liela iela 11, Tel.: 26821100
Jelgava, LV-3001 e-pasts: info@austrumi.lv AUSTRUMI
AVK sadal.vad. A.Palens 16.10.2017.
lzstradaja | A.Pilens 16.10.2017.[OPJekts: Pasatijuma, | un2016/
arhiva 14/ AK
Ekas parbdve Stacijas iela 13 numurs:

Meérogs: | Stadija: | Marka:

Raséjums:

projektéianas birojs

Visparigie raditaji

b/M BP M

Lapa: Lapas: |Lapas Nr.
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caurulvadiem un tehnologiskajam iekartam.
M 1:50

No silta Gdens cirkulacijas
sistémas (skat. UK s&jumu).
DN=25

No Udensvada

DN=40

Uz silta Gdens apgades
sistému (skat. UK s&jumu).

DN=40

Siltummezgla plans ar magistralajiem

No apkures sistémas,
d=22x1.5

Uz apkures sistému,
d=22x1.5

IzpleSanas trauks
Reflex NG 1401 ;
P=6bar

_lzpleSanas trauks
" ReflexNG 351:
P=6bar
Uz apkures sistému,
d=54x1.5
No apkures sistémas,
d=54x1.5

Uz kaloriferu sistému,

d=42x1.5

No kaloriferu sil sistémas,

d=42x1.5

No siltummezgla uz kaloriferu

siltumapgades sistému, d=42x1.5

Uz siltummezglu no kaloriferu

siltumapgades sistémas, d=42x1.5

No siltummezgla uz kaloriferu

siltumapgades sistému, d=42x1.5

Uz siltummezglu no kaloriferu
siltumapgades sistémas, d=42x1.5

No siltummezgla uz apkures
sistému, d=54x1.5

Uz siltummezglu no apkures
sistémas, d=54x1.5

54x1.5

zem griestiem§

/)

S

i it

35%1.5
zem griestiem

Silta ddens apgades sistémas

[ siltummainis "DANFOSS"

XGMO050M-2-20/20
Q= 109,11 kW

Ventilacijas kaloriferu siltuma
apgades sistémas siltummainis
"DANFOSS" XB 06L-1-26

Q= 38,1kW

Demontéjamais esosa siltummezglal

bloks.

Apkures sistémas siltummainis
"DANFOSS"

XB 12L-1 50 G 5/4 (25mm

Uz apkures sistému,
d=35x1.5

No apkures sistémas,

d=35x1.5

PIEZIMES

1.Visus ventilacijas kaloriferu siltumapgades sistémas caurulvadus, radiatoru apkures sisttmas magistralos siltumapgades sadales

caurulvadus izolét ar firmas "Paroc" siltumizolacijas puscilindriem 30mm biezuma, parklatiem ar aluminija foliju. Siltummezgla robezas
visiem izolétajiem caurulvadiem paredzéta polivinilhlorida aptinama dekorativa pléve ar dekorativiem nosléggaliem.
3. Siltumapgades sistému caurplistoda siltumneséja iereguléSanai paredzéti balanséSanas varsti (skatit AVK dalu), kuros paredzamas
caurplades lielums noteikts ar mérvienibu "I/s".
4. Siltumapgades sistémas darba spiediens paredzéts 2,5 bar.

5. Siltumapgades sistému magistralo caurulvadu kritums i=0,002 siltummezgla virziena. Sistému augstakajos punktos uzstadtt

atgaiso$anas ventilus ar automatiskajiem atgaisotajiem, zeméakajos - tukSoSanas trejgabalus ar aizbazni. TukSoSanai iesp&jams
izmantot art balanséSanas varstus. Vietas, kur nav iesp&jams caurulvadus tukSot pastecé, paredzét armatiru So posmu izpiSanai ar

saspiestu gaisu.

6. Siltumapgades caurulvadi planos atvirziti no sienam nosaciti.
7. Visas sienas un starpstavu parsegumos, kurus $kérso caurulvadi, tas paredzéts iebavét térauda apvalka caurulés caurulvadu
termiskas izpleSanas kompensacijai. Vietas, kur siltumapgades caurulvadi Skérso starpstavu parsegumus un ugunsnodalljumu sienas,
uzstadtt Caulas ar ugunsizturibas robezu EI-30 un spraugas aizpildit ar ugunsdroSiem hermetiz&joSiem materidliem ar ugunsizturibas

robezu EI-30.

8. Pirms montazas darbu uzsakSanas, attiecigo sadalu montazas darbu vaditajiem savstarpéji ir japrecizé augstumu atzimes visu
inZenierkomunikaciju 8kérsoSanas vietas.
9. Pirms iekartu un materialu pasatiSanas precizét izmérus uz vietas.

10. MontaZu un pienemsanas darbus veikt saskana ar LBN 231-15 un iekartu razotaju montazas instrukcijam.
11. Siltummezgla planu skatit kopa ar siltummezgla principialo tehnologisko shému rasgjuma SM-3.

PIENEMTIE APZIMEJUMI

- T— —

- 3 -
——T4——

turpgaitas siltuma tiklu caurulvadi (105 /70 C°)
atpakalgaitas siltuma tiklu caurulvadi (105 /70 C°)
turpgaitas apkures sistémas caurulvadi ( Gdens 80 / 60 C°)

atpakalgaitas apkures sistémas caurulvadi ( Gdens 80 / 60 C°)

turpgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens 80 /60 C°)
atpakalgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens 80 /60 C°)
dzeramais aukstais Gdensvads

siltais Gdensvads

silta Gdensvada cirkulacijas tikls

Q= 83,02 kW . —
Jéi - atgaisotajs,
—p>a—— - lodventilis ,
Kamstrup "Ultraflow 54"
DN=25; Qun=5,1 m*h
—k—— - drosele
-
! .#.g -ii ——¢—=— - caurulvadu savienojums, pacélums
|
8 zem griestiem ! [~ 35%1.5
A< 35x1.5 4:1 c-du pacélums
Tels virs gridas 14 28x1.5
Typ 42-25; DN32 \‘\ m = +
Kvs = 16,0; AP=0-1,5 bar. ——— N ~ _
Uz apgn:;s T\;{ému, \ E i o ? No apl;irzess;\.sgemas,
No apk;resx w tema: I g o & VN Uz apkures sistamu,
d=22x1.5 | \‘ o I S L N ;J o) d=28x15
puis:
C-da pacélums no atz. -2.400 1 — /@?:
Iidz -1.400; D=76,1x2,9
C-da pacélums no atz. -2.000 _—{
Iidz -2.200; D=76,1x2,9
AAAAAAANA = TAA~A AAAT : @
No esoda siltumtikla; T1 - D=76,1x2,9
Pievienojuma vietu precizét uz vietas
Uz eso3o siltumtiklu; T2 - D=76,1x2,9
Pievienojuma vietu precizét uz vietas
Amats: Uzvards: Paraksts: Datums: PasatTtajs: Izpilditajs:
ileo: "Projektésanas birojs Austrumi”
Jelgqvas p”setas dome 18 Novembra iela 16, Rézekne
Reg.Nr.90000042516 Red. Nr.42403019889
Liela iela 11, Tel.: 26821100
Jeleava, LV-3001 e-pasts: info@austrumi.lv
AVK sadal.vad.| A.Palens 16.10.2017. sava,
Izstradaja A.Palens 16.10.2017. Pasatijuma,
arhiva J ";253‘1(6/
Ekas parbave Stacijas iela 13 numurs:
Merogs: 1:50
Ra.séjums: B . B Marka: M
AUSTRUMI Siltummezgla plans ar tehnologiskajam —
projekt&sanas birojs iekartam un magistralajiem Stadija: | Lapa: |Lapas Nr.
caurulvadiem. BP SM-2 85




Uz apkures sistému (skat. AVK dalu)
T11;d=54x1,5

d=54x1.5

Udens temperatdras
sensors ESM-11

No apkures sistémas (skat. AVK daju)
T21;d = 54x1,5

| DN50

\.DN25

No esosa siltumtikla
T1=DN76,1x2,9

+105°C

+70°C
Uz eso8o siltumtiklu

T2=DN76,1x2,9

DN20

I
|

ECL Comfort 310(A376.1a)24V

Ventilacijas kaloriferu
siltuma apgades
sistémas siltummainis
"DANFOSS"

XB 06L-1-26
Q= 38,1kw

+80°C

7

Udens uz ventilacijas kaloriferu siltuma apgades

DN40

e 1.

DN40

DN40

IzpleSanas trauks

»
DN65

3
|
|
|
|
|
80°C ‘
. 80°
105 DN483x26 il !
= p><id T ! ‘
d=54x1,5 NSO | i |
Il
|
Apkures sistémas DN48.3x2,6 } ‘ ‘} | R217+NR24-SR; DN20
siltummainis | Il | |
"DANFOSS" Il
XB 12L-1 50 G 5/4 (25mm) Il I
Q= 83,02kW DN48,3x2,6 g } | \} }
| DN50 a | | \‘ | +105°C
?J_ +60°C +7o°c| ‘H‘ - ) s
bl s el I |
DN5O 4=54x1,5 Il N ‘
I | t | < |
| Il o |
\L ns temperatir: | ‘ Il ‘ % |
MAGNA3 25-100 sensors ESM-11 | } I } a |
Izple$anas trauks G=3,57 m*/h; P=8.0 m ud.st. | I
eflex NG 1401 ; N=0.143 kW (230V)) A | I | |
P=6bar Toron I
Il
bar L__DN20 ! I
DN25 %,.1 | } Il }
| Il
| : | | I |
DN25 «l !
| Iyt
a g o
ET ]
= | o |yl
o < Il
[ =
a
I } I }
| | Il |
| | I |
| | I |
| | Il |
| | Il |
[ Il
2 I Iyt
L | Al
———————— B ———— e R e —— —le]-= -
DN20 DN20 DN20 I } I }
| I
©
> o Iyl
3 i IR © 3
S w2l g R
Siltumskaititajs Qnom= 5,1 m3/h Karsta tdens skaititajs "MTW-1" DN=15 E @ | I | N~ los
KAMSTRUP "Multical 801" Qrom=1.5 mh; Qmin=30 /h g z Il ‘ 2 e
Tips 67-K-V-20-8-C-1-2-XX (24V) | | Il | z 1Z
| Il ) aQ
[ |
I
| fi |
Udens a | §7 | Il | §7 |
sensors Pt500 J%x | | \‘ Z& |
DN40 | 1 | [™~DN25
| | Il | I
| Il
' '% | Iyl I
4 4 T4 N ¢ T4 | |
DN76,1x2,9 [ I DN76,1x2,9 | ‘H‘ ol DN76,1x2,9 |
© 4
DN65  \DN76.1x2.9 DN76,1x2.9 i ! ol
x ~
& Il |
|l Il )
2 I &l X pN4o
Kamstrup "Ultraflow 54" z Il Pdl
DN=25; Quon=5,1 m*h DN20 o | } }‘
r I ©
DN40 1 ! DN25 <
I Il } p
=
—————— —— | _ ——Tz———————l A _L___ -l-”-l-—————l———————| z
I DN76,1x2,9 | Il | DN76,1x2,9 [
DN76.,1x2,9 DN76,1x29 \ _ DN65 DN76,1x2,9 | I | DN40
Udens temperatiras Il
sensors Pt500 | I |
Typ 42-25; DN32 Il
Kvs = 16,0; AP=0-1,5 bar. | I | 1
a
} I } I
Il |
777777777777777 e e SN R
re- - ______ [ | I 1
| r n ©| I
| | Odens temperatiras | f;l< | |
| [ sensors ESM-11 | 2 |
! [ \ g
| | | =4
‘ reoe +105°C | ° T
+60°C  p— 3
Uz silta idens apgades S 73 1 [ +65°C | 1
sistému (skat. UK séjumu). DN=40 ‘ 7] I‘ I R229+NR24-SR; DN32
DN=40 | Kvs = 10,0
| Silta tdens apgades
sistémas siltummainis
> i e
| (aprékinats vasaras
| rezimam)
| "DANFOSS" ©
| XGMO50M-2-20/20 N
| L 5C Q= 109,11 kW e o
=
_ | +25°C z
No Udensvada o1 a

(skat. UK s&jumu).
DN=40

No silta tdens cirkulacijas

sistémas (skat. UK s&jumu).

DN=25

DN=40

—>-G— —|><|—T4

WILO Star-Z 20/4-3
0,428 m*h; P=3,5 m Gd.st.
N=0.062 kW (230V)

+80°C

sistému d=42x1,5 (skat.s&jumu "AVK")

ALPHA2L 25-50 180
1,69 m*h; P=2,66 m 0d.st.
N=0.0313 kW (230V)

d=42x15 " pnao

\.DON20

DN40

Reflex NG 351 ; |

P=6bar |

DN20,

DN20 - —+ 4 bar/

DN20 |

i |

_

DN20
CIRKULACIJAS SUKNU DATI
MEZGLA  |EKARTAS APKALPOSANAS G, P N, )
;‘L NOSAUKUMS IEKARTAS TIPS IiONA " meh |madst] kw PIEZIMES

1 Suknis GRUNDFOS MAGNAS3 25-100 Apkures sistemas ikla sknis 3,57 8.0 | 0.143 230 V
2 Suknis GRUNDFOS ALPHA2L 25-50 180 | Kaloriferu siltuma apgades sistéma 1,69 2,66 |0.0313 230V
3 Siiknis WILO Star-Z 20 / 4-3 Sitta dens cirkulacijas sistema 0428 | 35 | 0.062 230V

Udens no ventilacijas kaloriferu siltuma apgades
sistémas d=42x1,5 (skat.s&jumu "AVK")

i
:
%

<1
1

%
=
@El

Pienemtie apzimé&jumi

— turpgaitas siltuma tiklu caurulvadi ( 80 /60 C°)
—  atpakalgaitas siltuma tiklu caurulvadi ( 80/ 60 C°)

— turpgaitas apkures sistémas caurulvadi ( Gdens 65 / 50 C°)

— atpakalgaitas apkures sistémas caurulvadi ( idens 65/ 50 C°)

— turpgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens-glikola 34% $kidums 80/ 60 C°)

— atpakalgaitas kaloriferu siltuma apgades sistémas caurulvadi ( Gdens-glikola 34% $kidums 80/ 60 C°)

—  dzeramais aukstais Gdensvads
— siltais Gdensvads
— silta Gdensvada cirkulacijas tikls

Automatikas kabeli
Siknis

Temperatiras sensors

Atgaisotajs

Udens skaititajs

Divgaitas reguléjosais varsts ar
elektromotora izpildmehanismu

I1zlaides ventilis

Izple$anas trauks

Ventilis

Vienvirziena varsts
Automatiskais
atgaisotajs

Drosibas varsts

Filtrs

Argaisa temperatiras devéjs

Termometrs

Manometrs ar ventili

AUSTRUMI

projekté&ianas birojs

Amats: Uzvards: Paraksts: Datums: Pasatitajs: IzpildTitajs:
L Jelgavas pilsétas dome "Projekt&sanas birojs Austrumi”
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Reg.Nr.90000042516 Reg. Nr.42403019889
Liela iela 11, Tel.: 26821100 |
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Ekas parbulve Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA SILTUMMEZGLA REKONSTRUKCIJAI

Nl;p' Nosaukums Iekartfl_un N!era Daudz.| Piezimes
: materialu vien.
Saglabajams un parvietojams esoS3ais siltuma KAMSTRUP saglabajams
y skaititajs, vai ta demontaza un aizstasana ar "Multical 801" Tips kets y vai paredzams
siltuma skaititaju G=5,1 m3/h ar 2 temperatiras 67-K-V-20-8-C-1-2- jauns
devéjiem Pt500 un plismas méritaju "Ultraflow 54" XX (24V) "DANFOS"
Kamstrup "DANFOS"
2 |Plasmas méritajs G=6,0 m%h "Ultraflow 54" k-ts 1 (paredzams
DN25 jauns)
Spiediena starpibas regulators ar reguléSanas Typ 42-25; DN32;
3 [|varstu "Typ 42-25", PN16, DN32, Kvs=16,0, AP=0- | Kvs=16,0; AP=0- | k-ts 1 "SAMSON"
1,5 bar, ar impulsa caurultti un noslégventiliem 1,5 bar
Automatiskas vadibas bloks ar ara gaisa sensoru ECL Comfort 310 " "
4 un 12 signala pievienojumiem (A376.1a) 24V k-ts ! DANFOS
5 [Udens termosensors ESM-11 gab. 6 "DANFOS"
Automatiskas vadibas bloku ECL Comfort un
6 | . . k-ts 1
signalkabelu elektroinstalacija
Lpdets plak§r,1u S|Itlun_1ma|n|_s radiatoru apkuvres . XB 12 L-1-50 G 5/4 ) .
7 |siltuma apgades sistémas ldens sagatavoSanai Q= (25mm) gab. 1 DANFOS
83,02 kW
Lodéts plaksnu siltummainis kaloriferu " .
8 siltumapgades sistémai; Q=38,1 kW XB 06L-1-26 gab. ! DANFOS
Saliekamais plaksnu siltummainis silta Gdens
9 |siltumapgades sistémas Gdens sagatavo$anai; XGMO050M-2-20/20( gab. 1 "DANFOS"
Q=109,11 kW
10 [PlakSnu siltummaina XB 12L-1 siltinats apvalks k-ts 1 "DANFOS"
11 |Plaksnu siltummaina XB 06L-1 siltinats apvalks k-ts 1 "DANFOS"
12 [PlakSnu siltummaina XGMO050L-2 siltinats apvalks k-ts 1 "DANFOS"
13 Pléks_ryvu §|Itum[na|na XB 12L-1 montazas ramis kets y "DANFOS"
montaZai uz gridas
14 Plaks_[lvu §|Itum[na|na XB 06L-1 montazas ramis kets y "DANFOS"
montazai uz gridas
15 Sallelfavlma E)Iaksnu S|It_uvm.ma|r,1a_XGM050L-2 kets y "DANFOS"
montazZas ramis montazai uz gridas
Radiatoru apkures siltumapgades sistémas tikla
16 |cirkulacijas stknis; G=3,57 m*h; P=8,0 m.ad.st., MAGNA3 25-100 | gab. 1 GRUNDFOS
N=0,143 kW (230V)
Kaloriferu siltumapgades sistémas tikla cirkulacijas
ALPHA2L 25-50
17 |sdknis; G=1,69 m*/h; P=2,66 m.ad.st., N=0,0313 180 gab. 1 GRUNDFOS
kW (230V)
ita @ a isté irkulacij Gknis; - -
18 Silta udenssapgades S|st(_emas cirkulacijas suknis; | WILO Star-Z 20/4 gab. 1 WILO
G=0,428 m“/h; P=3,5 m.0d.st., N=0,062 kW (230V) 3
Siltumapgades sistémas cirkulacijas stknu
19 . . - ’ k-ts 3
elektroinstalacijas montaza
Siltumapgéades sistémas cirkulacijas suknu
20 |. . .v - ’ k-ts 3
iereguléSana un palaiSana darbiba
Divgaitu reguléjosais varsts DN=32, Kvs=10,0 ar
21 |elektromotora pievadmehanismu NR24-SR R229 ar NR24-SR | k-ts 1 BELIMO
(radiatoru apkures siltumapgades sistémai)
Divgaitu reguléjosais varsts DN=20, Kvs=4,0 ar
22 |elektromotora pievadmehanismu NR24-SR R217 ar NR24-SR | k-ts 1 BELIMO
(kaloriferu siltumapgades sistémai)
87
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Ekas parbulve Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA SILTUMMEZGLA REKONSTRUKCIJAI

Nl;p' Nosaukums Iekartfl_un N!era Daudz.| Piezimes
: materialu vien.
Divgaitu reguléjoSais varsts DN=32, Kvs=10,0 ar
23 |elektromotora pievadmehanismu NR24-SR (silta R229 ar NR24-SR | k-ts 1 BELIMO
ddens siltumapgades sistémai)
o4 Kasrsta ud.ens patérina skaititajs DN=15, Ghom.=1,5 "Zenneri\/ITW-1" gab. 1 ZENNER
m~/h; Gmin.=30l/h DN=15
25 [lzpleSanas trauks ar membranu V=50 |, P=6bar "RE\ZFZ;T]G“ gab. 1 REFLEX
26 |lzpleSanas trauks ar membranu V=80 |, P=6bar RE\F/I;E’;('ING gab. 1 REFLEX
27 [Metinams lodveida ventilis DN=65 gab. 2 NAVAL
28 [Metinams lodveida ventilis DN=50 gab. 3 NAVAL
29 [Metinams lodveida ventilis DN=40 gab. 10 NAVAL
30 [Metinams lodveida ventilis DN=25 gab. 2 NAVAL
31 |Lodveida ventilis DN=25 gab. 3
32 |Lodveida ventilis DN=20 gab. 5
33 |Vienvirziena varsts DN=20 gab. 1
34 |Vienvirziena varsts DN=25 gab. 1
35 |Vienvirziena varsts ar atlokiem DN=40 gab. 2
36 |Vienvirziena varsts ar atlokiem DN=50 gab. 1
37 |[Filtrs ar atlokiem, P=16 bar DN=65 gab. 2
38 |Filtrs ar atlokiem, P=16 bar DN=50 gab. 1
39 |[Filtrs ar atlokiem, P=16 bar DN=40 gab. 2
40 |Filtrs; P=10 bar DN=25 gab. 1
41 [Filtrs; P=10 bar DN=20 gab. 1
42 |Drosibas varsts d=20; P=4,0 bar DN=20; 4 bar gab. 2
43 |Atgaiso$anas ventilis DN=15 gab. 7
44 |Automatiskais atgaisotajs d=15 DN=15 gab. 7
45 |Tuk3o8anas ventilis DN=15 gab. 2
46 |TukSoSanas ventilis DN=20 gab. 12
47 Termometrs 0 ~ 120 C° apvalka ¢aula ar ieliekamo gab. 10
detalu
48 Spirta termometrs 0 ~ 120 C° apvalka ¢aula ar gab. 2
ieliekamo detalu
49 |Manometrs 0~6 bar gab. 16
50 [Manometrs 0~16 bar gab. 2
51 |Manometra noslégvarsts P=16 bar gab. 23
52 |Térauda melnas Gdens-gazes caurules DN=15 m 3.0
53 |Térauda melnas tdens-gazes caurules DN=20 m 12.0
54 [Melno térauda caurulu vitnu veidgabali k-ts 1.0
55 |Térauda melnas caurules DN=40 m 12.0
56 |Térauda melnas elektrometinatas caurules d=60,3x2,9 m 3.0
57 |Térauda melnas elektrometinatas caurules d=76,1x2,9 m 12.0
58 [Melno térauda caurulu metinami veidgabali k-ts 1
59 |Térauda atloki DN=25 gab. 2
60 |Térauda atloki DN=32 gab. 2
61 |Térauda atloki DN=40 gab. 4
62 |Térauda atloki DN=50 gab. 2
63 |Térauda atloki DN=65 gab. 6
88
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Ekas parbulve Stacijas iela 13, Jelgava.

IEKARTU UN MATERIALU SPECIFIKACIJA SILTUMMEZGLA REKONSTRUKCIJAI

N.p.

Iekartu un

Mera

K Nosaukums o . Daudz.| Piezimes

: materialu vien.

64 |Térauda aklais atloks ar blivgumiju un skrdvém DN=65 gab. 2

65 AEksta ddensvada caurules ( materialu skat. UK DN=40 m 6
séjumu) _

66 Sll.ta Odensvada caurules (materialu skat. UK DN=25 m 3
séjumu)

67 Preséjamas cinkotas térauda apkures sistému Modelis 1103 m 30 VIEGA
caurules d=18x1,2 d=18x1,2 ' PRESTABO

68 Preséjamas cinkotas térauda apkures sistemu Modelis 1103 m 6.0 VIEGA
caurules d=42x1,5 d=42x1,5 ' PRESTABO

69 Preséjamas cinkotas térauda apkures sistému Modelis 1103 m 6.0 VIEGA
caurules d=54x1,5 d=54x1,5 ' PRESTABO
Presejamo cinkoto térauda caurulu savienojumu . } VIEGA

70 veidgabal Modelis 1103 k-ts 1 PRESTABO
Preséjamo cinkoto térauda caurulu montazas . VIEGA

"1 | baligiidzekii Modelis 1103 | k-ts ! PRESTABO

79 Sﬂtunjg izolacija "PAROC" ar aluminija folija PHSALCT m 6.0 PAROC
parklajumu d=18; b=30mm

73 Sl_ltunj_a |zola?Ja .calilas PAROC" ar aluminija folija PSALCT m 120 PAROC
parklajumu d=22; b=30mm

74 Sl_lturr_@ izolacija "PAROC" ar aluminija folija PSALCT m 30 PAROC
parklajumu d=28; b=30mm

75 Sl_ltunj_a |zola?Ja .PéROC ar aluminija folija PSALCT m 6.0 PAROC
parklajumu d=42; b=30mm

76 Sl_lturr_@ izolacija "PAROC" ar aluminija folija PSALCT m 120 PAROC
parklajumu d=48; b=30mm

77 Sl_ltunj_a |zola?Ja .PéROC ar aluminija folija PSALCT m 90 PAROC
parklajumu d=60; b=30mm

78 Sl_lturr_1? izolacija "PAROC" ar aluminija folija PSALCT m 120 PAROC
parklajumu d=76; b=30mm

79 Pollv_lmlhlorld_a loksnu aptinums ar gala PVC m2 20.7
noslégapdarém

80 [Stiprinajuma kronsteini caurulvadiem k-ts 1

81 |MetinaSanas paligmateriali un gaze k-ts 1

82 |Vitnu savienojumu montazas paligmateriali k-ts 1

89
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Ekas parbulve Stacijas iela 13, Jelgava.

ESOSA SILTUMMEZGLA DEMONTAZAS DARBI

Iekartu un Méra
N.p.k. Nosaukums materialu vien Daudz.| Piezimes
raksturojums )
Esosa siltummezgla siltumapgades sistému demontaza
Precizét uz vietas
L _ . _ o darbu apjomu un
EsoSo siltumtiklu un siltumapgades sistému precizet ar
1 |[térauda caurulvadu ar diametru lidz DN25 m 24.0 pastitaju par
demontaza materialu
utilizacijas
nepiecieSamibu
Precizét uz vietas
L _ . _ o darbu apjomu un
EsoSo siltumtiklu un siltumapgades sistému precizét ar
2 |térauda caurulvadu ar diametru lidz DN50 m 12.0 pastitaju par
demontaza materialu
utilizacijas
nepiecieSamibu
Precizet ar
Eso$a elektroniska siltuma skaititaja siftumenergijas
3 q —y k-ts 1 piegadataju par
emontaza ta turpmako
izmantosanu.
Precizét ar
4 Eso$a elektroniska siltuma automatiskas et 1 siltumenergijas
¥ -1s érétaj a
vadibas bloka demontaza patereta]u_par ta
turpmako
izmantadani
v I . . . Precizet ar
EsoSo plaksnu tipa siltummainu ar to siltumenergijas
5 [siltumizolacijas apvalka un montazas ramja k-ts 3 patérétaju par ta
demontazu. turpmako
izmantadani
Precizét ar
6 Eso3o cirkulacijas siknu un to et 3 siltumenergijas
. - .. . —v -ts eréetaj a
elektroinstalacijas materialu demontaza pateretaJu_par ta
turpmako
izmantadani
Precizet ar
. Eso3o reguléjo3o varstu un to izpildmehanismu ets 3 Si|t_l1f11§fleréijas_
ar elektroinstalacijas materialiem demontaza pateretaJu_par ta
turpmako
izmantadani
Precizét ar
y 3 5 siltumenergijas
8 |Eso3o izpleSanas trauku demontaza gab. 2 patérétaju par ta
turpmako
izmantadani
Precizet ar
9 Caurulvadu noslégarmatiru un montazas et 1 siltumenergijas
. - “ts R -
veidgabalu demontaza pateretaju_par ta
turpmako
izmantadani
s = . s Precizét uz
10 |Eso$as iekartu un caurulvadu siltumizolacijas k-ts 1 vietasu
demontaza ar materialu utilizaciju
90
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Uznémuma nosaukums:

Izveidotajs:
Talrunis: +37126405066
GRUNDFOS" 2 \ctmi digiive@inbox.Iv
Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Apkures sistémas suknis
Norades numurs: Jelgava Klienta numurs:
Sazinaties:
Pozicija | Daudz. | Apraksts

1

MAGNA3 25-100

n
E]
e
\ £
| g
n
/9
[}
74

Uzmanibu! Izstradajuma attéls var atSkirties no faktiska izstradajuma izskata.

Izstradajuma Nr.: 97924247

MAGNAS3 - Vairak neka suknis

Ar savu neparspéjamu efektivitati , visaptvero3o diapazonu un iebavétam komunikacijas spéjam, ka
art funkcijam, kas aizstaj sistemas komponentus, MAGNAZ3 ir ideals risinajums lai izveidotu augstas
efektivitates sistemas ékam.

Saknis perfekti iederésies gan apkures gan dzeséSanas pielietojumiem , padarot to par
acimredzamu izvéli gandriz jebkuram celtniecibas projektam - vecajam vai jaunajam.

MAGNAZ3 ir "mitra" rotora suknis t.i. sikni un motors ir neatnemamas sastavdalas, bez varpstas
blivéjuma un tikai ar diviem blivgredzeniem hermétiskuma nodroSinasanai. Gultni tiek ieelloti ar
stknéejamo Skidrumu.

Novatoriska korpusa fiksacijas skava tikai ar vienu skravi |auj viegli mainit sikna galvas poziciju.
MAGNAZ3 ir siiknis bez apkalpoSanas prasibam un ar |oti zemam dzives cikla izmaksam.

Suknis tiek raksturots ar:

« kontrolieris integréts vadibas bloka

« vadibas panelis ar TFT displeju uz vadibas bloka

« vadibas bloka paredzéta vieta komunikacijas CIM modulu uzstadiSanai
« iebavéts diferenciala spiediena un temperatiras sensors
« Cuguna stkna korpuss (atkariba no modela)

« oglekla Skiedru kompozita rotora glaze

* nerdséjosa térauda gultnu plaksne

« aluminija sakauséjuma statora korpuss

« elektronikai ir gaisa dzeséSana

MAGNAZ3 ir vienfazes sdknis .

Raksturigas iezimes

*« AUTOADAPT .

*« FLOWADAPT un FLOWLIMIT (vairak neka stkna funkcija, jo ta samazina nepiecieSamibu péc
sukna droseléSanas varstiem) .

« Proporcionala spiediena kontrole .

» Konstanta spiediena kontrole .

 Pastaviga temperatdras kontrole .

« Konstantas liknes.

* Maks . vai min . liknes.

« Automatiska darbiba nakts laika.

« Aréja motora aizsardziba nav nepieciesama.

« Viengalvas suknu korpusa izolacija apkures sistemam tiek piegadata komplekta.

o1
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http://product-selection.grundfos.com/product-detail.html?productnumber=97924247&freq=50&lang=LVI

Uznémuma nosaukums:
Izveidotajs:
Talrunis: +37126405066

GRUNDFOS ' 2 \ i digilive@inbox.Iv

Datums:

Projekts: Ekas parblve Stacijas iela 13, Klients: Apkures sistémas suknis
Norades numurs: Jelgava Klienta numurs:
Sazinaties:

* PlaSs temperatiras diapazons , kura Skidruma temperatdru un apkartéjas vides temperatira ir neatkarigi viens
no otra .

Sakari

MAGNA3 nodroSina komunikaciju, izmantojot:

e bezvadu Grundfos GO talvadibu

* kopnes komunikaciju ar CIM modulu starpniecibu

« digitalas ieejas

* releju izejas

+ analogas ieejas ( tai skaita siltumenergijas skaititaja funkcija )

Motors un elektroniskais kontrolieris

MAGNAS3 ietver 4 - polu sinhrono , pastaviga magnéta motoru (PM motors) . Sis motora veids ir
raksturojams ar augstaku efektivitati salidzinajuma ar parasto asinhrono motoru.

Sokna atrums tiek kontroléts ar integrétu frekvences parveidotaju .

Diferenciala spiediena un temperatlras sensors ir ieklauts suokni.

Skidrums:

Soknéjamais Skidrums: Apkures Gdens
Skidruma temperatiras diapazons: -10 .. 110 °C
Liquid temp: 60 °C

Blivums: 983.2 kg/m?3
Kinematiska viskozitate: 1 mma/s
Technical:

Faktiski aprékinata plasma: 3.57 m3/st

Sakna rezultéjoSais siknéSanas augstums: 8.01 m
TF klase: 110

Apstiprinajumi pases datu plaksnité: CE,VDE,EAC

Materiali:

Sakna korpuss: Cuguns
EN-GJL-200
ASTM A48-200B

Siknrats: PES 30%GF

UzstadiSana:
Apkartéjas vides temperatiras diapazons: 0 ..40 °C

Maks. darba spiediens: 10 bar
Pievienojums: G112t
Spiediena pakape: PN10

Garums no viena pievienojuma lidz otram: 180 mm

Elektriskie dati:

leejas jauda P1: 9..163W
Maksimalais stravas patérins:  0.09 .. 1.33 A
Tikla frekvence: 50 Hz

Nominalais spriegums: 1x230V
Korpusa klase (IEC 34-5): X4D

Izolacijas klase (IEC 85): F

Citi:

Label: Grundfos Blueflux
Energy (EEI): 0.19

Neto svars: 4.81 kg

Printed from Grundfos Product Centre [2015.03.045] Iz
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Uznémuma nosaukums:

Izveidotajs:
Talrunis: +37126405066
GIRUNDFOS ° 2 A\ ctnai: digilive@inbox.lv
Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Apkures sistémas suknis

Norades numurs: Jelgava Klienta numurs:

Sazinaties:
Pozicija | Daudz. | Apraksts
Bruto svars: 5.27 kg
Piegades tilpums: 0.015 m3
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Uznémuma nosaukums:

Izstradajuma nosaukums:

MAGNAS 25-100

Saknéjamais Skidrums = Apkures Gdens
Skidruma temp. = 60 °C

Izveidotajs:
Talrunis: +37126405066
GRUNDFOS" 2 \ctmi digiive@inbox I
Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Apkures sistémas suknis
Norades numurs: Jelgava Klienta numurs:
Sazinaties:
Apraksts Veértiba (] MAGNA3 25-100, 1*230 V, 50Hz ﬁf}
Q =3.57 m3st
. [ - H=8m
Visparéja informacija: 11 n =87 % /3917 rpm

Printed from Grundfos Product Centre [2015.03.045]

Pozicija 10+ Blivums = 983.2 kg/m? 100
Izstradajuma Nr.: 97924247
EAN numurs: 5710626493227 94 90
Technical: 8 80
Maks. stkn. augstums: 100 dm - 20
TF klase: 110
Apstiprinajumi pases datu plaksnité: CE,VDE,EAC 64 | 60
Modelis: B
54 50
Materiali:
Sukna korpuss: Cuguns 49 40
EN-GJL-200 2 20
ASTM A48-200B
Siknrats: PES 30%GF 2] // L 20
UzstadiSana: 14 10
Apkartéjas vides temperatiras diapazons: 0 ..40 °C Eta stknis+motors = 53.3 %
Maks. darba spiediens: 10 bar 0 T T T T T T T ———0
Pievienojums: G11/2" Pl? ! 2 S ! > ° ! 8 QImis
Spiediena pakape: PN10 w]
Garums no viena pievienojuma lidz otram: 180 mm ]
1404
Skidrums: 1204
Skidruma temperatiras diapazons: -10..110°C
Kinematiska viskozitate: 1 mm?/s 100+
80
Elektriskie dati: 60
leejas jauda P1: 9..163W 0.
Maksimalais stravas patérins: 0.09..1.33A
Tikla frekvence: 50 Hz 20+ LT
Nominalais spriegums: 1x230V 0
Korpusa klase (IEC 34-5): X4D
Izolacijas klase (IEC 85): F
Citi:
Label: Grundfos Blueflux
Energy (EEI): 0.19
Neto svars: 4.81 kg
Bruto svars: 5.27 kg
Piegades tilpums: 0.015 m?
g4
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http://product-selection.grundfos.com/product-detail.html?productnumber=97924247&freq=50&lang=LVI

Uznémuma nosaukums:

Izveidotajs:
Talrunis:

GRUNDFOS" " ¢ \cmi

Datums:

+37126405066
digilive@inbox.lv

Projekts: 2
Norades numurs: Jelgava

Ekas parbave Stacijas iela 13,

Klients:
Klienta numurs:
Sazinaties:

Apkures sistémas siknis

levade
Visparéjs
Application
Application area
UzstadiSanas veids
UzstadiSana

Plasma (Q)
Spiedienaugstums (H)

Jasu prasibas

Suknéjamais Skidrums

Min. Skidruma temperatira
Skidruma temperatdra darba laika
Maks. Skidruma temperatira

Maks. darba spiediens

Min. ieplides spiediens
Pielaujamais plismas samazinajums

Vadibas rezims
Vadibas rezims

Decrease at low flow
DroSibas klase

Redigét slodzes profilu
Apkures sezona

Slodzes diagramma

Samazinats razigums nakts laika

Configuration

Saknu skaits

Operational conditions

Frekvence

Faze

Min. jaudas ierobezojums ZT palaidei
Spriegums

97924247 MAGNAS3 25-100 50 Hz

Apkure
Komercialas ékas
IzplatiSana
Galvenais
cirkulators

3.57 md¥/st

8m

Apkures tGdens
20°C

60 °C

60 °C

10 bar

1.5 bar

2%

Proporcionals
spiediens

50 %

1P20

285 days
Standarta profils
No

Parallel
1

50 Hz

lor3

5.5 kW

\1/x 230 vai 3 x 400

Apkartéja temperatara 20 °C
Life cycle cost
Include savings in heat energy Yes
Water temperature difference 10K
Consumption controlled by thermostatic 100 %
valves
Thermostatic valves with P-band of 2K
Hydraulic balancing Yes
Price for heat energy (oil, gas etc.) 0.05 €/kWh
Hit list settings
Energijas cena 0.15 €/kWh
Energijas cenas paaugstinasana 6 %
Aprékinasanas periods 15 years

Slodzes profils

1 2 3 4

Plasma 100 75 50 25 %
Spiediena augstums 100 88 75 63 %
P1 0.143 0.102 0.07 0.046 kw
Eta kopa 53.3 49.0 410 26.2 %
Laiks 410 1026 2394 3010 h/a

Izvéles rezultats

Tips MAGNA3 25-100

Daudzums 1

Motors

Plasma 3.57 md¥/st
Spiediena augstums 8.01 m

Min.ieplides spiediens

Jauda P1
Eta sdknis+motors

Eta kopa

Energ. patérins

CO2 emisija

Cena

Cena + energ. izmaksas
Ekspl. izdevumi

0.2 bar (60 °C,
salidzinajuma ar
atmosféru)

0.143 kW
53.3 % =Eta siknis * Eta
motors
53.3 % =Eta attieciba pret
raz. punktu
468 kWh/Gads
267 kg/Gads
Péc pieprasijuma
Péc pieprasijuma /15Gadi
2945 € /15Gadi

H
[m]

114

104

// I 20

‘MAGNAB 25-100, 1*230 V, 50Hz | €ta
(%]

Q=357 mdst
H=8m

n=87%/3917 rpm

Suknéjamais Skidrums = Apkures Gdens
Skidruma temp. = 60 °C

Blivums = 983.2 kg/m3

- 100

90

I 80

70

- 60

- 50

40

30

10

Eta stknis+motors = 53.3 %

o
-
(S
w.

T
4 5 6 7 8

T T
9 Q[mst

P14

140 -
1204
100 -
80
60
404
20

P1=143W
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Uznémuma nosaukums:

Izveidotajs:

Talrunis: +37126405066
GRUNDFOS 2 \cmi digiive@inbox.Iv

Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Apkures sistémas suknis
Norades numurs: Jelgava Klienta numurs:

Sazinaties:
Energ. patérins 59 105 167 137 kWh/Gads
Daudzums 1 1 1 1
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Uznémuma nosaukums:

Izveidotajs:

Talrunis: +37126405066
GIRUNDFOS ° 2 A\ ctnai: digilive@inbox.lv

Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Kaloriferu silt.apgades
Norades numurs: Jelgava Klienta numurs: suknis

Sazinaties:

Pozicija | Daudz.

Apraksts

1

ALPHAZ2 L 25-50 180

Uzmanibu! Izstradajuma attéls var atSkirties no faktiska izstradajuma izskata.

Izstradajuma Nr.: 98124072

GRUNDFOS ALPHA2 L
The next generation of A-labelled small circulators

ALPHAZ2 L is the latest member of the Grundfos family of high-quality circulators.
With ALPHAZ2 L, you can stop worrying about complicated pump settings.

ALPHA2 L is flexible, reliable, and more compact than any other A-labelled circulator pump on the
market.

Compact design

The innovative design makes ALPHA?2 L the most compact Grundfos circulator available. With the
electronics integrated in the pump housing, installation in very confined spaces is now possible.

A-label

The frequency converter, permanent-magnet technology, and compact stator place ALPHA2 L
highest on the energy label scheme. ALPHA2 L will use up to 80 % less electrical energy than
D-labelled circulators.

ALPHA plug

The much appreciated and very popular ALPHA plug is the only plug in the market that offers
extremely simple cable connection.

One-touch operation
Intuitive one-touch operation enables simple setting.

Skidrums:

Soknéjamais Skidrums: Apkures 0dens
Skidruma temperatiras diapazons: 2 ..110 °C
Liquid temp: 60 °C

Blivums: 983.2 kg/m3
Kinematiska viskozitate: 1 mm?/s
Technical:

Faktiski aprékinata plasma: 1.69 m3/st

Sakna rezultéjoSais siknéSanas augstums: 2.66 m

Printed from Grundfos Product Centre [2015.03.045]
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http://product-selection.grundfos.com/product-detail.html?productnumber=98124072&freq=50&lang=LVI

Uznémuma nosaukums:

Izveidotajs:

Talrunis: +37126405066
GIRUNDFOS ° 2 A\ ctnai: digilive@inbox.lv

Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Kaloriferu silt.apgades
Norades numurs: Jelgava Klienta numurs: suknis

Sazinaties:

Pozicija | Daudz. | Apraksts

TF klase: 110
Apstiprinajumi pases datu plaksnité: VDE,GS,CE

Materiali:
Sukna korpuss: Cuguns
EN-JL 1020
ASTM A48-25 B
Saknrats: Kompozits, PP

Uzstadisana:
Apkartéjas vides temperatiras diapazons: 0 ..40 °C

Maks. darba spiediens: 10 bar
Pievienojums: G1l1/2
Spiediena pakape: PN 10

Garums no viena pievienojuma lidz otram: 180 mm

Elektriskie dati:

leejas jauda P1: 5..32W
Maksimalais stravas patérins:  0.05..0.27 A
Tikla frekvence: 50 Hz
Nominalais spriegums: 1x230V
Korpusa klase (IEC 34-5): P42
Izolacijas klase (IEC 85): F
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Uznémuma nosaukums:

Izveidotajs:
Talrunis: +37126405066
GRUNDFOS" 2\t digiive@inbox.v
Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Kaloriferu silt.apgades
Norades numurs: Jelgava Klienta numurs: stknis
Sazinaties:
Apraksts Veértiba [:] |ALPHA? L 25-50 180, 1230 V, 50Hz ﬁ)};
Q =1.69 m3st

R - H=266m
Visparéja |nf0rmacua: 5.5 Suknéjamais Skidrums = Apkures tdens
Izstradajuma nosaukums: ALPHA2 L 25-50 180 ' Skidruma temp. = 60 ZC
Pozicija sod Blivums = 983.2 kg/m
Izstradajuma Nr.: 98124072
EAN numurs: 5710629439925 454
Technical: 4.0
Maks. stkn. augstums: 50 dm 254 L0
TF klase: 110 ’

Apstiprinajumi pases datu plaksnité: VDE,GS,CE 304 | 60
Materiali: 25 150
Sakna korpuss: Cuguns
EN-JL 1020 2.0 40
ASTM A48-25 B 15 -
Saknrats: Kompozits, PP > i
1.0 L 20
Uzstadisana:
Apkartéjas vides temperatdras diapazons: 0 ..40 °C 0.5 10
Maks. darba spiediens: 10 bar Eta siknis+motors = 38.4 %

i i i N 00 71/ T T T T T T T T T T T T -l 0
g;ei:oleig(r)]gj?asl-(ape: (P;Nlll(gz F’lo 02 04 06 08 1,0 1,2 1,4 16 18 20 22 24 Q[m3st]
Garums no viena pievienojuma [idz otram: 180 mm W]
~ 304
Skidrums:

Skidruma temperatiras diapazons: 2..110°C 254
Kinematiska viskozitate: 1 mm2/s .
Elektriskie dati: 154
leejas jauda P1: 5..32W
Maksimalais stravas patérins: 0.05..0.27 A 104
Tikla frekvence: 50 Hz 5
Nominalais spriegums: 1x230V Pls313W
Korpusa klase (IEC 34-5): P42 0 i
Izolacijas klase (IEC 85): F
Motora aizsardz.: NONE
Termiska aizsardz.: ELEC
Konrole:
Spailu karbas poz.: 6H
Citi:
Energy (EEI): 0.23
Neto svars: 2.1 kg
Bruto svars: 2.3 kg
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http://product-selection.grundfos.com/product-detail.html?productnumber=98124072&freq=50&lang=LVI

Uznémuma nosaukums:

Norades numurs: Jelgava

Klienta numurs:

Sazinaties:

Izveidotajs:
Talrunis: +37126405066
GIRUNDFOS ° 2 A\ ctnai: digilive@inbox.lv
Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients: Kaloriferu silt.apgades

suknis

levade
Visparéjs
Application
Application area
UzstadiSanas veids
UzstadiSana

Plasma (Q)
Spiedienaugstums (H)

Jasu prasibas

Suknéjamais Skidrums

Min. Skidruma temperatira
Skidruma temperatdra darba laika
Maks. Skidruma temperatira

Maks. darba spiediens

Min. ieplides spiediens
Pielaujamais plismas samazinajums

Vadibas rezims
Vadibas rezims

Decrease at low flow
DroSibas klase

Redigét slodzes profilu
Apkures sezona

Slodzes diagramma

Samazinats razigums nakts laika

Configuration

Apkure
Komercialas ékas
IzplatiSana
Galvenais
cirkulators

1.64 m3/st

25m

Apkures tGdens
20°C

60 °C

60 °C

10 bar

1.5 bar

2%

Proporcionals
spiediens

50 %

1P20

285 days
Standarta profils
No

98124072 ALPHAZ2 L 25-50 180 50 Hz

Izvéles rezultats
Tips
Daudzums 1
Plasma
Spiediena augstums

ALPHAZ2 L 25-50 180

Min.ieplides spiediens

Jauda P1
Eta sOknis+motors

Eta kopa
Energ. patéring

CO2 emisija
Cena

Cena + energ. izmaksas

Ekspl. izdevumi

1.69 m3/st ( +3%)
2.66 m ( +7%)

0.2 bar (60 °C,
salidzinajuma ar
atmosféru)

0.031 kW
38.4 % =Eta soknis * Eta
motors
38.4 % =Eta attieciba pret
raz. punktu
96 kWh/Gads
55 kg/Gads
Péc pieprasijuma
Péc pieprasijuma /15Gadi
639 € /15Gadi

H

[m]
5.5
5.0
45

4.04

354

‘ALPHAZ L 25-50 180, 1*230 V, 50Hz [90}5}
o

Q =1.69 m¥st

H=2.66m

Saknéjamais Skidrums = Apkures Gdens
Skidruma temp. = 60 °C

Blivums = 983.2 kg/m?

70

Parallel 3.0 I 60
Suknu skaits 1 25 L 5o
Operational conditions 204 © L
Frekvence 50 Hz (C}
Faze lor3 15+ 30
Min. jaudas ierobezojums ZT palaidei 5.5 kW Lo 4
Spriegums 1 x 230 vai 3 x 400 ’

\Y 0.5+ 10
Apkartéja temperatura 20°C B Eta stiknis+motors = 38.4 %
Life cycle cost 0 o2 0.'4 06 08 1,'0 1"2 1,'4 1.'6 1.'8 2.'0 2.'2 2,'4 2"6 Q [:'n3/st]
Include savings in heat energy Yes A
Water temperature difference 10K 204
Consumption controlled by thermostatic 100 %
valves 254
Thermostatic valves with P-band of 2K 204
Hydraulic balancing Yes
Price for heat energy (oil, gas etc.) 0.05 €/kWh 151
Hit list settings 1
Energijas cena 0.15 €/kWh 5
Energijas cenas paaugstinasana 6 % P1=31.3W
Aprékinasanas periods 15 years

Slodzes profils
1 2 3 4
Plasma 100 75 50 25 %
Spiediena augstums 108 94 81 67 %
P1 0.031 0.022 0.014 0.009 kw
Eta kopa 38.2 357 309 207 %
Laiks 410 1026 2394 3010 h/a
100
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Uznémuma nosaukums:

Izveidotajs:

Talrunis:
GRUNDFOS ' ¢ \ i

Datums:
Projekts: Ekas parblve Stacijas iela 13, Klients:
Norades numurs: Jelgava Klienta numurs:

Sazinaties:
Energ. patérins 13 22 34 27 kWh/Gads
Daudzums 1 1 1 1

Printed from Grundfos Product Centre [2015.03.045]
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Serijas apraksts: Wilo-Star-Z

H/m

Lidzigs attéla redzamajam pieméram

Modelis
Slapja rotora cirkulacijas suknis ar skrivsavienojuma pieslégumu

Izmantosana

Dzerama Gdens cirkulacijas sistémas rapniecibai un éku tehnikai.

Sis cirkulacijas stknis paredzéts tikai dzeramajam tdenim.

Modela koda atsifréjums

Piemérs: Wilo-Star-Z 20/1Wilo-Star-Z 15 TT

Star Standarta stknis

V4 Cirkulacijas sknis

20/ Piesléguma nominalais diametrs

1 Nominalais stiknésanas augstums [m]

TT ar uzstaditu laika vadibas pulksteni un
temperatdras regulé$anu (tikai Z 15
)

EM Mainstravas motors (1~)

DM TrisfaZzu mainstravas motors (3~)

-3 3 apgriezienu skaita pakapes

Ipatnibas/produkta prieksrocibas

* Mainstravas sakni ar elektrisko atras fiksacijas pieslégumu

* Visas ar $kidrumu kontakta nonakos$as plastmasas detalas atbilst
KTW ieteikumiem

¢ Sérijveida siltumizolacija modelim Star-Z 15 TT.

e Star-Z 15 TT ar integrétu taimeri un termostatu, LCD displeju ar
simbolu valodu, zalas pogas tehnologiju un sekundara karsta tdens
tvertnes termiskas dezinfekcijas automatisku atpazisanu, ka art
lodveida noslégvarstu iesik$anas kanala un pretvarstu no spiediena
puses.

Tehniskie dati

12.11.2017
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Wwiilo

Serijas apraksts: Wilo-Star-Z

Tehniskie dati Aprikojums / funkcija

» Konstants apgriezienu skaits vai modelim Star-Z...-3 tris iestatdamas ~ Ekspluatacijas veidi
apgriezienu skaita pakapes
» Stknéjama skidruma temperatra: * Apgriezienu skaita pakapju parslégsana (tikai Star-Z...-3)
o Dzeramais 0dens lidz 3,21 mmol/l (18 °dH): maks. +65 °C,

Tslaicigas darbibas rezima (2 h) lidz +70 °C
¢ Elektrotikla pieslégums: 1~230 V, 50, resp., modelim Star-Z 25/2 DM Manualas funkcijas

3~400V, 50 Hz
¢ Aizsardzibas pakape IP 44 (IP 42 modelim Star-Z 15 TT) ¢ Apgriezienu skaita pakapju iestatiSana (1 apgriezienu skaita pakape,
¢ Nominalais diametrs Rp "2, Rp 1 3 apgriezienu skaita pakapes Star-Z... -3 modelu sikniem)

¢ Maks. darba spiediens 10 bar
Automatiskas funkcijas

 Laika releja funkcija 3 ieslégSanas/izsiégSanas laiku
ieprogrammésanai (tikai Z 15 TT)

* Temperatiras regulé$ana konstantas atpakalgaitas temperatiras
nodro$inasanai dzerama tdens cirkulacijas sistéma (tikai Z 15 TT)

¢ Termiskas dezinfekcijas programma (dzerama karsta Gdens tvertnes
termiskas dezinfekcijas atpazi$ana un atbalstiana) (tikai Z 15 TT)

* PretblokéSanas aizsardziba (tikai Z 15 TT)

Signalu un indikaciju funkcijas

* LCD displejs stikna datu un traucéjuma koda indik&cijai (tikai Z 15
TT)

Aprikojums

* Atslégas vieta pie siikna korpusa (tikai Star-Z 25)

* lespéjama kabela abpuséja pievade (tikai Star-Z 25)

« Atras fiksacijas pieslégums ar atsperspailém

* Motors ar blokéjosas stravas parbaudi

¢ Spiediena pusé integréts pretvarsts (tikai Star-Z 15 TT)

¢ lestk$anas kanala integréts lodveida noslégvarsts (tikai Star-Z 15
TT)

* lekl. taimers (tikai Z 15 TT)

Materiali

* Sokna korpuss:

o Mising: Star-Z 15

o Sarkanais ¢uguns: Star-Z 20, Star-Z 25
* Rotors: Plastmasa
e Varpsta:

o NerlséjoSais térauds: Star-Z 15

o Oksidu keramika: Star-Z 20, Star-Z 25
 Gultni: Ogleklis, sintétisko sveku impregnéjums

Piegades komplektacija
¢ Siknis
¢ Blivéjumi vitnes pieslégumam
¢ Uzstadianas un ekspluatacijas instrukcija
¢ Siltumizolacija (tikai Star-Z 15 TT)

Piederumi

» Skravsavienojumi

¢ Adapteri

e Siltumizolacijas apvalki modelim Star-Z 20, 25

* Specidlie misina ieliktni skrivsavienojuma stkniem: Aréja
vitne/iekséjais lodétais savienojums

¢ Laika releja spraudmodulis Wilo-S1R-h modeliem Star-Z 20/1, 25/2
EM (mainstravas modelis)

* Laika relejs Wilo-SK 601N kombinacija ar Wilo-SK 602N (ka
aizsargierice), paredzéts Star-Z 25/2 DM (trisfazu mainstravas
modelis)

¢ Laika relejs Wilo-SK 601N no laika atkarigai izslégSanai/ieslég$anai,
kas paredzéta Star-Z 20, 25

103

12.11.2017 2/12



Kopeéjais raksturojums: Wilo-Star-Z

Raksturliknes

wilo
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Witlo

Produktu saraksts: Wilo-Star-Z

Maks. \ELEN Caurules skriv.  Nominalais Konstruktivais  Elektrotikla  Bruto svars m Gab. uz paliktni  Preces nr.

stknéSanas  suknéSanas savienojums spiediens PN garums LO pieslégums

plisma Quax  augstums Hpax

Star-Z15TT 0,3m3/h 1,1m G1 Rp V2 10 bar 138 mm 1~230V, 50 Hz2,3 kg 147 4110919
Star-Z 20/1 1,7 m3/h 1m G1 Rp 12 10 bar 140 mm 1~230V, 50 Hz2,2 kg 256 4028111
Star-Z 20/4-3 3,5 m3/h 4m G1% Rp % 10 bar 150 mm 1~230V, 50 Hz2,4 kg 256 4081193
Star-Z 20/5-3 4,5 m3/h 5m G1Ya Rp % 10 bar 150 mm 1~230V, 50 Hz2,5 kg 256 4081198
Star-Z 20/7-3 5,5 m3/h 6m G1Ya Rp % 10 bar 150 mm 1~230V, 50 Hz2,9 kg 256 4081203
Star-Z 25/2 DM3,7 m3/h 29m G112 Rp 1 10 bar 180 mm 3~400V V,50 2,6 kg 90 4037124
Hz
Star-Z 25/2 EM3,1 m3/h 2m G112 Rp 1 10 bar 180 mm 1~230V, 50 Hz2,4 kg 256 4029062
Star-Z 25/6-3 4,8 m3/h 6m G112 Rp 1 10 bar 180 mm 1~230V, 50 Hz2,7 kg 256 4047573
105
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Datu lapa: Star-Z15 TT

Raksturliknes Mainstrava

v
0 0,1 0,2 03 0,4 0,5 0,6 m/s
Hfm Wilo-Star-Z 15 TT
1~230V-Rp %2
1.0 \\
0,8 ~
St.
>
NS 7,
0,6 7
0,4 / AN
0,2
/
| P
0
0 0,05 0,10 0,15 0,20 0,25 0,30 Q/m3h
0 0,02 0,04 0,06 0,08 Qs
Pi/w
20
16
12
8
4
0
0 0,05 0,10 0,15 0,20 0,25 0,30 Q/m3h
Raséjums A
41 42 126.4
. 8.4

_—

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas
uznémumiem saskana ar Rikojumu par dzeramo
Gdeni (TrinkwV 2001)

Pielaujama izmanto$anas sféra

Temperatlras diapazons, izmantojot dzerama
tdens cirkulacijas sistémas pie maks. apkartéja
gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h
T

Maks. pielaujama kopéja cietiba dzerama tdens
cirkulacijas sistémas

+2...465 °C

70 °C

3,21 mmol/l (18 °dH)

Maksimali pielaujamais darba spiediens Ppy 10 bar
Caurulvadu savienojumi

Caurules skravsavienojums Rp V2

Vitne G1
Konstruktivais garums L0 138 mm
Motors/elektronika

Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 42
Izolacijas klase F

Elektrotikla pieslégums

Apgriezienu skaits n

InililiizhN

Elektribas patéring P,
Stravas patérins /

Motora aizsardziba

31

=
JEEN

74

138
66,35
=
11 ]

77

Elektriska shema 1~230 V

L N PE

Motors ar aizsardzibu pret blokéjoSo stravu
Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz
Ar uzstaditu kondensatoru

1~230V, 50 Hz
2700 apgr./min
max. 22 W
max. 0,25 A

nav nepiecieS8ama (blok&josas
stravas parbaude)

Kabelu skravsavienojums PG 1x9

Materiali

Stkna korpuss Misin$ (CuZn40Pb2)
Rotors Plastmasa (PPO)

Sikna varpsta Keramika

Gultni Ogleklis, sintétisko sveku

impregnéjums

Minimalais pieplides augstums pie iesiik$anas porta, lai novérstu kavitaciju pie

eraturas,

INiMalais plepludes augetims pie 40/65/110°C  0,5/2/0m
Pasitisanas informacija
Razotajs Wilo
Tips Star-Z15TT
Preces nr. 4110919
Neto svars apm. m 2,33 kg

12.11.2017
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Datu lapa: Star-Z 20/1

Raksturliknes Mainstrava

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas

g a L0 ms uznémumiem saskana ar Rikojumu par dzeramo
Hifin adeni (TrinkwV 2001)
Wilo-Star-Z220/1
1~230V -Rp%2
1o Pielaujama izmanto$anas sféra
' Temperatlras diapazons, izmantojot dzerama +2...+65 °C
tdens cirkulacijas sistémas pie maks. apkartéja
\ gaisa temperatiiras +40 °C
0,8
\& Temperatiras diapazons, izmantojot dzerama 70 °C
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
¢ temperatdru +40 °C islaicigas darbibas rezima 2 h
0,6 T
Maks. pielaujama kopéja cietiba dzerama tdens 3,21 mmol/l (18 °dH)
cirkulacijas sistémas
0,4
Maksimali pielaujamais darba spiediens Ppy 10 bar
0,2 / Caurulvadu savienojumi
// Caurules skravsavienojums Rp V2
0 /// Vitne G1
0 0,25 0,5 0,75 1,0 1,25 1,5 Q/mh .
. Konstruktivais garums L0 140 mm
0 0,1 0,2 0,3 0,4 Q/\/s
Pi/W
Motors/elektronika
40 Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
30 aizsardzibas pakape IP 44
Izolacijas klase F
20
Elektrotikla pieslégums 1~230 V, 50 Hz
10 Apgriezienu skaits n 2700 apgr./min
0 0,25 0,5 0,75 1,0 1,25 1,5 Q/mh
Elektribas patéring P, 36-38W
Raséjums Stravas patéring / max. 0,18 A
101 130 Motora aizsardziba nav nepiecieS8ama (blok&josas
stravas parbaude)
Kabelu skravsavienojums PG 1x11
1PG 11 @

78

140
70
|
h%\ﬁ‘f
AN B
|
|
\ |
76

96

L N PE

Motors ar aizsardzibu pret blokéjoSo stravu
Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz
Ar uzstaditu kondensatoru

Materiali

Stkna korpuss

Rotors
Sikna varpsta

Gultni

Sarkanais ¢uguns (CC 499K)
atbilstosi IN 50930-6, saskana ar
Rikojumu par dzeramo tdeni
Plastmasa (PPO)

Oksidu keramika, brana (AI203)

Ogleklis, sintétisko sveku
impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

KA hepfiee Koaeh i S8%065110°Cc  05/3/10m
Pasutisanas informacija

Razotajs Wilo

Tips Star-Z 20/1
Preces nr. 4028111
Neto svars apm. m 2,24 kg

12.11.2017
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Datu lapa: Star-Z 20/4

Raksturliknes Mainstrava

<

0 0,5 1,0

-3

1,5

2,0

m/s

H/m /

Wilo-Star-220/4

1~230V-50Hz

/
: /
/

/\

N\
/N
>

0
0 1,0 2,0 3,0 Q/m3/h
0 0,25 0,5 0,75 10 Qfifs
PIM max
"
60 jum—
"]
40 -
min,
20
0 1,0 2,0 3,0 Q/mh
Raséjums
101
130
PG 11 l; = @
B [t}
~N
o
2 — ' A _
—
AT =
~
78
<
32 96

L N PE

Motors ar aizsardzibu pret blokejoso stravu
Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz

Ar uzstaditu kondensatoru

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas
uznémumiem saskana ar Rikojumu par dzeramo

adeni (TrinkwV 2001)

.

Pielaujama izmanto$anas sféra

Temperatlras diapazons, izmantojot dzerama
tdens cirkulacijas sistémas pie maks. apkartéja

gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h

T

Maks. pielaujama kopéja cietiba dzerama tdens

cirkulacijas sistémas

+2...465 °C

70 °C

3,21 mmol/l (18 °dH)

Maksimali pielaujamais darba spiediens Ppy 10 bar
Caurulvadu savienojumi

Caurules skravsavienojums Rp %

Vitne G
Konstruktivais garums L0 150 mm
Motors/elektronika

Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 44
Izolacijas klase F

Elektrotikla pieslégums
Apgriezienu skaits n
Elektribas patéring P,
Stravas patérins /

Motora aizsardziba

Kabelu skravsavienojums PG

1~230V, 50 Hz

1700 - 2600 apgr./min
29-711W

max. 0,31 A

nav nepiecieS8ama (blok&josas
stravas parbaude)

1x11

Materiali

Stkna korpuss

Rotors
Sikna varpsta

Gultni

Sarkanais ¢uguns (CC 491K)
atbilstosi DIN 50930-6, saskana ar
Rikojumu par dzeramo tdeni

Plastmasa (PPO)
Oksidu keramika, brana (AI203)

Ogleklis, sintétisko sveku
impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

iNimalais piepludes Augetims pie 40/65/110°C  0/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 20/4-3
Preces nr. 4081193
Neto svars apm. m 2,36 kg

12.11.2017
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Datu lapa: Star-Z 20/5-3

Raksturliknes Mainstrava

0 0,5 1,0

1,5

2,0 2,5 m/s

H/m /

N

AN

4

Wilo-Star-220/5
1~230V - 50Hz

/i

AN

/

N

7
7\\
/

N\

N
A
N\

Atlautie siknéjamie $kidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas
uznémumiem saskana ar Rikojumu par dzeramo

adeni (TrinkwV 2001)

.

Pielaujama izmanto$anas sféra

Temperatlras diapazons, izmantojot dzerama
tdens cirkulacijas sistémas pie maks. apkartéja

gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h

T

Maks. pielaujama kopéja cietiba dzerama tdens

+2...465 °C

70 °C

3,21 mmol/l (18 °dH)

\/ /\ N cirkulacijas sistémas
/ A{ Maksimali pielaujamais darba spiediens Ppy 10 bar
1 \
/ > .//‘\ Caurulvadu savienojumi
N Caurules skravsavienojums Rp %
0 / /__// Vitne G1%
g 40 30 0 Qfm/ Konstruktivais garums L0 150 mm
0 0,25 0,5 0,75 1,0 125 Ql/s
Pi/W mﬁi
! Motors/elektronika
80 S Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
89 I aizsardzibas pakape IP 44
— Izolacijas klase F
40 —
Elektrotikla pieslégums 1~230 V, 50 Hz
20 Apgriezienu skaits n 2000 - 2600 apgr./min
0 1,0 3,0 4,0 Q/mé/h
Elektribas patéring P, 43-93W
Raséiums Stravas patérins / max. 0,40 A
101 130 Motora aizsardziba nav nepiecieS8ama (blok&josas
stravas parbaude)
= Kabelu skravsavienojums PG 1x11
1PG 11 @
] @ Materiali
- Sikna korpuss Sarkanais ¢uguns (CC 491K)
o atbilstosi DIN 50930-6, saskana ar
=2 - e Al - Rikojumu par dzeramo tdeni
|_ Rotors Plastmasa (PPO)
2 Sikna varpsta Oksidu keramika, brana (AI203)
78
Gultni Ogleklis, sintétisko sveku
< impregnéjums
33 96

L N PE

Motors ar aizsardzibu pret blok&joSo stravu

Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz

Ar uzstaditu kondensatoru

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

iNimalais piepludes Augetims pie 40/65/110°C  0/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 20/5-3
Preces nr. 4081198
Neto svars apm. m 2,51 kg

12.11.2017
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Datu lapa: Star-Z 20/7-3

Raksturliknes Mainstrava

0 0;5 1,0

1.5

2,0 2.5 3,0 m/fs

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

H/m

Wilo-Star-220/7
1~230V -50Hz

Dzeramais Gdens un ddens partikas razo$anas
uznémumiem saskana ar Rikojumu par dzeramo

adeni (TrinkwV 2001)

.

Pielaujama izmanto$anas sféra

/

Il
5 \7\\‘
N

NN

y

Temperatlras diapazons, izmantojot dzerama
tdens cirkulacijas sistémas pie maks. apkartéja

gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h

T

Maks. pielaujama kopéja cietiba dzerama tdens

cirkulacijas sistémas

+2...465 °C

70 °C

3,21 mmol/l (18 °dH)

1 o
/ Xe N
/
6 1T N
0 1,0 2,0 3,0 4,0 5,0 Q/m*/h
0 0,25 05 0,75 1,0 1,25 15 QA/s
P —
o /—'—' max.
130
="
110 71/
//
90 /,
min.
70 "
50 /
0 1,0 2,0 3,0 4,0 5,0 Q/m*/h
Raséejums
101
130
PG 11 ; E @
1 [}
~N
2 1 _
—
A==
~
91
<
30 109

L N

PE

Motors ar aizsardzibu pret blokéjoSo stravu
Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz

Ar uzstaditu kondensatoru

Maksimali pielaujamais darba spiediens Ppy 10 bar
Caurulvadu savienojumi

Caurules skravsavienojums Rp %

Vitne G
Konstruktivais garums L0 150 mm
Motors/elektronika

Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 44
Izolacijas klase F

Elektrotikla pieslégums
Apgriezienu skaits n
Elektribas patéring P,
Stravas patérins /

Motora aizsardziba

Kabelu skravsavienojums PG

1~230V, 50 Hz

2000 - 2700 apgr./min
52-146 W

max. 0,65 A

nav nepiecieS8ama (blok&josas
stravas parbaude)

1x11

Materiali

Stkna korpuss

Rotors
Sikna varpsta

Gultni

Sarkanais ¢uguns (CC 491K)
atbilstosi DIN 50930-6, saskana ar
Rikojumu par dzeramo tdeni

Plastmasa (PPO)
Oksidu keramika, brana (AI203)

Ogleklis, sintétisko sveku
impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

iNimalais piepludes Augetims pie 40/65/110°C  0/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 20/7-3
Preces nr. 4081203
Neto svars apm. m 2,9kg

12.11.2017
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Datu lapa: Star-Z 25/2 DM

Raksturliknes Trisfazu mainstrava
v

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

0 0.5 1.0 15 20 mfs Dzeramais Gdens un ddens partikas razo$anas .
: uznémumiem saskana ar Rikojumu par dzeramo
Hin adeni (TrinkwV 2001)
Wilo-Star-Z25/2
3~400V-Rp1
3.5 Pielaujama izmantoSanas sféra
Temperatlras diapazons, izmantojot dzerama +2...+65 °C
3,0 adens cirkulacijas sistémas pie maks. apkartéja
N \/ gaisa temperattras +40 °C
2,5 Temperatiras diapazons, izmantojot dzerama 70 °C
Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
\ temperatdru +40 °C islaicigas darbibas rezima 2 h
2,0 T
/ / / Ry . / Maks. pielaujama kopéja cietiba dzerama tdens 3,21 mmol/l (18 °dH)
15 N cirkulacijas sistémas
/ / Maksimali pielaujamais darba spiediens Ppy 10 bar
1,0 /
. / Caurulvadu savienojumi
; / // Caurules skravsavienojums Rp 1
6 — — Vitne G1%e
0 0,5 1,0 1.5 2,0 2.5 3.0 3,5 @/méh
Konstruktivais garums L0 180 mm
0 0,25 0.5 0,75 1.0 Qfifs
Pi/w
Motors/elektronika
Traucéjumu emisija EN 61000-6-3
80
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 44
60 — .
/ Izolacijas klase F
Elektrotikla pieslégums 3~400V V, 50 Hz
40 P . .
0 05 10 15 20 25 30 35 Q/m/h Apgriezienu skaits n 2700 apgr./min
Elektribas patéring P, 55-72W
Raséjums Stravas patérins / max. 0,16 A
101
130 Motora aizsardziba nav nepiecieS8ama (blok&josas

PG 11

78

180
90
|
h%\ﬁ‘f
AN B
|
|
\ |
79

33 96

Elektriska shema 3~400 V
PE | 1 [ L3

]
5

@)

Trisfazu mainstravas motors(DM), 2 polu 3~400 V, 50 Hz

Kabelu skravsavienojums PG

stravas parbaude)

1x11

Materiali

Stkna korpuss

Rotors
Sikna varpsta

Gultni

Sarkanais ¢uguns (CC 499K)
atbilstosi IN 50930-6, saskana ar
Rikojumu par dzeramo tdeni
Plastmasa (PPO)

Oksidu keramika, brana (AI203)

Ogleklis, sintétisko sveku
impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

KRR e sG W% 0es/110°C

0,5/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 25/2 DM
Preces nr. 4037124
Neto svars apm. m 2,62 kg

12.11.2017
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Datu lapa: Star-Z 25/2 EM

Raksturliknes Mainstrava

0 0,5 1,0 1,5 2,0 m/s
Him Wilo-Star-2 25 /2
15 1~230V-Rp 1
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N

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas .
uznémumiem saskana ar Rikojumu par dzeramo

adeni (TrinkwV 2001)

Pielaujama izmanto$anas sféra

Temperatlras diapazons, izmantojot dzerama

+2...465 °C

tdens cirkulacijas sistémas pie maks. apkartéja

gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama

70 °C

Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h

T

Maks. pielaujama kopéja cietiba dzerama tdens

cirkulacijas sistémas

3,21 mmol/l (18 °dH)

Maksimali pielaujamais darba spiediens Ppy 10 bar
1,0 /
0 / Caurulvadu savienojumi
5
/ // Caurules skravsavienojums Rp 1
. —— — Vitne G1%e
0 0,5 1,0 1,5 2,0 2,5 3,0 3,5 Q/m3h
r r . 7 ; Konstruktivais garums L0 180 mm
0 0,25 0.5 0,75 1.0 Qfifs
27
Motors/elektronika
Traucéjumu emisija EN 61000-6-3
60
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 44
40
— Izolacijas klase F
Elektrotikla pieslégums 1~230 V, 50 Hz
20 . ) )
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Elektribas patéring P, max. 46 W
Raséjums Stravas patérins / max. 0,22 A
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Motors ar aizsardzibu pret blok&joSo stravu
Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz
Ar uzstaditu kondensatoru

Kabelu skravsavienojums PG

stravas parbaude)

1x11

Materiali

Stkna korpuss

Rotors
Sikna varpsta

Gultni

Sarkanais ¢uguns (CC 499K)
atbilstosi IN 50930-6, saskana ar
Rikojumu par dzeramo tdeni
Plastmasa (PPO)

Oksidu keramika, brana (AI203)

Ogleklis, sintétisko sveku
impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

KRR e sG W% 0es/110°C

0,5/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 25/2 EM
Preces nr. 4029062
Neto svars apm. m 2,44 kg

12.11.2017
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Datu lapa: Sta

r-Z 25/6-3

Raksturliknes Mainstrava

v

Atlautie siknéjamie Skidrumi (citi $kidrumi péc pieprasijuma)

Dzeramais Gdens un ddens partikas razo$anas .
uznémumiem saskana ar Rikojumu par dzeramo
Gdeni (TrinkwV 2001)

Pielaujama izmanto$anas sféra

Temperatlras diapazons, izmantojot dzerama +2...+65 °C
tdens cirkulacijas sistémas pie maks. apkartéja

gaisa temperattras +40 °C

Temperatiras diapazons, izmantojot dzerama 70 °C

Gdens cirkulacijas stknos, ar maks. apkartéja gaisa
temperatdru +40 °C islaicigas darbibas rezima 2 h
T

Maks. pielaujama kopéja cietiba dzerama tdens
cirkulacijas sistémas

3,21 mmol/l (18 °dH)

Maksimali pielaujamais darba spiediens Ppy 10 bar
Caurulvadu savienojumi

Caurules skravsavienojums Rp 1

Vitne G112
Konstruktivais garums L0 180 mm
Motors/elektronika

Traucéjumu emisija EN 61000-6-3
Traucéjumnoturiba EN 61000-6-2
aizsardzibas pakape IP 44
Izolacijas klase F

Elektrotikla pieslégums 1~230 V, 50 Hz

Apgriezienu skaits n 1200 - 2200 apgr./min

Elektribas patéring P, 49/74/99 W

Stravas patérins / 0,22-0,43A

Motora aizsardziba nav nepiecieS8ama (blok&josas

stravas parbaude)

Kabelu skravsavienojums PG 1x11

Materiali
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Motors ar aizsardzibu pret

PE

blokéjoso stravu

Mainstravas motors (EM) divpolu - 1~230 V, 50 Hz

Ar uzstaditu kondensatoru

Sikna korpuss Sarkanais ¢uguns (CC 499K)
atbilstosi IN 50930-6, saskana ar
Rikojumu par dzeramo tdeni

Rotors Plastmasa (PPO)

Sikna varpsta Oksidu keramika, brana (AI203)

Gultni Ogleklis, sintétisko sveku

impregnéjums

Minimalais pieplades augstums pie iesiik§anas porta, lai novérstu kavitaciju pie

12.11.2017

iNimalais piopludes AUgetims pie 40/65/110°C  0,5/3/10m
Pasutisanas informacija
Razotajs Wilo
Tips Star-Z 25/6-3
Preces nr. 4047573
Neto svars apm. m 2,66 kg
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